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PROJECT TITLE: Niles Canyon 1 

 Route 84 curve realignment & widening between the Rosewarnes UP 
and Farwell UP in Alameda County (PM 12.1/13.3) 

 
PROJECT SPONSOR: California Department of Transportation (Caltrans) 
 

 
 
PROJECT DESCRIPTION: 
 
This safety improvement project will widen shoulders to meet current standards, realign the NB 
direction around the existing pier at the Rosewarnes Underpass (Bridge No. 33-0034), lower the 
roadway pavement by several inches to meet vertical clearance requirements at the Rosewarnes 
and Farwell Underpasses, construct a left-turn pocket at Palomares Road, shift Palomares Road 
towards the west, and construct centerline and shoulder rumble strips.  The improvements 
include roadway widening, retaining walls, rock anchors (with rock netting), a new bridge at 
Stonybrook creek to improve fish passage, AC overlay, concrete barrier, rock slope protection, 
erosion control, and environmental mitigation. 
 
 
PURPOSE AND NEED: 
 
The purpose of the project is to improve traffic safety on Route 84 between the Rosewarnes 
Underpass and the Farwell Underpass.   
 



March 9, 2011 

 

 
COST/FUNDING: 
 
Construction Cost $   8.0 M 
R/W Cost  $   1.6 M 
   $   9.6 M  State Highway Operations and Protection Program (SHOPP) funds 
 
 
SCHEDULE: 
 
START CONSTRUCTION  01/15/11 
END CONSTRUCTION  12/01/13 
 
 
TRAFFIC HANDLING:  One lane will be closed as necessary M-F (9PM - 5AM), Sat. and 
Sun. (9PM -6AM) for construction of this project.  One way traffic control for approximately 
800m length will be provided.  It is anticipated that a full closure of the highway maybe required 
during construction of the Rock Bolt wall for rock blasting.  If required, a full closure will be for 
a maximum of 5 minutes within 15-minute intervals during day time hours (7AM - 5PM).  
Hauling (truck traffic) is anticipated during lane closures within the time frames shown above.  
Both directions of traffic with 3.3m min. lanes will be open to the public outside of these closure 
times.  Traffic control will be in use for approximately 100-200 working days. 
 
 
 
 

 
 


