
SUMMARY 

ROUTE CONCEPT REPORT 
ROUTE 123 

(ALA 0.00 - CC 2.20) 
This report defines the concept for Route 123 in District 4 for the 
20-year period from 1985 to 2005. 

Segment A ALA PM 0.00-5.18 Jct Rte 580 - ALA/CC Co Line 4C D-35 

Segment B CC PM 0.00-2.20 ALA/CC Co Line - Jct Rte 80 4C D-35 

CONCEPT RATIONALE 

Route 123 is San Pablo Avenue from Route 580 in Oakland running in a 
northerly direction to Route 80 and Cutting Blvd. in Richmond. It is 
a major business street serving the communities of Oakland, 
Emeryville, Berkeley, Albany and El Cerrito. It has some commuter 
traffic at the junctions with Routes 580 in the south and 80 in the 
north. It is a divided highway with left turn lanes throughout most 
of the route in Berkeley. 

AREAS OF CONCERN 

Route 123 is a heavily used street lined with businesses and many 
driveways. Traffic will continue to increase and the overall 
operating speed can be expected to be D-35 or less. 

ROUTE CONCEPT 

The route concept is to maintain the current 4-lane facility at an 
LOS of D-35. 

IMPROVEMENTS 

No improvements are recommended at this time. 
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ROUTE DESCRIPTION 

Route 123 is designated as a principal arterial, and is in the 
Federal Aid Urban system. It serves local traffic as a major 
business street, with some commuter traffic at the junctions of Route 
580 and 80. 

The Legislative Description is: 

Route 123 is from Oakland to Route 80 in Richmond at Cutting 
Blvd. 

ROUTE SEGMENTS 

Segment A (ALA PM 0.00 - 5.18) 

This segment runs from the Junction with Route 580 in Oakland north 
to the ~lameda/Contra Costa County line. It is a 4-lane 
conventional, divided highway. The pavement (one way) is mostly 24 
feet. Shoulders are mostly 8 feet and the median is 12-14 feet. It 
is a two-way turn lane in Oakland, and has a planted median in 
Berkeley. The terrain is flat with a grade of less than 3%. 

The current AADT is 22,500, with an AM peak hour southbound of 
1,320. The V/C ratio is 0.48 with an operating LOS of D-35. This 
LOS is lower than the V/C would indicate because there are many 
businesses along the street, and there are many signallized 
intersections. The projected AADT for 1995 (2005) is 23,000 (24,400) 
with an AM peak hour southbound of 1,370 (1,450). The projected V/C 
ratio is 0.50 (0.53) with an LOS of D-35 (D-35). 

ROUTE CONCEPT 

The route concept for this segment is to maintain the existing 
facility as a 4-lane conventional highway, with an operating LOS of 
D-35. 

IMPROVEMENTS 

No improvements recommended at this time. 



Segment B. (CC PM 0.00-2.20) 

This segment runs from the Alameda/Contra Costa County line to the 
junction with Route 80 at Cutting Blvd. It is a divided facility to 
PM 0.38, and then is an undivided facility. Pavement width (one way) 
is mostly 24 feet; shoulder widths are 10-13 feet, and the median is 
16 feet where divided. Terrain is flat, with grades of less than 3%. 

The current AADT is 23,000 with a southbound AM peak hour of 1,340. 
The V/C ratio is 0.50 with an operating LOS of D-35 due to number of 
businesses and signallization. The projected AADT for 1995 (2005) is 
24,600 (25,600) with a southbound AM peak of 1,400 (1,500). The 
projected V/C is 0.52 (0.56) and an operating LOS of D-35. 

ROUTE CONCEPT 

The route concept for this segment is to maintain the current 4-lane 
conventional facility at an operating LOS of D-35. 

IMPROVEMENTS 

No improvements recommended at this time. 
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