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PART 566—MANUFACTURER 
IDENTIFICATION 

Sec. 
§ 566.1 Scope.
§ 566.2 Purpose.
§ 566.3 Application.
§ 566.4 Definitions.
§ 566.5 Requirements.
§ 566.6 Submittal of information.

Authority: Secs. 112 and 119, National Traf-
fic and Motor Vehicle Safety Act (15 U.S.C. 
1401 and 1407); delegation of authority at 49 
CFR 1.50. 

§ 566.1 Scope.
This part requires manufacturers of 

motor vehicles, and of motor vehicle 
equipment to which a motor vehicle 
safety standard applies, to submit identi-
fying information and a description of 
the items they produce. 

[36 FR 20978, Nov. 2, 1971] 

§ 566.2 Purpose.
The purpose of this part is to facili-

tate the regulation of manufacturers un-
der the National Traffic and Motor Ve-
hicle Safety Act, and to aid in establish-
ing a code numbering system for all 
regulated manufacturers. 

[36 FR 20978, Nov. 2, 1971] 

§ 566.3 Application.
This part applies to all manufactur-

ers of motor vehicles, and to manufac-
turers of motor vehicle equipment, other 
than tires, to which a motor vehicle 
safety standard applies (hereafter re-
ferred to as “covered equipment”). 

[36 FR 22063, Nov. 19, 1971] 

§ 566.4 Definitions.
All terms defined in the Act and the 

rules and standards issued under its au-
thority are used as defined therein. Spe-
cifically, incomplete vehicle, intermedi-
ate manufacturer, and final-stage manu-
facturer are used as defined in Part 

568—Vehicles Manufactured in Two or 
More Stages. 

(Authority: 15 U.S.C. 1392, 1397) 

[37 FR 1364, Jan. 28, 1972] 

§ 566.5 Requirements.
Each manufacturer of motor vehi-

cles, and each manufacturer of covered 
equipment, shall furnish the information 
specified in paragraphs (a) through (c) 
of this section to: Administrator, Na-
tional Highway Traffic Safety Admini-
stration, 400 Seventh Street SW., Wash-
ington, DC 20590. 

(a) Full individual, partnership, or 
corporate name of the manufacturer. 

(b) Residence address of the manu-
facturer and State of incorporation if ap-
plicable. 

(c) Description of each type of mo-
tor vehicle or of covered equipment 
manufactured by the manufacturer, in-
cluding, for motor vehicles, the ap-
proximate ranges of gross vehicle 
weight ratings for each type. 

(1) Except as noted below, the de-
scription may be of general types, such 
as “passenger cars” or “brake fluid.” 

(2) In the case of multipurpose pas-
senger vehicles, trucks, and trailers, the 
description shall be specific enough also 
to indicate the types of use for which the 
vehicles are intended, such as “tank 
trailer,” “motor home,” or “cargo van.” 

(3) In the case of motor vehicles 
produced in two or more stages, if the 
manufacturer is an incomplete vehicle 
manufacturer, the description shall so 
state and include a description indicating 
the stage of completion of the vehicle 
and, where known, the types of use for 
which the vehicle is intended. 

Example: “Incomplete vehicle manufac-
turer—Chassis-cab intended for completion as 
van-type truck.” 

If the manufacturer is an intermediate 
manufacturer, or a final stage manufac-
turer, the description shall so state and 



include a brief description of the work 
performed. 

Example: “Multipurpose passenger vehicles: 
Motor homes with GVWR from 8,000 to 12,000 
pounds. Final-stage manufacturer—add body to 
bare chassis.” 

(15 U.S.C. 1392, 1397) 

[36 FR 20978, Nov. 2, 1971, as amended at 37 
FR 1364, Jan. 28, 1972] 

§ 566.6 Submittal of information.
Each manufacturer required to submit 
information under §566.5 shall submit 
the information not later than February 
1, 1972. After that date, each person 
who begins to manufacture a type of 
motor vehicle or covered equipment for 
which he has not submitted the required 
information shall submit the information 
specified in paragraphs (a) through (c) 
of §566.5 not later than 30 days after he 
begins manufacture. Each manufacturer 
who has submitted required information 
shall keep his entry current, accurate and 
complete by submitting revised informa-
tion not later than 30 days after the rele-
vant changes in his business occur. 

[36 FR 20978, Nov. 2, 1971, as amended at 53 
FR 20119, June 2, 1988] 



PART 567—CERTIFICATION 

Sec. 
§ 567.1 Purpose.
§ 567.2 Application.
§ 567.3 Definitions.
§ 567.4 Requirements for manufacturers of mo-

tor vehicles. 
§ 567.5 Requirements for manufacturers of ve-

hicles manufactured in two or more stages. 
§ 567.6 Requirements for persons who do not

alter certified vehicles or do so with readily 
attachable components. 

§ 567.7 Requirements for persons who alter
certified vehicles. 

Authority: 49 U.S.C. 322, 30111, 30115, 
30117, 30166, 32502, 32504, 33101–33104, 
33108, and 33109; delegation of authority at 49 
CFR 1.50  

Editorial Note: For a ruling concerning un-
available weight ratings, see 36 FR 25013, Dec. 
28, 1971.  

§ 567.1 Purpose.
The purpose of this part is to specify 

the content and location of, and other 
requirements for, the certification label 
or tag to be affixed to motor vehicles as 
required by section 114 of the National 
Traffic and Motor Vehicle Safety Act of 
1966 (15 U.S.C. 1403) (the Safety Act) 
and by sections 105(c)(1) and 606(c) of 
the Motor Vehicle Information and Cost 
Savings Act (15 U.S.C. 1915(c) and 
2026(c)) (the Cost Savings Act), and to 
provide the consumer with information 
to assist him or her in determining 
which of the Federal Motor Vehicle 
Safety Standards (part 571 of this chap-
ter) and Federal Theft Prevention Stan-
dards (part 541 of this chapter) (stan-
dards) are applicable to the vehicle. 

[50 FR 43192, Oct. 24, 1985] 

§ 567.2 Application.
(a) This part applies to manufactur-

ers and distributors of motor vehicles to 
which one or more standards are appli-
cable. 

(b) In the case of imported motor 
vehicles, the requirement of affixing a 
label or tag applies to Registered Im-

porters of vehicles admitted to the 
United States under 49 CFR 591.5(f) to 
which the required label or tag is not af-
fixed. 

[36 FR 7056, Apr. 14, 1971, as amended at 48 FR 
46995, Oct. 17, 1983; 56 FR 22356, May 15, 
1991] 

§ 567.3 Definitions.
All terms that are defined in the Act 

and the rules and standards issued under 
its authority are used as defined therein. 
The term bumper has the meaning as-
signed to it in Title I of the Cost Savings 
Act and the rules and standards issued 
under its authority. 

Chassis-cab means an incomplete 
vehicle, with a completed occupant 
compartment, that requires only the ad-
dition of cargo-carrying, work-
performing, or load-bearing components 
to perform its intended functions. 

[36 FR 7056, Apr. 14, 1971, as amended at 42 FR 
37817, July 25, 1977; 43 FR 21891, May 22, 
1978] 

§ 567.4 Requirements for manufac-
turers of motor vehicles. 
(a) Each manufacturer of motor ve-

hicles (except vehicles manufactured in 
two or more stages) shall affix to each 
vehicle a label, of the type and in the 
manner described below, containing the 
statements specified in paragraph (g) of 
this section. 

(b) The label shall, unless riveted, 
be permanently affixed in such a manner 
that it cannot be removed without de-
stroying or defacing it. 

(c) Except for trailers and motorcy-
cles, the label shall be affixed to either 
the hinge pillar, door-latch post, or the 
door edge that meets the door-latch post, 
next to the driver's seating position, or if 
none of these locations is practicable, to 
the left side of the instrument panel. If 
that location is also not practicable, the 
label shall be affixed to the inward-
facing surface of the door next to the 
driver's seating position. If none of the 



preceding locations is practicable, noti-
fication of that fact, together with draw-
ings or photographs showing a sug-
gested alternate location in the same 
general area, shall be submitted for ap-
proval to the Administrator, National 
Highway Traffic Safety Administration, 
Washington, DC 20590. The location of 
the label shall be such that it is easily 
readable without moving any part of the 
vehicle except an outer door. 

(d) The label for trailers shall be af-
fixed to a location on the forward half of 
the left side, such that it is easily read-
able from outside the vehicle without 
moving any part of the vehicle. 

(e) The label for motorcycles shall 
be affixed to a permanent member of the 
vehicle as close as is practicable to the 
intersection of the steering post with the 
handle bars, in a location such that it is 
easily readable without moving any part 
of the vehicle except the steering sys-
tem. 

(f) The lettering on the label shall be 
of a color that contrasts with the back-
ground of the label. 

(g) The label shall contain the fol-
lowing statements, in the English lan-
guage, lettered in block capitals and 
numerals not less than three thirty-
seconds of an inch high, in the order 
shown: 

(1) Name of manufacturer: Except 
as provided in paragraphs (g)(1) (i), (ii), 
and (iii) of this section, the full corpo-
rate or individual name of the actual as-
sembler of the vehicle shall be spelled 
out, except that such abbreviations as 
“Co.” or “Inc.” and their foreign equiva-
lents, and the first and middle initials of 
individuals, may be used. The name of 
the manufacturer shall be preceded by 
the words “Manufactured By” or “Mfd 
By.” In the case of imported vehicles, 
where the label required by this section 
is affixed by the Registered Importer, 
the name of the Registered Importer 
shall also be placed on the label in the 
manner described in this paragraph, di-

rectly below the name of the final as-
sembler. 

(i) If a vehicle is assembled by a 
corporation that is controlled by another 
corporation that assumes responsibility 
for conformity with the standards, the 
name of the controlling corporation may 
be used. 

(ii) If a vehicle is fabricated and de-
livered in complete but unassembled 
form, such that it is designed to be as-
sembled without special machinery or 
tools, the fabricator of the vehicle may 
affix the label and name itself as the 
manufacturer for the purposes of this 
section. 

(iii) If a trailer is sold by a person 
who is not its manufacturer, but who is 
engaged in the manufacture of trailers 
and assumes legal responsibility for all 
duties and liabilities imposed by the Act 
with respect to that trailer, the name of 
that person may appear on the label as 
the manufacturer. In such a case the 
name shall be preceded by the words 
“Responsible Manufacturer” or “Resp 
Mfr.” 

(2) Month and year of manufacture: 
This shall be the time during which 
work was completed at the place of 
main assembly of the vehicle. It may be 
spelled out, as “June 1970”, or ex-
pressed in numerals, as “6/70.” 

(3) “Gross Vehicle Weight Rating” 
or “GVWR,” followed by the appropri-
ate value in pounds, which shall not be 
less than the sum of the unloaded vehi-
cle weight, rated cargo load, and 150 
pounds times the vehicle's designated 
seating capacity. However, for school 
buses the minimum occupant weight al-
lowance shall be 120 pounds. 

(4) “Gross Axle Weight Rating” or 
“GAWR,” followed by the appropriate 
value in pounds for each axle, identified 
in order from front to rear (e.g., front, 
first intermediate, second intermediate, 
rear). The ratings for any consecutive 
axles having identical gross axle weight 
ratings when equipped with tires having 
the same tire size designation may, at 



the option of the manufacturer, be stated 
as a single value, with label indicating to 
which axles the ratings apply. 

EXAMPLES OF COMBINED RATINGS 

GAWR: (a) All axles—4080 with 7.00–15 
LT (D) tires. 

(b) Front—12,000 with 10.00–20(G) tires. 
First intermediate to rear—15,000 with 12.00–
20(H) tires. 

(5) The statement: “This vehicle 
conforms to all applicable Federal motor 
vehicle safety standards in effect on the 
date of manufacture shown above.” The 
expression “U.S.” or “U.S.A.” may be 
inserted before the word “Federal”. 

(i) In the case of passenger cars 
manufactured on or after September 1, 
1978, the expression “and bumper” shall 
be included in the statement following 
the word “safety”. 

(ii) In the case of 1987 and subse-
quent model year passenger cars manu-
factured on or after April 24, 1986, the 
expression “safety, bumper, and theft 
prevention” shall be substituted in the 
statement for the word “safety”. 

(iii) In the case of multipurpose pas-
senger vehicles (MPVs) and trucks with 
a GVWR of 6,000 pounds or less manu-
factured on or after June 11, 1999, the 
expression “and theft prevention” shall 
be included in the statement following 
the word “safety”. 

(6) Vehicle identification number. 
(7) The type classification of the ve-

hicle as defined in §571.3 of this chapter 
(e.g., truck, MPV, bus, trailer). 

(h) Multiple GVWR-GAWR rat-
ings. (1) (For passenger cars only) In 
cases where different tire sizes are of-
fered as a customer option, a manufac-
turer may at his option list more than 
one set of values for GVWR and 
GAWR, in response to the requirements 
of paragraphs (g) (3) and (4) of this sec-
tion. If the label shows more than one 
set of weight rating values, each value 
shall be followed by the phrase “with 
___ tires,” inserting the proper tire size 
designations. A manufacturer may at his 

option list one or more tire sizes where 
only one set of weight ratings is pro-
vided. 

PASSENGER CAR EXAMPLE 

GVWR: 
4400 LB with G78–14B Tires, 4800 LB 

with H78–14B Tires. 
GAWR: 

Front—2000 LB with G78–14B Tires at 24 
psi, 2200 LB with H78–14B Tires at 24 psi. 

Rear—2400 LB with G78–14B Tires at 28 
psi, 2600 LB with H78–14B Tires at 28 psi. 

 (2) (For multipurpose passenger ve-
hicles, trucks, buses, trailers, and motor-
cycles) The manufacturer may, at its op-
tion, list more than one GVWR-GAWR-
tire-rim-combination on the label, as 
long as the listing conforms in content 
and format to the requirements for tire-
rim-inflation information set forth in 
Standard No. 120 of this chapter 
(§571.120). 

(3) At the option of the manufac-
turer, additional GVWR-GAWR ratings 
for operation of the vehicle at reduced 
speeds may be listed at the bottom of the 
certification label following any infor-
mation that is required to be listed. 

(i) [Reserved] 
(j) A manufacturer may, at his op-

tion, provide information concerning 
which tables in the document that ac-
companies the vehicle pursuant to 
§575.6(a) of this chapter apply to the
vehicle. This information may not pre-
cede or interrupt the information re-
quired by paragraph (g) of this section. 

(k) In the case of passenger cars 
admitted to the United States under 49 
CFR part 592 to which the label re-
quired by this section has not been af-
fixed by the original producer or assem-
bler of the passenger car, a label meet-
ing the requirements of this paragraph 
shall be affixed by the importer before 
the vehicle is imported into the United 
States, if the car is from a line listed in 
Appendix A of 49 CFR Part 541. This 
label shall be in addition to, and not in 
place of, the label required by para-



graphs (a) through (j), inclusive, of this 
section.  

(1) The label shall, unless riveted, 
be permanently affixed in such a manner 
that it cannot be removed without de-
stroying or defacing it. 

(2) The label shall be affixed to ei-
ther the hinge pillar, door-latch post, or 
the door edge that meets the door-latch 
post, next to the driver's seating posi-
tion, or, if none of these locations is 
practicable, to the left side of the in-
strument panel. If that location is also 
not practicable, the label shall be affixed 
to the inward-facing surface of the door 
next to the driver's seating position. The 
location of the label shall be such that it 
is easily readable without moving any 
part of the vehicle except an outer door. 

(3) The lettering on the label shall 
be of a color that contrasts with the 
background of the label. 

(4) The label shall contain the fol-
lowing statements, in the English lan-
guage, lettered in block capitals and 
numerals not less than three thirty-
seconds of an inch high, in the order 
shown: 

(i) Model year (if applicable) or year 
of manufacture and line of the vehicle, 
as reported by the manufacturer that 
produced or assembled the vehicle. 
“Model year” is used as defined in 
§565.3(h) of this chapter. “Line” is used
as defined in §541.4 of this chapter. 

(ii) Name of the importer: The full 
corporate or individual name of the im-
porter of the vehicle shall be spelled out, 
except that such abbreviations as “Co.” 
or “Inc.” and their foreign equivalents 
and the middle initial of individuals, 
may be used. The name of the importer 
shall be preceded by the words “Im-
ported By”. 

(iii) The statement: “This vehicle 
conforms to the applicable Federal mo-
tor vehicle theft prevention standard in 
effect on the date of manufacture.” 

(l)(1) In the case of a passenger car 
imported into the United States under 49 
CFR 591.5(f) which does not have an 

identification number that complies with 
49 CFR 565.4 (b), (c), and (g) at the 
time of importation, the Registered Im-
porter shall permanently affix a label to 
the vehicle in such a manner that, unless 
the label is riveted, it cannot be removed 
without being destroyed or defaced. The 
label shall be in addition to the label re-
quired by paragraph (a) of this section, 
and shall be affixed to the vehicle in a 
location specified in paragraph (c) of 
this section.  

(2) The label shall contain the fol-
lowing statement, in the English lan-
guage, lettered in block capitals and 
numerals not less than 4 mm high, with 
the location on the vehicle of the origi-
nal manufacturer's identification number 
provided in the blank: ORIGINAL 
MANUFACTURER'S 
IDENTIFICATION NUMBER 
SUBSTITUTING FOR U.S. VIN IS 
LOCATED ______. 

[36 FR 7056, Apr. 14, 1971, as amended at 36 FR 
23572, Dec. 10, 1971; 41 FR 3479, Jan. 23, 1976; 
41 FR 13923, Apr. 1, 1976; 42 FR 7144, Feb. 7, 
1977; 42 FR 31162, June 20, 1977; 42 FR 37371, 
July 21, 1977; 42 FR 37817, July 25, 1977; 50 
FR 43192, Oct. 24, 1985; 52 FR 28562, July 31, 
1987; 54 FR 46256, Nov. 2, 1989; 56 FR 22356, 
May 15, 1991; 59 FR 64170, Dec. 13, 1994; 61 
FR 29036, June 7, 1996; 64 FR 6817, Feb. 11, 
1999] 

EFFECTIVE DATE NOTE: At 67 FR 69623, 
Nov. 18, 2002, § 567.4 was amended by revising 
paragraph (h)2), effective  Sept. 1, 2003.  At 68 
FR 33655, the effective date was delayed until 
Sept. 1, 2004. At 69 FR 31306, June 3, 2004, the 
effective date was further delayed until Sept. 1, 
2005. For the convenience of the user, the revised 
text is set forth as follows: 

§ 567.4   Requirements for manufacturers of
motor vehicles. 

*   *    *    *   * 
(h)  *  *  *  

(2) (For multipurpose passenger vehicles, 
trucks, buses, trailers, and motorcycles) The 
manufacturer may, at its option, list more than 
one GVWR–GAWR-tire-rim combination on the 
label as long as the listing contains the tire-rim 
combination installed as original equipment on 
the vehicle by the vehicle manufacturer and con-



forms in content and format to the requirements 
for the tire-rim-inflation information set forth in 
§571.110, §571.120, §571.129 and §571.139 of
this chapter.  

*   *    *    *   * 

§ 567.5   Requirements for manufac-
turers of vehicles manufactured in 
two or more stages. 
(a) Except as provided in paragraph 

(e) of this section, each manufacturer of 
a chassis-cab shall affix a label to each 
chassis-cab manufactured on or after 
July 25, 1978, in the location and form 
specified in §567.4, that contains the 
following statements to the extent that 
they are applicable. 

(1) “This chassis-cab conforms to 
Federal Motor Vehicle Safety Standard 
Nos. ___.” The statement shall be com-
pleted by inserting the numbers of the 
safety standards (e.g., 101, 207) to 
which the chassis-cab conforms. 

(2) “This vehicle will conform to 
Standard Nos. ___ if it is completed in 
accordance with the instructions con-
tained in the incomplete vehicle docu-
ment furnished pursuant to 49 CFR part 
568.” The statement shall be completed 
by inserting the numbers of the safety 
standards conformity to which is sub-
stantially affected by both the design of 
the chassis-cab and the manner in which 
the vehicle is completed (i.e., the stan-
dards listed under category (ii) in 
§568.4(a)(7) of this chapter).

(3) “Conformity to the other safety 
standards applicable to this vehicle 
when completed is not substantially af-
fected by the design of the chassis-cab.” 

(4) Name of chassis-cab manufac-
turer preceded by the words “CHASSIS-
CAB MANUFACTURED BY” or 
“CHASSIS-CAB MFD BY”. 

(5) Month and year of manufacture 
of chassis-cab. This may be spelled out, 
as in “JUNE 1970”, or expressed in nu-
merals, as in “6/70”. No preface is re-
quired. 

(b) Except as provided in para-
graphs (e) and (f) of this section, each 

intermediate manufacturer of a vehicle 
manufactured in two or more stages 
shall affix a label, in the location and 
form specified in §567.4, to each chas-
sis-cab respecting which he is required 
by §568.5 to furnish an addendum to the 
incomplete vehicle document described 
in §568.4. However, this paragraph ap-
plies only to chassis-cabs that have been 
certified by a chassis-cab manufacturer 
in accordance with paragraph (a) of this 
section. The label shall contain the fol-
lowing statements as appropriate. 

(1)(i) “With respect to Standard 
Nos. ___, the instructions of prior manu-
facturers have been followed so that the 
chassis-cab now conforms to these stan-
dards.” The statement shall be com-
pleted by inserting the numbers of all or 
less than all of the standards, and only 
those standards, respecting which the 
latest prior certification statement was in 
the form prescribed in paragraph (a)(2) 
or (b)(2) of this section. 

(ii) “This chassis-cab conforms to 
Federal Motor Vehicle Safety Standard 
Nos. ___.” The statement shall be com-
pleted by inserting the numbers of the 
other standards to which the chassis-cab 
conforms, excluding those standards re-
specting which the latest prior certifica-
tion statement was in the form pre-
scribed in paragraphs (a)(1), (b)(1)(i), or 
this paragraph. 

(2) “This vehicle will conform to 
Standard Nos. ___ if it is completed in 
accordance with the instructions con-
tained in the amended incomplete vehi-
cle document furnished pursuant to 49 
CFR part 568.” The statement shall be 
completed by inserting the numbers of 
the standards conformity to which is 
substantially affected by both the design 
of the chassis-cab (as modified by the 
intermediate manufacturer) and the 
manner in which the vehicle is com-
pleted. 

(3) “Conformity to Standard Nos. 
___ is no longer substantially affected 
by the design of this chassis-cab.” The 
statement shall be completed by insert-



ing the numbers of all or less than all of 
the standards, and only those standards, 
respecting which the latest prior certifi-
cation statement was in the form pre-
scribed in paragraphs (a) (1) and (2), 
(b)(1) (i) and (ii), or (b)(2) of this sec-
tion. 

(4) Name of intermediate manufac-
turer, preceded by the words 
“INTERMEDIATE MANUFACTURE 
BY” or “INTERMEDIATE MFR BY”. 

(5) Month and year in which the in-
termediate manufacturer performed his 
last manufacturing operation on the 
chassis-cab. This may be spelled out, as 
“JUNE 1970”, or expressed as numerals, 
as “6/70”. No preface is required. 

(c) Except as provided in paragraphs 
(e) and (f) of this section, each final-
stage manufacturer, as defined in §568.3 
of Title 49 of the CFR, of a vehicle 
manufactured in two or more stages 
shall affix to each vehicle a label, of the 
type and in the manner and form de-
scribed in §567.4 of this part, containing 
the following statements: 

(1) Name of final-stage manufac-
turer, preceded by the words 
“MANUFACTURED BY” or “MFD 
BY”. 

(2) Month and year in which final-
stage manufacture is completed. This 
may be spelled out, as in “JUNE 1970”, 
or expressed in numerals, as in “6/70”. 
No preface is required. 

(3) Name of original manufacturer 
of the incomplete vehicle, preceded by 
the words “INCOMPLETE VEHICLE 
MANUFACTURED BY” or “INC VEH 
MFD BY”. This item and item (4) may 
be omitted in cases where the incom-
plete vehicle was a chassis-cab. 

(4) Month and year in which the 
original manufacturer of the incomplete 
vehicle performed his last manufactur-
ing operation on the incomplete vehicle, 
in the same form as paragraph (c)(2) of 
this section. 

(5) “GROSS VEHICLE WEIGHT 
RATING” or “GVWR”, followed by the 
appropriate value in pounds, which shall 

not be less than the sum of the unloaded 
vehicle weight, rated cargo load, and 
150 pounds times the vehicle's desig-
nated seating capacity. However, for 
school buses the minimum occupant 
weight allowance shall be 120 pounds. 

(6) “GROSS AXLE WEIGHT 
RATING” or “GAWR”, followed by the 
appropriate value in pounds for each 
axle, identified in order from front to 
rear (e.g., front, first intermediate, sec-
ond intermediate, rear). The ratings for 
any consecutive axles having identical 
gross axle weight ratings when equipped 
with tires having the same tire size des-
ignation may be stated as a single value, 
with the label indicating to which axles 
the rating apply. 

EXAMPLES OF COMBINED RATINGS 

GAWR: (a) All axles—4080 with 7.00–15 LT(D) 
tires; (b) Front—12,000 with 10.00–20(G) tires. 
First intermediate to rear—15,000 with 12.00–
20(H) tires. 

(7) One of the following statements 
as appropriate. Statements (i), (ii), and 
(iii) are alternative certification state-
ments. Statement (i) may be used by 
manufacturers meeting the requirements 
described in the instruction portion of 
that paragraph. Statements (ii) and (iii) 
may be used by any final-stage manu-
facturer. 

(i) “Conformity of the chassis-cab to 
Federal Motor Vehicle Safety Standards, 
which have been previously fully certi-
fied by the incomplete vehicle manufac-
turer or intermediate vehicle manufac-
turer, has not been affected by final-
stage manufacture. The vehicle has been 
completed in accordance with the prior 
manufacturer's instructions, where ap-
plicable. This vehicle conforms to all 
other applicable Federal Motor Vehicle 
Safety Standards in effect in (month, 
year).” 

The preceding statement shall be 
used only in cases in which the final-
stage manufacturer has: 

(A) Not affected conformity to stan-
dards compliance with which has been 



fully certified by a chassis-cab manufac-
turer pursuant to paragraph (a)(1) of this 
section or by an intermediate manufac-
turer pursuant to paragraphs (b)(1)(i) or 
(b)(1)(ii) of this section, and  

(B) has completed the vehicle in ac-
cordance with the prior manufacturer's 
instructions in regard to standards listed, 
as appropriate, in a chassis-cab manu-
facturer's conditional statement under 
paragraph (a)(2) of this section or in an 
intermediate manufacturer's conditional 
statement under paragraph (b)(2) of this 
section. The date shown in the third sen-
tence of the statement shall be not ear-
lier than the manufacturing date of the 
incomplete vehicle, and not later than 
the date of completion of final-stage 
manufacture. 

(ii) “Conformity of the chassis-cab 
to Federal Motor Vehicle Safety Stan-
dards Nos. –––––– has not been affected 
by final stage manufacture. With respect 
to Standards Nos. ______, the vehicle 
has been completed in accordance with 
the prior manufacturer's instructions. 
This vehicle conforms to all other appli-
cable Federal Motor Vehicle Safety 
Standards in effect in (month, year).” 

The first sentence of the preceding 
statement shall be completed by insert-
ing the numbers of all or less than all of 
the standards, and only those standards, 
respecting which the latest prior certifi-
cation statement was made by a chassis-
cab manufacturer pursuant to paragraph 
(a)(1) of this section or by an intermedi-
ate manufacturer pursuant to paragraphs 
(b)(1)(i) or (b)(1)(ii) of this section. The 
second sentence of the statement shall 
be completed by inserting the numbers 
of all or less than all of the standards 
and only those standards, respecting 
which the latest prior certification 
statement was a chassis-cab manufac-
turer's conditional statement under para-
graph (a)(2) of this section or an inter-
mediate manufacturer's conditional 
statement under paragraph (b)(2) of this 
section. The date shown in the third sen-
tence of the statement shall be not ear-

lier than the manufacturing date of the 
incomplete vehicle, and not later than 
the date of completion of final-stage 
manufacture. 

(iii) “This vehicle conforms to all 
applicable Federal Motor Vehicle Safety 
Standards in effect in (month, year).” 

The date shown shall be not earlier 
than the manufacturing date of the in-
complete vehicle and not later than the 
date of completion of final-stage manu-
facture. 

(8) Vehicle identification number. 
(9) The type classification of the ve-

hicle as defined in §571.3 of Title 49 of 
the CFR (e.g., truck, MPV, bus, trailer). 

(d) More than one set of figures for 
GVWR and GAWR, and one or more 
tire sizes, may be listed in satisfaction of 
the requirements of paragraphs (c) (5) 
and (6) of this section, as provided in 
§567.4(h).

(e) If an incomplete vehicle manu-
facturer assumes legal responsibility for 
all duties and liabilities imposed by the 
Act, with respect to the vehicle as fi-
nally manufactured, the incomplete ve-
hicle manufacturer shall ensure that a 
label is affixed to the final vehicle in 
conformity with paragraph (c) of this 
section, except that the name of the in-
complete vehicle manufacturer shall ap-
pear instead of the name of the final-
stage manufacturer after the words 
“MANUFACTURED BY” or “MFD 
BY” required by paragraph (c)(1) of this 
section, the additional manufacturer's 
name required by paragraph (c)(3) of 
this section shall be omitted, and the 
date required by paragraph (c)(4) of this 
section shall be preceded by the words 
“INCOMPLETE VEHICLE 
MANUFACTURED” or “INC VEH 
MFD.” 

(f) If an intermediate manufacturer 
of a vehicle assumes legal responsibility 
for all duties and liabilities imposed on 
manufacturers by the Act, with respect 
to the vehicle as finally manufactured, 
the intermediate manufacturer shall en-
sure that a label is affixed to the final 



vehicle in conformity with paragraph (c) 
of this section, except that the name of 
the intermediate manufacturer shall ap-
pear instead of the name of the final-
stage manufacturer after the words 
“MANUFACTURED BY” or “MFD 
BY” required by paragraph (c)(1) of this 
section. 

[42 FR 37817, July 25, 1977; 42 FR 46927, Sept. 
19, 1977, as amended at 43 FR 9605, Mar. 3, 
1978; 43 FR 12014, Mar. 23, 1978; 43 FR 29124, 
July 6, 1978; 48 FR 51309, Nov. 8, 1983] 

§ 567.6   Requirements for persons
who do not alter certified vehicles 
or do so with readily attachable 
components. 

A person who does not alter a motor 
vehicle or who alters such a vehicle only 
by the addition, substitution, or removal 
of readily attachable components such 
as mirrors or tires and rim assemblies, or 
minor finishing operations such as paint-
ing, in such a manner that the vehicle's 
stated weight ratings are still valid, need 
not affix a label to the vehicle, but shall 
allow a manufacturer's label that con-
forms to the requirements of this part to 
remain affixed to the vehicle. If such a 
person is a distributor of the motor vehi-
cle, allowing the manufacturer's label to 
remain affixed to the vehicle shall sat-
isfy the distributor's certification re-
quirements under the Act. 

[38 FR 15962, June 19, 1973]  

§ 567.7 Requirements for persons who
alter certified vehicles. 
A person who alters a vehicle that 

has previously been certified in accor-
dance with §567.4 or §567.5, other than 
by the addition, substitution, or removal 
of readily attachable components such 
as mirrors or tire and rim assemblies, or 
minor finishing operations such as paint-
ing, or who alters the vehicle in such a 
manner that its stated weight ratings are 
no longer valid, before the first purchase 
of the vehicle in good faith for purposes 

other than resale, shall allow the original 
certification label to remain on the vehi-
cle, and shall affix to the vehicle an ad-
ditional label of the type and in the 
manner and form described in §567.4, 
containing the following information:  

(a) The statement: “This vehicle was 
altered by (individual or corporate 
name) in (month and year in which al-
terations were completed) and as altered 
it conforms to all applicable Federal 
Motor Vehicle Safety Standards affected 
by the alteration and in effect in (month, 
year).” The second date shall be no ear-
lier than the manufacturing date of the 
original vehicle, and no later than the 
date alterations were completed. 

(1) In the case of passenger cars 
manufactured on or after January 1, 
2000, the expression “safety, bumper, 
and theft prevention” shall be substi-
tuted in the statement for the word 
“safety”. 

(2) In the case of multipurpose pas-
senger vehicles (MPVs) and trucks with 
a GVWR of 6,000 pounds or less manu-
factured on or after January 1, 2000, the 
expression “and theft prevention” shall 
be included in the statement following 
the word “safety”.  

(b) If the gross vehicle weight rating 
or any of the gross axle weight ratings 
of the vehicle as altered are different 
from those shown on the original certifi-
cation label, the modified values shall be 
provided in the form specified in 
§567.4(g) (3) and (5).

(c) If the vehicle as altered has a dif-
ferent type classification from that 
shown on the original certification label, 
the type as modified shall be provided.  

[38 FR 15963, June 19, 1973, as amended at 43 
FR 21891, May 22, 1978; 45 FR 18929, Mar. 24, 
1980; 64 FR 38595, July 19, 1999]  



PART 568—VEHICLES MAN-
UFACTURED IN TWO OR 
MORE STAGES 

Sec. 
§ 568.1   Purpose and scope.
§ 568.2   Application.
§ 568.3   Definitions.
§ 568.4   Requirements for incomplete vehicle
manufacturers. 
§ 568.5   Requirements for intermediate manufac-
turers. 
§ 568.6   Requirements for final-stage manufac-
turers. 
§ 568.7   Requirements for manufacturers who
assume legal responsibility for the vehicle. 
§ 568.8   Requirements for persons who alter cer-
tified vehicles. 

AUTHORITY:   Secs. 103, 112, 114, and 119, 
National Traffic and Motor Vehicle Safety Act 
(15 U.S.C. 1392, 1401, 1403, and 1407); delega-
tion of authority at 49 CFR 1.50.  

§ 568.1   Purpose and scope.
The purpose of this part is to pre-

scribe the method by which manufactur-
ers of vehicles manufactured in two or 
more stages shall ensure conformity of 
those vehicles with the Federal motor 
vehicle safety standards (“standards”) 
and other regulations issued under the 
National Traffic and Motor Vehicle 
Safety Act. 

[36 FR 7057, Apr. 14, 1971] 

§ 568.2   Application.
This part applies to incomplete ve-

hicle manufacturers, intermediate manu-
facturers, and final-stage manufacturers 
of vehicles manufactured in two or more 
stages. 

[36 FR 7057, Apr. 14, 1971] 

§ 568.3   Definitions.
Completed vehicle means a vehicle 

that requires no further manufacturing 
operations to perform its intended func-
tion, other than the addition of readily 
attachable components, such as mirrors 
or tire and rim assemblies, or minor fin-
ishing operations such as painting. 

 Final-stage manufacturer means a 
person who performs such manufactur-
ing operations on an incomplete vehicle 
that it becomes a completed vehicle. 

Incomplete vehicle means an assem-
blage consisting, as a minimum, of 
frame and chassis structure, power train, 
steering system, suspension system, and 
braking system, to the extent that those 
systems are to be part of the completed 
vehicle, that requires further manufac-
turing operations, other than the addition 
of readily attachable components, such 
as mirrors or tire and rim assemblies, or 
minor finishing operations such as paint-
ing, to become a completed vehicle. 

Intermediate manufacturer means a 
person, other than the incomplete vehi-
cle manufacturer or the final-stage 
manufacturer, who performs manufac-
turing operations on an incomplete vehi-
cle. 

Incomplete vehicle manufacturer 
means a person who manufactures an 
incomplete vehicle by assembling com-
ponents none of which, taken separately, 
constitute an incomplete vehicle. 

[36 FR 7057, Apr. 14, 1971, as amended at 37 FR 
10938, June 1, 1972] 

§ 568.4   Requirements for incomplete
vehicle manufacturers. 

  (a) The incomplete vehicle manu-
facturer shall furnish with the incom-
plete vehicle, at or before the time of de-
livery, a document that contains the fol-
lowing statements, in the order shown, 
and any other information required by 
this chapter to be included therein. 

(1) Name and mailing address of the 
incomplete vehicle manufacturer. 

(2) Month and year during which 
the incomplete vehicle manufacturer 
performed his last manufacturing opera-
tion on the incomplete vehicle. 

(3) Identification of the incomplete 
vehicle(s) to which the document ap-
plies. The identification may be by serial 
number, groups of serial numbers, or 
otherwise, but it must be sufficient to 



ascertain positively that a document ap-
plies to a particular incomplete vehicle 
after the document has been removed 
from the vehicle. 

(4) Gross vehicle weight rating of 
the completed vehicle for which the in-
complete vehicle is intended. 

(5) Gross axle weight rating for each 
axle of the completed vehicle, listed and 
identified in order from front to rear 
(e.g., front, first intermediate, second in-
termediate, rear). The ratings for any 
consecutive axles having identical gross 
axle weight ratings when equipped with 
tires having the same tire size designa-
tion may, at the option of the incomplete 
vehicle manufacturer, be stated as a sin-
gle value, with the label indicating to 
which axles the ratings apply. 

EXAMPLE OF COMBINED RATINGS 

GAWR: (a) All axles—4080 with 7.00–15 
LT(D) tires. 

(b) Front—12,000 with 10.00–20(G) tires. 
First intermediate to rear—15,000 with 

12.00–20(H) tires. 

(6) Listing of the vehicle types as 
defined in §571.3 of this chapter (e.g., 
truck, MPV, bus, trailer) into which the 
incomplete vehicle may appropriately be 
manufactured. 

(7) Listing by number of each stan-
dard, in effect at the time of manufac-
ture of the incomplete vehicle, that ap-
plies to any of the vehicle types listed in 
this paragraph (a)(6) of this section, fol-
lowed in each case by one of the follow-
ing three types of statement, as applica-
ble: 
 (i) A statement that the vehicle 
when completed will conform to the 
standard if no alterations are made in 
identified components of the incomplete 
vehicle. 

Example:   107—This vehicle when com-
pleted will conform to Standard 107 (see 
§571.107 of this chapter), Reflecting Surfaces, if
no alterations are made in the windshield wiper 
components or in the reflecting surfaces in the in-
terior of the cab. 

(ii) A statement of specific condi-
tions of final manufacture under which 
the manufacturer specifies that the com-
pleted vehicle will conform to the stan-
dard. 

Example:   121—This vehicle when com-
pleted will conform to Standard 121, Airbrake 
Systems (see §571.121 of this chapter), if it does 
not exceed any of the gross axle weight ratings, if 
the center of gravity at GVWR is not higher than 
nine feet above the ground, and if no alterations 
are made in any brake system component. 

(iii) A statement that conformity 
with the standard is not substantially af-
fected by the design of the incomplete 
vehicle, and that the incomplete vehicle 
manufacturer makes no representation 
as to conformity with the standard. 

(b) The document shall be attached 
to the incomplete vehicle in such a man-
ner that it will not be inadvertently de-
tached, or alternatively, it may be sent 
directly to a final-stage manufacturer, 
intermediate manufacturer or purchaser 
for purposes other than resale to whom 
the incomplete vehicle is delivered. 

[36 FR 7057, Apr. 14, 1971, as amended at 42 FR 
31162, June 20, 1977; 42 FR 37371, July 21, 
1977; 42 FR 37816, July 25, 1977] 

§ 568.5   Requirements for intermedi-
ate manufacturers.   
(a) Each intermediate manufacturer 

of an incomplete vehicle shall furnish 
the document required by §568.4 in the 
manner specified in that section. If any 
of the changes in the vehicle made by 
the intermediate manufacturer affect the 
validity of the statements in the docu-
ment as provided to him he shall furnish 
an addendum to the document that con-
tains his name and mailing address and 
an indication of all changes that should 
be made in the document to reflect 
changes that he made in the vehicle. 

(b) Each intermediate manufacturer 
shall, in accordance with §567.5 of this 
chapter, affix a label to each chassis-cab 
respecting which he is required by para-



graph (a) above to furnish an addendum 
to the document required by §568.4. 
 
(Authority: Secs. 103, 108, 112, 114, 119, Pub. L. 
89–563, 80 Stat. 718 (15 U.S.C. 1392, 1397, 
1401, 1403, 1407); delegation of authority at 49 
CFR 1.50) 
 
[43 FR 9605, Mar. 9, 1978] 
 
§ 568.6   Requirements for final-stage 

manufacturers.   
(a) Each final-stage manufacturer 

shall complete the vehicle in such a 
manner that it conforms to the standards 
in effect on the date of manufacture of 
the incomplete vehicle, the date of final 
completion, or a date between those two 
dates. This requirement shall, however, 
be superseded by any conflicting provi-
sions of a standard that applies by its 
terms to vehicles manufactured in two 
or more stages. 

(b) Each final-stage manufacturer 
shall affix a label to the completed vehi-
cle in accordance with §567.5 of this 
chapter. 
 
[36 FR 7057, Apr. 14, 1971, as amended at 42 FR 
37817, July 25, 1977] 
 
§ 568.7   Requirements for manufac-

turers who assume legal responsi-
bility for the vehicle.   
(a) If an incomplete vehicle manu-

facturer assumes legal responsibility for 
all duties and liabilities imposed on 
manufacturers by the National Traffic 
and Motor Vehicle Safety Act (15 
U.S.C. 1381 through 1425) (hereafter 
referred to as the Act), with respect to 
the vehicle as finally manufactured, the 
requirements of §§568.4, 568.5 and 
568.6(b) do not apply to that vehicle. In 
such a case, the incomplete vehicle 
manufacturer shall ensure that a label is 
affixed to the final vehicle in conformity 
with §567.5(e) of this chapter. 

(b) If an intermediate manufacturer 
of a vehicle assumes legal responsibility 
for all duties and liabilities imposed on 
manufacturers by the Act, with respect 

to the vehicle as finally manufactured, 
§§568.5 and 568.6(b) do not apply to 
that vehicle. In such a case, the manu-
facturer assuming responsibility shall 
ensure that a label is affixed to the final 
vehicle in conformity with §567.5(f) of 
this chapter. The assumption of respon-
sibility by an intermediate manufacturer 
does not, however, change the require-
ments for incomplete vehicle manufac-
turers in §568.4. 
 
[36 FR 7057, Apr. 14, 1971, as amended at 42 FR 
37817, July 25, 1977] 
 
§ 568.8   Requirements for persons 

who alter certified vehicles. 
A person who alters a vehicle that 

has been previously certified in accor-
dance with §567.4 or §567.5, other than 
by the addition, substitution, or removal 
of readily attachable components such 
as mirrors or tire and rim assemblies, or 
minor finishing operations such as paint-
ing, or who alters a vehicle in such a 
manner that its stated weight ratings are 
no longer valid, before the first purchase 
of the vehicle in good faith for purposes 
other than resale, shall ascertain that the 
vehicle as altered conforms to the stan-
dards which are affected by the altera-
tion and are in effect on the original date 
of manufacture of the vehicle, the date 
of final completion, or a date between 
those two dates. That person shall cer-
tify the vehicle in accordance with 
§567.7 of this chapter. 
 
[45 FR 18929, Mar. 24, 1980]  
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Instructions for Simplified
Final-Stage Certification Labels

See page 2 for instructions

Introduction
Changes to Labels — 1998
In order to meet final-stage manufacturer
requests for a smaller label and still meet the
new dual metric/English information require-
ments, the NTEA separated the tire and rim
information from the previous certification
label and created two labels.

The National Highway Traffic Safety
Administration (NHTSA) regulations (Fed-
eral Motor Vehicle Safety Standard 120)
allow the tire size, rim size, inflation pressure
and configuration (SINGLE or DUAL Wheels)
to follow the Gross Axle Weight Ratings
(GAWR) on the certification label required
by Title 49 (Transportation) of the Code of
Federal Regulations (CFR) Part 567 (Certifi-
cation) OR on a separate “tire and rim”
information label.

Splitting the required information into two
labels allows final-stage manufacturers to
place the labels in locations where there is
adequate room. For example, if there is room
on the door latch post for the certification
label but not the tire and rim information
label, another location such as the rear edge
of the door that meets the door latch post can
be used for the tire and rim information label.
(See “Positioning and Applying the Labels”
under Step Three below for authorized label
placement locations.)

The basic information requirements remain
the same as in the past except that all values
need to be expressed in metric and English
units of measure.

Federal Requirements
The Simplified Final-Stage Certification
Label (white) is designed for use by final-stage
manufacturers to satisfy the statutory require-
ments for labeling contained in Title
49 of the United States Code, Chapter 301
(Motor Vehicle Safety) and the regulatory
requirements contained in 49 CFR Parts 567
(Certification) and 568 (Vehicles Manufac-
tured in Two or More Stages).

This label can be used with vehicles
completed on chassis-cabs, strip, cowl or cut-

away chassis. Chassis-cab as defined in Part 568,
means an incomplete vehicle, with a completed
occupant compartment that requires only the
addition of cargo-carrying, work-performing
or load-bearing components to perform its
intended function.

A “final-stage manufacturer” is defined in
49 CFR 568.3 of the NHTSA regulations as “a
person who performs such manufacturing
operations on an incomplete vehicle that it
becomes a completed vehicle.” The final-stage
manufacturer must certify the vehicle and
affix a certification label to each vehicle
completed.

For complete information concerning motor
vehicle certification regulations refer to 49 CFR
Parts 567 and 568. A book containing the certi-
fication requirements as well as all other NHTSA
standards (FMVSS) and regulations can be
purchased from the NTEA. Call 1-800-441-
NTEA (6832) for current pricing.

All NTEA certification labels have a self-
voiding feature that meets the requirements of
49 CFR 567.4. Once properly affixed, if there
is any attempt to remove the label the word
“void” will appear across the entire label. The
label is made of the highest-grade materials
available and is meant to last the useful life of
the vehicle under normal operating conditions.

Label Storage
The labels should be stored flat at room
temperature between 65 and 75 degrees Fahr-
enheit. Although the adhesive used is the best
available, we recommend that under normal
conditions the labels should be used within one
year from date of purchase for maximum
adhesion. Caution: Storage at high tempera-
tures will cause the adhesive to age prematurely.

Color:
White

WEBOL599



Instructions
Step One: Completing the Labels
Complete the labels by providing the following information in the English
language, lettered in block CAPITALS and numerals not less than 2.4
millimeters (3/32") high. This information can be found in the Incomplete
Vehicle Document provided by the chassis manufacturer pursuant to 49
CFR Part 568.

When using a typewriter, carbon ribbons work best. Cloth ribbons will
provide satisfactory results after a drying time of two
to three minutes.

MFD. BY: Fill in your company name in this space.

DATE OF MFR: Fill in the month and year (not the
day) in which the vehicle was completed. (e.g., July
1998 or 7/98).

INC. VEH. MFD. BY: Fill in the name of the
chassis-cab manufacturer.

DATE OF INC. VEH. MFR: Fill in the date given in
the incomplete vehicle label or document as month/
year of manufacture of the incomplete vehicle.

GVWR: Fill in the gross vehicle weight rating (GVWR)
for the vehicle in both kilograms and pounds. The fig-
ure should reflect the GVWR of the vehicle at the time
you have finished your manufacturing operations. If
you have not changed the vehicle’s GVWR you can
use the GVWR figure contained in the incomplete ve-
hicle document or on the incomplete vehicle
manufacturer’s certification label.

GAWR-FRONT, GAWR INTERMEDIATE (1),

GAWR INTERMEDIATE (2) & GAWR-REAR:

Fill in the gross axle weight rating (GAWR) for each
axle in both kilograms and pounds. These figures
should reflect the GAWR for each axle at the time you
have finished your manufacturing operations. If you
have not changed any of the axle ratings or tire and
rim sizes, you can use the corresponding data con-
tained in the incomplete vehicle document. The axles
are listed in order from front to rear. The ratings for any
consecutive axles having identical gross axle weight
ratings when equipped with tires having the same tire size designation
may, at the option of the final-stage manufacturer, be stated as a single
value. Tandem axle ratings can be combined. For example, on a truck
with a tandem set of drive axles with a GAWR of 17,000 lbs. each can be
entered as a GAWR REAR of 34,000 lbs. The same applies to pusher
and tag axles.

CONFORMITY DATE – MO/YR: Fill in the date of incomplete ve-
hicle manufacture, any date in between the date of incomplete vehicle
manufacture and the date you completed your work, or the date you com-
pleted your work. You will almost always want to use the date of incom-
plete vehicle manufacture in order to avoid being subject to recent changes
in the FMVSS.

VEHICLE IDENTIFICATION NUMBER: Fill in the 17-digit vehicle
identification number, which can be found in the incomplete vehicle docu-
ment, or on the chassis manufacturer’s certification label.

VEHICLE TYPE: Fill in the vehicle type as defined in 49 CFR 571.3
(i.e., truck , bus and multipurpose passenger vehicle).

SUITABLE TIRE-RIM CHOICE LABEL:

For the FRONT, INTERMEDIATE (1), INTERMEDIATE (2)  and REAR ax-
les, fill in the tire size, rim size, recommended cold tire pressure in both
kilopascals (KPA) and pound-force per square inch (PSI), and whether
single or dual tires per side.

After completing all of the above information, make a photocopy of
the labels to keep with the incomplete vehicle document.

Step Two: Applying the Protective Covers
After completing Step One, affix the clear Mylar covers
over the face of the labels. The protective covers are
the same sizes as the certification labels. To apply, peel
the backing from one edge (we suggest the top edge) of
a cover and carefully line up the top edges of the label
and cover. Carefully apply the adhesive side of the cover
to the face of the label starting at one edge. Peel the
backing from the cover while at the same time smoothly
applying the cover to the label in order to avoid wrinkles.
Use a pin and small squeegee to remove any air bubbles.

Step Three: Positioning and

Applying the Labels
Before removing the backing from the labels, test fit the
labels in the locations listed below. The use of two
labels allows final-stage manufacturers to place the
labels in locations where there is adequate room. For
example, if there is room on the door latch post for
the certification label but not the tire and rim informa-
tion label, another location such as the rear edge of
the door that meets the door latch post can be used
for the tire and rim information label. Do not obscure
or remove the incomplete vehicle manufacturer’s
label.

The labels (with the exception of trailer labels)
must be placed next to the driver’s side of the vehicle
at the following locations:
(a) hinge pillar
(b) door latch post or
(c) door edge that meets the door latch post.

If none of these positions is available, the label can
be placed on either the:
(a)  inward-facing surface of the driver’s door or

(b) left side of instrument panel.
The final-stage manufacturer may petition NHTSA for alternate

label locations if none of the above is practical. The location of the label
must be easily readable without moving any part of the vehicle except
an outer door.

The label must be applied to a clean (free of dirt, wax and grease),
dry, smooth surface. For maximum adhesion, the surface temperature
should be above 50 degrees Fahrenheit. The labels will adhere to a
smooth curved surface, but it must be clean and dry. We suggest using
a commercially available wax and grease remover on the area before label
application.

To apply, peel the backing from one edge (we suggest the top edge)
of the label and carefully line up in the designated location. Carefully
apply the adhesive side of the label to the surface starting at one edge.
Peel the backing from the label while at the same time smoothly apply-
ing the label in order to avoid wrinkles. Use a pin and small squeegee to
remove any air bubbles.

If you have any questions or need to order additional labels, call us at
1-800-441-NTEA (6832). Thank you for your business.

Simplified Final-Stage Certification

Labels (white)  page 2
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