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10‑1.28  MISCELLANEOUS CONCRETE CONSTRUCTION

Minor concrete (patterned) shall conform to the provisions in Section 73, "Concrete Curbs and Sidewalks," of the Standard Specifications and these special provisions.

2

Aggregate for minor concrete (patterned) shall conform to the grading specified for fine aggregate in Section 90‑3.03, "Fine Aggregate Grading," of the Standard Specifications. 

3

The color for the minor concrete (patterned) shall closely conform to Federal Standard Color #________.  Coloring shall be integral, chemically inert, fade resistant mineral oxide or synthetic type.  Stamped concrete release agent shall have a color conforming to ______________.
4.  Delete if samples are not available to be viewed.

Samples of the color specified are available for review by prospective bidders at the office of the Department of Transportation, Office of Landscape Architecture, _____________, _________________, California, 90012.  
5

Reinforcement, of the size and type shown on the plans and conforming to the provisions in Section 52, "Reinforcement," of the Standard Specifications, shall be placed in the minor concrete (patterned) areas as shown on the plans.

6

Aggregate base shall be Class 2 and shall conform to the provisions in Section 26, "Aggregate Bases," of the Standard Specifications.

7

Test Plot

A test plot of 610 m x 610 m, minimum shall be successfully completed at a location approved by the Engineer before beginning work on minor concrete (patterned).  The test plot shall demonstrate the stamped pattern, color coating and sealer/hardener, and shall be inspected by the Engineer for written approval.

8

In the event more than three test plots of minor concrete (patterned) are required by the Engineer, each additional test slab will be paid for as extra work as provided in Section 4‑1.03D of the Standard Specifications. 

9

Minor concrete (patterned) shall not be placed on the project prior to approval by the Engineer of the test plot.

10

When no longer required, the minor concrete (patterned) test plot shall become the property of the Contractor and be removed and disposed of in conformance with the provisions in Section 7‑1.13, "Disposal of Material Outside the Highway Right of Way," of the Standard Specifications.

11.  Use ONLY when NEITHER Clearing and Grubbing AND Roadside Clearing special provisions are not specified elsewhere and delete Paras 12 and 13.

SITE PREPARATION

Clearing

Areas to receive minor concrete (patterned) shall be cleared of trash and debris.  Vegetation shall be removed to the ground.  Cleared trash, debris and removed vegetation shall be disposed outside the highway right of way in conformance with Section 7‑1.13, "Disposal of Material Outside the Highway Right of Way," of the Standard Specifications.

12.  Use when Clearing and Grubbing IS specified in the project special provisions and INSERT (cut and paste) Para 11 into the Clearing and Grubbing special provision and delete Paras 11 and 13.

Prior to minor concrete (patterned) installation, the areas shall be cleared as specified under "Clearing and Grubbing" in these special provisions.

13.  Use when Roadside Clearing IS and Clearing and Grubbing IS NOT specified in the project special provisions and INSERT (cut and paste) Para 11 into Roadside Clearing and delete Paras 11 and 12.

Prior to minor concrete (patterned) installation, the areas shall be cleared as specified under "Roadside Clearing" in these special provisions.

Earthwork

14

Earthwork shall conform to the provisions in Section 19, "Earthwork," of the Standard Specifications and these special provisions.

15.  Show excavation depth on the plans.

After clearing, the areas to receive minor concrete (patterned) shall be excavated to the depth shown on the plans, graded to a smooth surface, compacted to not less than 90% relative compaction.  Where stamped asphalt is to be placed adjacent to curbs, dikes of other pavement the subgrade shall be graded so that after the surfacing is placed, the top of the surfacing will be flush with the top of the curb.
16.  Use when the project site has no problem with Aerially Deposited Lead and delete paragraph 17.

Surplus excavated material shall become the property of the Contractor and shall be disposed of outside the highway right of way in conformance with the provisions in Section 7‑1.13, "Disposal of Material Outside the Highway Right of Way," of the Standard Specifications.

17.  Use when SSP 07-330 "Material Containing Aerially Deposited Lead" is used and delete paragraph 16.

Attention is directed to "Material Containing Aerially Deposited Lead," of these special provisions regarding the handling and disposal of soil containing aerially deposited lead

APPLICATION

18

The respective pattern types and colors of concrete for minor concrete (patterned) shall be placed at the locations shown on the plans, struck off and compacted until a layer of mortar is brought to the surface.  The concrete shall be screeded to the required grade and cross section and floated to a uniform surface.

19

The forming tools for the minor concrete (patterned) shall be applied to form the patterned surfaces while the concrete is still in the plastic stage of set.

20

Minor concrete (patterned) areas shall be cured by the curing compound method.  The curing compound shall be curing compound (6) conforming to the provisions in Section 90‑7.01B, "Curing Compound Method," of the Standard Specifications.

21.  Delete or edit to fit project.
Where minor concrete (patterned) is to be placed, the outline of the area to receive the concrete shall be cut on a neat line and parallel to the existing edge of pavement (where applicable) with a power-driven saw.

22
MEASUREMENT

For payment purposes, the area in square meters of minor concrete minor concrete (patterned) will be determined from horizontal measurements of the finished minor concrete (patterned).

23.  Edit as required for the work involved.

PAYMENT

The contract price paid per square meter for minor concrete (patterned) shall include full compensation for furnishing all labor, materials (including reinforcement, where required, and aggregate base), tools, equipment, and incidentals, and for doing all the work involved in constructing minor concrete (patterned), complete in place (including saw cutting), as shown on the plans, as specified in the Standard Specifications and these special provisions, and as directed by the Engineer.


