
Process for Consultant-Completed Projects 

Consultants can complete the required risk assessment by following the process 
described in the chart below: 
1. 	 An Acrobat document is now posted on OPD's website to allow consultants to 

transmit their project risk criteria to ODOT so appropriate ODOT staff can enter 
consultant data into the tool and calculate insurance requirements. The file can be 
downloaded from this location: 
http://www.oregon.gov/ODOT/HWY/OPD/PoliciesGuides.shtmi#PDWP Risk Assess 
ment Tools 

2. 	 Use this procedure for identifying and calculating risk on CPM-managed or Local 
Agency Liaison-managed (outsourced) projects: 

Step Who initiates \Vbat Action 	 Comments 

1. Consultant designer Complete PDF form: "PDWP Risk Save copy of PDF 
Assessment Questions." 	 document; in PDF file 

if possible, hard copy 
otherwise 

2. 	 Consultant designer Send completed form (PDWP Risk Send by email, fax or 
Assessment Questions) to the project's hard copy. 
ODOT CPM or LAL 

3. 	 ODOT Consultant Verity consultant data and enter into 

Project Manager (CPM) automated "PDWP Risk Assessment 

or Local Agency Liaison Questions" form. 

(LAL) 


4. ODOT CPM or LAL 	 Select "calculate risk" on automated fonn. 

5. ODOT CPM or LAL 	 Print results of the assessment. 

6. 	 ODOT CPM or LAL Send assessment results to specifications 

writer. 


7. 	 Specifications writer Incorporate risk assessment results into Submit to Office of 

special provisions. Include copy of Pre-Letting 

assessment results with PS&E package 


8. 	 ODOT CPM or LAL Send "Project Risk Assessment Summary" 

to consultant or agency representative 


http://www.oregon.gov/ODOT/HWY/OPD/PoliciesGuides.shtmi#PDWP


PDWP Risk Assessment Questions 

Project Name: 


Key Number: ] 

Completed By: 


Date: 


Jiis1<. A~~~~§m~rltJ~f~r[l~tiPJJ 
1. 	Number of intersections within project limits: 

2. Average Daily Travel (ADT): 

3. Functional Classification: 	 I<-Select-> 

4. 	Posted Speed (MPH): 

5. 	Number of Workzone Restrictions: 

6. 	Number of Top Ten Percent Safety Priority 

Index System (SPIS) locations: 


7. Bike/Pedestrian traffic in Workzone: 

8. Project Length (Miles): 

9. 	Primary Adjacent Property Type: I<-Select-> 

10. Asbestos remediation required: 	 INo 

11. Lead remediation required: 	 INo 

12. Excavation of known HAZMAT site or UST: fNo 

13. Water present: 

14. Threatened and Endangered species 

present: 


15. Active water supply wells impacted: 

16. Wetland or riparian area: 


[ Reset Form J 


Please Return Completed Form to the assigned ODOT Project Contact 

FORM 734·2610 (6·05) 
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A score that is < 25 No Coverage Needed 

A score that is 25 - 49 $1M per Occur.- $2M Aggr. 

A score that is 50 - 75 $2M per Occur.- $5M Aggr. 
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PO - 15 Definitions 

property type 

H<>7111l<>t sites, USTs or lead paint, 


