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STATE OF CALIFORNIA • DEPARTMENT OF TRANSPORTATION
CEM-3511 (NEW 3/2008)
CONTRACTOR JOB MIX FORMULA PROPOSAL
SUBMITTED BY CONTRACTOR (PRINT NAME AND SIGN)
Remainder of this page is for the resident engineer's use - proceed to page 2
Qualified HMA Plant?
Approved Asphalt Binder Supplier?
Job Mix Formula (JMF) submittal
Yes
No
(Plants must be qualified under Caltrans MPQP before production.)
No
Yes
(Reference: Asphalt Binder Lab Certificate of Compliance Program)
CEM-3512 attached with contractor hot mix asphalt design data
CEM-3513 attached, if applicable, with JMF verification
Material Safety Data Sheets (MSDS) submitted
Supplemental fines (except fines from dust collectors)
Antistrip
Asphalt binder
Asphalt rubber binder
Asphalt modifier
Scrap tire CRM
High natural CRM
Materials Samples
Samples taken under CT 125 in the engineer's presence?
No
Yes
Aggregate and supplemental fines
Reclaimed asphalt pavement (RAP)
Antistrip
Asphalt binder and asphalt rubber binder
JMF Submittal Complete
Yes
Date complete submittal received
RESIDENT ENGINEER'S ACCEPTANCE
JMF complies with the specifications?
Yes
JMF verified within 12 months before production (CEM-3513 required)?
JMF accepted for use on contract number noted above?
Accepted by (print name and sign)
Rejected by (print name and sign)
Page 1 of 2
No
No
Yes
No
Yes
Samples requested by the engineer?
No
Yes
No
CEM-3511 (NEW 3/2008)
CONTRACTOR JOB MIX FORMULA PROPOSAL (continued)
Page 2 of 2
JOB MIX FORMULA
Sieve Size
Job Mix Formula Target Value
Project Specification Limits (TV   Tolerance)
% Passing
2"
No. 200
No. 100
No. 50
No. 30
No. 16
No. 8
No. 4
⅜"
½"
¾"
1½"
For individuals with sensory disabilities, this document is available in alternate formats.  For information call (916) 654-6410 or TDD (916) 654-3880 or write Records and Forms Management, 1120 N Street, MS-89, Sacramento, CA 95814. 
ADA Notice
RAP
percentage
Antistrip
percentage
Asphalt
binder
percentage
Percentage by dry weight of aggregate (15.0% maximum).  Not allowed in RHMA-G and OGFC.
Liquid antistrip must be between 0.5 and 1.0 percent by weight of asphalt binder.
Combined lime ratio must be between 0.8 and 1.5 by weight of dry aggregate (may be reduced to 0.5 to 1.0 for OGFC).
Percentage by dry weight of aggregate (7.0% minimum for RHMA-G).
The engineer determines the optimum binder content for OGFC.
1
2, 3
4, 5
1
2
3
4
5
The information provided in this form must be in accordance with Section 39, "Hot Mix Asphalt," of the Standard Specifications, and the California Test Method indicated.  For information concerning this form, contact the METS Office of Flexible Pavement Materials at (916) 227-7322.
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