
DEPARTMENT OF TRANSPORTATION 
P.C.C. PLANT INSPECTION 
DH-OS C54 (REV. 2/74) 

INSPECTED BY:
 

DATE
 

P L A N T :  

NAME 

MAKE & NO. BATCH CAPACITY MAX. DAILY CAP. 

M A T E R I A L :  C E M E N T  AGGREGATE WATER 

SOURCE 

SCALES:  

TYPE: MULTIPLE BEAM. SPRINGLESS DIAL. DATE LAST TESTED 

CEMENT: WEIGHED IN SEPARATE HOPPER. WEIGHED ON SEPARATE SCALE. 

CALIBRATION: MANUAL DIAL ZEROEDAUTOMATIC 

C E M E N T :  

STATE SPECS. CEMENT KEPT SEPARATE YES NO. TYPE OF FEED
 

SUITABLE FACILITIES FOR SAMPLING
 AT WEIGH HOPPER AT FEED LINE 

AGGREGATES:  

BRIEF DESCRIPTION OF HANDLING METHOD 

BRIEF DESCRIPTION OF BATCHING METHODS 

SANDSIZES: 1 x 4  

SEGRATION: INTERMINGLING: DUST PROTECTION:
 

MOISTURE METER IN SAND
 YES NO ACCURACY LAST TESTED 

W A T E R :  

DATE METER LAST TESTED DIAL ZEROED YES NO
 

CALIBRATION: OVERFLOW LEAKAGE AMOUNT
 

G E N E R A L :  

NEAREST PLATFORM SCALE 

QUALITY OF HOUSEKEEPING AND MAINTENANCE 

DISPENSER FOR ADMIXTURES NO DISPENSER CALIBRATEDYES YES NO 

MIXING: TYPE CAPACITY 

DELIVERY: NUMBER TYPE OF TRUCKS 

REMARKS: 

FILE CATEGORY 4 3 . 1  


