
        

   

CLASS PCC UNIFORMITY TEST BY WEIGHT 

POUR NO. TRUCK NO. 

DATE TESTED BY 

TEST NO. 

APPROXIMATE TEST METHOD (WA) REFEREE TEST METHOD (W) 

1ST OF LOAD 4TH OF LOAD 

a. ASSUMED UNIT WEIGHT OF CONCRETE 

u. UNIT WEIGHT OF FRESH CONCRETE AS DETERMINED BY 
CALIFORNIA TEST 518. 

lb./cu.ft. 

lb./cu.ft. 

b. TOTAL WEIGHT OF CONCRETE TO BE WET SIEVED (75 lb). 

d WEIGHT Of SAMPLE OF CONCRETE PLACED 
IN CU. FT. MEASURE. lb. 

c. WEIGHT OF COARSE AGGREGATE RETAINED ON NO. 4 
SIEVE DETERMINED BY TEST OF 75# SAMPLE 

e. WEIGHT Of SSD AGGREGATE RETAINED ON NO. 4 
SIEVE DETERMINED BY TEST OF SAMPLE FROM 

CU. FT. MEASURE. 

lb. 

lb. 

APPROX. LBS. COARSE AGGREGATE 
PER CU. FT. OF CONCRETE 

OR 
SSD LBS. COARSE AGGREGATE 
PER CU. FT. OF CONCRETE 

SPEC. LIMITS: 
Maximum variation not to exceed 6 Ibs/cu. ft.
between 2 tests from the same batch Section 90-6.01 
standard specifications. 

REMARKS 
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