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“Provide a safe, sustainable, integrated and efficient transportation system 
to enhance California’s economy and livability” 

California Vehicle Code Division 15 establishes weight limits for vehicles on highways that resident 
engineers must enforce by not allowing anything over the limits on structures unless the contractor has 
been provided written authorization. The authorization may be from the resident engineer, or have 
already been provided by a permit issued by the Transportation Permit Office. Immediately stop work 
on the related portion of the contract if the contractor refuses to comply with the weight limit 
specification on structures.   

Background 

MTVs are being specified more frequently since Standard Specifications Section 39, “Hot Mix 
Asphalt,” was revised in April 2014 to require the use of MTVs on projects placing rubberized hot mix 
asphalt, open-graded friction courses, and bonded-wearing courses. The most commonly used MTVs 
have axle loadings double the legal limit when empty, and triple the legal limit when loaded. MTVs 
typically exceed the legal weight limit established by California Vehicle Code, Division 15, “Size, 
Weight, and Load.” 

Prior to this change, MTVs were only specified on bonded-wearing course projects. Existing guidelines 
regarding load limits are described in Construction Manual Sections 3-519B, “Load Limits”; and 5-003, 
“Preconstruction Conferences With the Contractor.” 

If you have questions regarding this bulletin, please contact Pete Spector, Division of Construction, at 
pete.spector@dot.ca.gov or (916) 227-7306. 
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