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1 per sublot
STATE OF CALIFORNIA • DEPARTMENT OF TRANSPORTATION
CEM-3803 (NEW 04/2009)
DAILY SUMMARY OF QUALITY CONTROL TESTING
This form must be submitted with all daily testing reports. Circle all test results that are
not within the Action Limits. Use additional sheets as necessary.
Quality Characteristic
Test Method
Testing Frequency
Test Result
Sublot
Number
Asphalt binder content (%)
CT 379
CT 382
1 per sublot
Test Result
Sublot
Number
Test Result
Sublot
Number
Aggregate gradation
(% passing, report to tenth)
CT 202
Sieve Size
% Passing
2"
1 1/2"
1"
3/4"
1/2"
3/8"
No. 4
No. 8
No. 16
No. 30
No. 50
No. 100
No. 200
Density
Sand Equivalent
Aggregate Moisture Content
HMA Moisture Content (%)
Stabilometer value
Modified Stabilometer value
CT 366
CT 366
CT 370
CT 266 or 370
CT 217
QC Plan
1 per 4000 tons (2 per 5 days)
1 per 4000 tons (2 per 5 days)
1 per 2500 tons (1 per day)
2 per production day
1 per sublot
1 per sublot
or
Test Result
Sublot
Number
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STATE OF CALIFORNIA • DEPARTMENT OF TRANSPORTATION
CEM-3803 (NEW 04/2009)
DAILY SUMMARY OF QUALITY CONTROL TESTING
Quality Characteristic
Test Method
Testing Frequency
Los AngelesRattler, Loss at 500
Rev. (%)
1 per project
CT 205
CT 367
Dust proportion
LP-3
1 per project
1 per project
LP-4
1 per project
Voids filled with asphalt (%)
Voids in mineral aggregate (%)
LP-2
Air Voids Content (%)
Flat and elongated particles 
(% by mass 5:1)
ASTM D 4791
Flat and elongated particles 
(% by mass 3:1)
ASTM D 4791
Fine aggregate angularity (%)
AASHTO T 304
(Method A)
1 per project
1 per project
1 per project
1 per project
Crushed particles, fine aggregate (%)
One fractured face
1 per project
Crushed particles, course aggregate 
(%) Two fractured faces
Crushed particles, course aggregate
(%) One fractured face
CT 205
CT 205
1 per project
1 per project
CT 211
When the special provisions require additional quality control testing, use the blank lines above to record quality characteristics test methods, testing frequencies, and test results.
For individuals with sensory disabilities, this document is available in alternate formats.  For information call (916) 654-6410 or TDD (916) 654-3880 or write Records and Forms Management, 1120 N Street, MS-89, Sacramento, CA 95814. 
ADA Notice
Test Result
Sublot
Numbers
Test Result
Sublot
Numbers
Test Result
Sublot
Numbers
Test Result
Sublot
Numbers
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