Concrete Waste Management

NOTES:
1. Actual layout determined in the field.
2. The concrete washout sign (see page 6) shall be installed within 10 m of the temporary concrete washout facility.
Concrete Waste Management

PLAN
NOT TO SCALE

TYPE "ABOVE GRADE" WITH STRAW BALES

NOTES:
1. ACTUAL LAYOUT DETERMINED IN THE FIELD.
2. THE CONCRETE WASHOUT SIGN (SEE FIG. 4–15) SHALL BE INSTALLED WITHIN 10 m OF THE TEMPORARY CONCRETE WASHOUT FACILITY.

CALTRANS/FG24–14.0WG SAC B–14–02

CONCRETE WASHOUT
SIGN DETAIL
(OR EQUIVALENT)

PLYWOOD
1200 mm x 610 mm
PAINTED WHITE
BLACK LETTERS
150 mm HEIGHT
LAG SCREWS
(12.5 mm)
WOOD POST
(89 mm x 89 mm x 2.4 m)

STAKE
(TYP.)

3m MINIMUM

10 mil PLASTIC LINING

STRAW BALE
(TYP.)

STAPLES
(2 PER BALE)

BINDING WIRE

WOOD OR METAL
STAKES (2 PER BALE)

NATIVE MATERIAL
(OPTIONAL)

SECTION B–B'
NOT TO SCALE