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Attachment G

Program for Maintenance, Inspection, and Repair of Construction Site BMPs

INSTRUCTIONS

· Use this form as an outline for the maintenance, inspection and repair program described in SWPPP Section 500.5.

· Certain projects may require increased inspection frequencies.  Refer to the project Special Provisions for additional requirements.

The contractor shall use the following guidelines for maintenance, inspection, and repair 
of BMPs identified in the SWPPP/WPCP

BEST MANAGEMENT PRACTICES (BMPs)
INSPECTION FREQUENCY

(all controls)
MAINTENANCE/REPAIR PROGRAM

TEMPORARY SOIL STABILIZATION BMPs

SS-2
Preservation of Existing Vegetation
Bi-weekly
· Inspect protective fencing and repair or replace as necessary

· Repair or replace damaged vegetation per SS-1 working detail

· Repair damaged roots or compacted soils in the root zone

SS-3
Hydraulic Mulch

SS-7
Plastic Covers
Bi-weekly

Prior to forecast storm

After a rain event that causes runoff from the construction site

At 24-hour intervals during extended rain events
· Maintain continuous mulch cover over area to be protected.  Re-spray hydraulic mulch as necessary.

· As soon as weather and soil conditions permit, repair any slope damage and re-spray damaged or exposed areas

· Replace and dispose torn or missing sections of plastic covers.  Replace or supplement anchors as necessary to keep covers in place.

TEMPORARY SEDIMENT CONTROL BMPs

SC-1
Silt Fence

SC-4
Check Dam

SC-8
Sandbag Barrier

SC-10
Storm Drain Inlet Protection


Bi-weekly

Prior to forecast storm

After a rain event that causes runoff from the construction site

At 24-hour intervals during extended rain events
· Remove, dispose, and replace damaged, deteriorated, or otherwise unsuitable BMPs

· Repair any slope damage as soon as weather conditions permit.

· Replace torn sand bags as required.

· Replace torn sections of silt fences.  Re-key bottom of fences as needed.

· Remove retained sediments before they reach 1/3 of the barrier height or ½ of the sediment holding capacity

· Clean and dispose of accumulated sediment deposited in sediment traps around drainage inlets; re-secure silt fence as needed

· Remove BMPs when no longer needed, as directed by the Engineer.  Repair slopes/surfaces damaged by BMP removal

SC-7
Street Sweeping and Vacuuming
Daily
· Inspect site access points daily

· Sweep tracked sediment

SC-2
Desilting Basins
Bi-weekly

Prior to forecast storm

After a rain event that causes runoff from the construction site

At 24-hour intervals during extended rain events
· Remove sediment as necessary.

· Pump and discharge accumulated water.

· Check outlet structure and spillway for any damage or obstructions.  Repair damage and remove obstructions as needed.

· Check outlet area for erosion and stabilize, if required.

· Remove sediments when storage zone is one-third full.

· Examine basin banks for seepage and structural soundness.

WIND EROSION CONTROL BMPs

WE-1
Wind Erosion Control
Daily
· Maintain water trucks and water distribution equipment in good order and fix leaks immediately

TRACKING CONTROL BMPs

TC-1
Stabilized Construction Entrance/Exit
Weekly

Prior to forecast storm

After a rain event that causes runoff from the construction site

At 24-hour intervals during extended rain events
· Replace gravel as necessary.

· Remove excessive soil accumulation.

· Sweep surrounding areas.

NON-STORM WATER MANAGEMENT BMPs

NS-6
Illicit Connection/Illegal Discharge Detection and Reporting

NS-8
Vehicle and Equipment Cleaning

NS-9
Vehicle and Equipment Fueling

NS-10
Vehicle and Equipment Maintenance


Weekly
· Inspect site during project execution for evidence of illicit discharges or illegal dumping.

· Observe site perimeter for evidence or potential of illicitly discharged or illegally dumped material which may enter the job site.

· Notify the Resident Engineer of any illicit discharges or illegal dumping incidents at the time of discovery.

· Remove, dispose and replace damaged, deteriorated, or otherwise unsuitable BMPs

· Remove vehicles and/or equipment that leak.

· Replace drip pans or absorbent materials as needed.  Re-stock spill materials.

· Remove BMPs when no longer needed, as directed by the Engineer.  Repair slopes/surfaces damaged by BMP removal

WASTE MANAGEMENT AND MATERIALS POLLUTION CONTROL BMPs

WM-1
Material Delivery and Storage

WM-2
Material Use

WM-4
Spill Prevention and Control

WM-5
Solid Waste Management

WM-9
Sanitary/Septic Waste Management
Weekly

Prior to forecast storm

After a rain event that causes runoff from the construction site

At 24-hour intervals during extended rain events
· Keep storage areas clean, well organized, and equipped with ample clean-up supplies as appropriate for the materials stored

· Repair or replace perimeter controls, containment structures, covers and liners as needed to maintain proper function and protection

· Properly remove and dispose accumulated rainwater from containment facilities

· Cover any stockpiles with appropriate mats or covers.

· Maintain waste fluid containers in leak proof condition.  Repair or replace dumpsters that leak

· Provide timely service and removal to prevent dumpsters and sanitary facilities from overflowing.

· Schedule Refuse Contractor to pick up waste containers weekly.

WM-8
Concrete Waste Management
Weekly
· Remove accumulated debris from concrete washouts.  Replace lining and sand bags as necessary
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