Storm Water Pollution Prevention Plan (SWPPP)
Start Here…Triple Click here to insert Project Name-then TAB to next field
Contract No. INSERT CALTRANS CONTRACT NUMBER-THEN TAB TO NEXT FIELD.

INSTRUCTIONS

· The title page shall have the following information:

· Title: “Storm Water Pollution Prevention Plan”

· Construction Project Name

· Caltrans Contract Number

· Identification of Lead Agency (Caltrans or Local Agency)

· Contractor’s Name, Address, Telephone Number and Contact Person

· Job Site Address and Telephone Number, if Any

· Name of Contractor’s Water Pollution Control Manager (WPCM).  This person shall be responsible for SWPPP implementation, inspection and repairs.

· Name of the company that prepared the SWPPP (if it was prepared by an outside consultant), including name and title of preparer

· SWPPP Preparation Date

· A template title page is provided below.

REQUIRED TEXT:
STORM WATER POLLUTION PREVENTION PLAN

for

Start Here…Triple Click here to insert Project Name-then TAB to next field
Insert Caltrans Contract Number-then TAB to next field.
Prepared for:

Insert Name of Lead Agency-then TAB.
Insert Address 1 and press ENTER to insert Address 2 or TAB to next field.
Insert City, State, ZIP-then TAB.
Insert Resident Engineer’s Name-then TAB.
Insert R.E.'s Telephone Number-then TAB.
Submitted by:

Insert Contractor's Company Name-then TAB.
Insert Address 1 then press ENTER to insert Address 2 or TAB to next field.
Insert City, State, ZIP-then TAB.
Insert Telephone-then TAB.
Insert Owner/Representative's Name-then TAB.
Project Site Address

Insert job site address if any.  Press the DELETE key if not and TAB to next field.
Insert job site telephone number, if any.  Press the DELETE key if not and TAB to next field.
Contractor’s Water Pollution Control Manager

Insert WPCM's Name-then TAB.
Insert Telephone Number(s)-then TAB.
SWPPP Prepared by:

Insert Company Name-then TAB.
Insert Address-then TAB.
Insert City, State, ZIP-then TAB.
Insert Telephone-then TAB
Insert Name and Title of Preparer-then TAB.
SWPPP Preparation Date

Insert Date
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INSTRUCTIONS

· Include the numbers and names for each section of the SWPPP, from Section 100 to Section 600.  List the first page number of each subsection.

· Include a Tab for each major section of the SWPPP and for each of the attachments.

REQUIRED TEXT:
SWPPP Attachments

Attachment A
Vicinity Map

Attachment B
Water Pollution Control Drawings

Attachment C
BMP Consideration Checklist

Attachment D
Computation Sheet for Determining Runoff Coefficients

Attachment E
Calculations for Storm Water Run-on

Attachment F
Notification of Construction (NOC)

Attachment G
Program for Maintenance, Inspection, and Repair of Construction Site BMPs

Attachment H
Storm Water Quality Construction Site Inspection Checklist

Attachment I
Trained Contractor Personnel Log

Attachment J
Subcontractor Notification Letter and Log

Attachment K
Notice of Discharge, Written Notice or Order

Attachment L
SWPPP and Monitoring Program Checklist

Attachment M
Annual Certification of Compliance Form

Attachment N
Other Plans/Permits

Attachment O
Notice of Completion of Construction

Section 100 
SWPPP Certifications and Approval

100.1 Initial SWPPP Certification

INSTRUCTIONS:

· Include a Separator and Tab for Section 100 for ready reference.

· The contractor, authorized and required by the Special Provisions to prepare and implement the SWPPP, shall sign and certify the SWPPP in conformance with Section C, Provision 9 of the General Construction Permit (CAS000002, Order No. 99-08-DWQ) and Section M, Provision 10 of the Caltrans Permit (CAS000003, Order No. 99-06-DWQ).

· The SWPPP shall be submitted to the Resident Engineer (RE) for review and approval.

· Fill in the project name and the contract number at the top of the form.

· Certification shall be signed and dated by Contractor’s staff; specifically, the person responsible for overall management of the site, such as a corporate officer or person assigned the responsibility by a corporate officer, according to corporate procedures. 

· Fill in the name, title and telephone number of the person signing the certification.

· Use the SWPPP checklist in Attachment L to ensure that all permit requirements have been addressed.

· The Notification of Construction (NOC) is to be attached in Attachment F.  The completed form will be provided by Caltrans.

REQUIRED TEXT:
 To be completed by Contractor

Project Name:
Start Here…Triple Click here to insert Project Name-then TAB to next field



Caltrans Contract Number:
INSERT CALTRANS CONTRACT NUMBER-THEN TAB TO NEXT FIELD.


"I certify under a penalty of law that this document and all attachments were prepared under my direction or supervision in accordance with a system designed to ensure that qualified personnel properly gather and evaluate the information submitted.  Based on my inquiry of the person or persons who manage the system or those persons directly responsible for gathering the information, to the best of my knowledge and belief, the information submitted is true, accurate, and complete. I am aware that there are significant penalties for submitting false information, including the possibility of fine and imprisonment for knowing violations."





Contractor’s Signature

Date

     

     

Contractor’s Name and Title

Telephone Number

100.2
SWPPP Approval
INSTRUCTIONS:

· The Resident Engineer is the authorized representative of the Department for approving, signing, and certifying  the SWPPP; in conformance with Section H, Provision 8.b.; and Section M, Provision 10 of the Caltrans Permit (CAS000003, Order No. 99-06-DWQ).

· The Resident Engineer (RE) shall sign and date the approval certification.

· Print the RE’s name and telephone number.
REQUIRED TEXT:
For Caltrans Use Only

Resident Engineer’s Approval and

Caltrans Certification of the 

Storm Water Pollution Prevention Plan

"I certify under a penalty of law that this document and all attachments were prepared under my direction or supervision in accordance with a system designed to ensure that qualified personnel properly gather and evaluate the information submitted.  Based on my inquiry of the person or persons who manage the system or those persons directly responsible for gathering the information, to the best of my knowledge and belief, the information submitted is true, accurate, and complete.  I am aware that there are significant penalties for submitting false information, including the possibility of fine and imprisonment for knowing violations."





RE’s Signature

Date

     

     

RE’s Name

RE’s Telephone Number

100.3
Annual Compliance Certification

INSTRUCTIONS:

· Qualified assigned personnel listed by name and contact number in the SWPPP shall certify annually that construction activities comply with the requirements of the Permit and the SWPPP.  This Certification is based upon the site inspections required in Section 600.
· The annual certification shall be completed by the contractor before June 15 of each year and submitted to the RE for approval.  Forms for the Annual Certification of Compliance and RE Approval of the Annual Certification are provided in Appendix A, Attachment M of the Caltrans Storm Water Quality Handbooks – Storm Water Pollution Prevention Plan (SWPPP) and Water Pollution Control Program (WPCP) Preparation Manual.
· A blank copy of the Annual Certification of Compliance and RE Approval forms shall be included in the SWPPP as Attachment M.
· Completed and signed Annual Compliance Certifications and RE Approvals shall be included in this section of the SWPPP following the required text, below.

· Do not complete the Annual Certification during the initial SWPPP approval.  Annual certifications are completed by June 15th each year.  For those projects that start construction on or after June 15th, an Annual Certification will not be required until the following June 15th.
REQUIRED TEXT:

By June 15 of each year, the contractor shall submit an Annual Certification of Compliance to the Resident Engineer (RE) stating compliance with the terms and conditions of the Permits and the SWPPP.  The Annual Certification of Compliance Form and RE Approval Form are included in Attachment M.  Completed Annual Certifications of Compliance and Approvals can be found in the following pages.

Section 200 
SWPPP Amendments

200.1
SWPPP Amendment Certification and Approval

INSTRUCTIONS:

· Include a Separator and Tab for Section 200 for ready reference.

· When changes in the approved SWPPP are required, the contractor shall prepare and certify an amendment and submit it to the RE for review and approval.

· The SWPPP shall be amended:

· Whenever there is a change in construction or operations which may affect the discharge of pollutants to surface waters, groundwater(s), or a municipal separate storm sewer system (MS4); or

· If any condition of the Permits is violated or the general objective of reducing or eliminating pollutants in storm water discharges has not been achieved.  If the RWQCB determines that a Permit violation has occurred, the SWPPP shall be amended and implemented within 14-calendar days after notification by the RWQCB;

· Annually, prior to the defined rainy season, when required by the project’s Special Provisions; and

· When deemed necessary by the RE.

· All SWPPP amendments shall be transmitted in letter format and shall include revised WPCD sheets, as appropriate.

· All amendments shall be recorded in the SWPPP amendment log that is located in Section 200.2 of the SWPPP.

· Approved amendments will be inserted into the Contractor’s on-site SWPPP.  Contractor Certifications and RE Approvals for all amendments shall be inserted into this section.

· The following items shall be included in each amendment:

· Discuss who requested the amendment.

· Describe the location of proposed change.

· Describe reason for change.

· Describe the original BMP proposed, if any.

· Describe the new BMP proposed.

· Describe any existing implemented BMP(s)

· This SWPPP certification and approval form shall be used as a cover sheet for each amendment.

· Fill-in the Project name and Caltrans contract number.

· The Contractor shall sign and date the certification form.

· The RE shall sign and date the certification approval form.

· Print the names and telephone numbers.
EXAMPLE:

The Regional Water Quality Board has requested the following Amendment:

The concrete washout is to be relocated away from the drainage inlet at Miller Ave.  It is now located on the northeast section of the construction site, see revised map.  This change will prevent concrete washout water from entering the drainage inlet.

REQUIRED TEXT: 

This SWPPP shall be amended:

· Whenever there is a change in construction or operations which may affect the discharge of pollutants to surface waters, groundwater(s), or a municipal separate storm sewer system (MS4); or

· If any condition of the Permits is violated or the general objective of reducing or eliminating pollutants in storm water discharges has not been achieved.  If the RWQCB determines that a Permit violation has occurred, the SWPPP shall be amended and implemented within 14-calendar days after notification by the RWQCB;

· Annually, prior to the defined rainy season, when required by the project’s Special Provisions; and

· When deemed necessary by the RE.

The amendments for this SWPPP, along with the Contractor’s Certification and the RE’s approval, can be found in the following pages.  Amendments are listed in the Amendment Log in section 200.2

INSERT ADDITIONAL RESPONSIBILITIES AND/OR NAMES HERE OR DELETE THIS LINE
SWPPP Amendment No.

Project Name:
Start Here…Triple Click here to insert Project Name-then TAB to next field



Caltrans Contract Number:
Insert Caltrans Contract Number-then TAB to next field.

To Be Completed by Contractor

"I certify under a penalty of law that this document and all attachments were prepared under my direction or supervision in accordance with a system designed to ensure that qualified personnel properly gather and evaluate the information submitted.  Based on my inquiry of the person or persons who manage the system or those persons directly responsible for gathering the information, to the best of my knowledge and belief, the information submitted is true, accurate, and complete.  I am aware that there are significant penalties for submitting false information, including the possibility of fine and imprisonment for knowing violations."





Contractor’s Signature

Date

     

     

Contractor’s Name and Title

Telephone Number

For Caltrans Use Only

Resident Engineer’s Approval and

Caltrans Certification of the

Storm Water Pollution Prevention Plan Amendment

"I certify under a penalty of law that this document and all attachments were prepared under my direction or supervision in accordance with a system designed to ensure that qualified personnel properly gather and evaluate the information submitted.  Based on my inquiry of the person or persons who manage the system or those persons directly responsible for gathering the information, to the best of my knowledge and belief, the information submitted is true, accurate, and complete.  I am aware that there are significant penalties for submitting false information, including the possibility of fine and imprisonment for knowing violations."





RE’s Signature

Date

     

     

RE’s Name

RE’s Telephone Number

200.2
Amendment Log
INSTRUCTIONS:

SWPPP amendment(s) prepared and approved as discussed in Section 200.1 shall be documented in the Amendment Log, which shall be kept in Section 200 of the SWPPP, immediately following the Certification and Approval forms.

· All amendments shall be dated, directly attached to the SWPPP, and listed in the Amendment Log.

· Enter the project name, and Caltrans contract number at the top of the form.

· Enter the Amendment number, Date, Brief Description, and Name of Person Who Prepared the Amendment in the table.

EXAMPLE:


Amendment 





No.


Date

Brief Description of Amendment

Prepared By


001


Dec 10, 2000
Grading schedule changed to begin 

John Doe,







on Feb 10, 2001, and will include 

Superintendent






additional 2 acres.  Amended plans 







attached to SWPPP.
REQUIRED TEXT:

Project Name:
Start Here…Triple Click here to insert Project Name-then TAB to next field



Caltrans Contract Number:
Insert Caltrans Contract Number-then TAB to next field.

Amendment No.
Date
Brief Description of Amendment
Prepared By

     
     
     
     

     
     
     
     

     
     
     
     

     
     
     
     

     
     
     
     

     
     
     
     

     
     
     
     

     
     
     
     

     
     
     
     

     
     
     
     

     
     
     
     

     
     
     
     

     
     
     
     

     
     
     
     

     
     
     
     

Section 300 
Introduction and Project Description

300.1
Introduction and Project Description

INSTRUCTIONS:

· Include a Separator and Tab for Section 300 for ready reference.

· Provide the project’s legal description, (County, cities, route and post-mile/kilo-post).  .  Describe proximity to receiving waters to which the project will discharge, including surface waters, drainage channels, and drainage systems (identify who owns the drainage system; i.e., municipality or agency.)

EXAMPLE:

The Construction project is located in Abig County, in Any city, on State Route 42 from Post mile X to Post mile Y.  The purpose of the Salmon River Bridge project is to provide a westbound Highway 42 crossing of the Salmon Strait that meets current seismic and traffic safety standards.  Since its construction in 1920, the bridge has experienced corrosion of its metal components due to exposure to chemical fumes and salt air.  In addition, the intricate and inaccessible structural members make preventive maintenance difficult without major traffic disruptions and delays to the public.  The total load carrying capacity of the bridge has been affected by corrosion damage, at the same time that traffic volumes have increased, increasing the load on the bridge.

The project will upgrade the westbound two-lane span by replacing the existing substandard steel truss bridge with a four-lane suspension bridge (which includes one HOV lane and a bicycle/pedestrian lane).  The new suspension bridge consists of two towers in the Strait and a north and south anchorage.  The existing maintenance facility will be demolished.  This project also includes constructing a vista point at the north end of the bridge and a bicycle lane from the Route 80/29 separation to the south end of the bridge.

REQUIRED TEXT:

CLIKC AND TYPE PROJECT DESCRIPTION HERE
300.2
Unique Site Features

INSTRUCTIONS:

· Provide a brief description of any unique site features (water bodies, wetlands, environmentally sensitive areas, endangered or protected species, etc.) and significant or high-risk construction activities that may impact storm water quality.  Include any unique features or activities within or adjacent to water bodies (such as dredging, re-use of aerially deposited lead material, large excavations, or work within a water body).

EXAMPLE:

The Salmon River is located within the project limits.  A portion of the construction will occur within the river in order to properly construct the towers.  The project will also demolish an existing culvert and will replace it with a larger reinforced concrete box within the tributary.

REQUIRED TEXT:

CLICK AND TYPE PROJECT FEATURES HERE
300.3
Construction Site Estimates

INSTRUCTIONS:

· Provide an estimate of the following site features (Refer also to Attachments D and E):

· construction site area (hectares or square meters)

· runoff coefficient before and after construction 

· percentage impervious area before and after construction

· anticipated storm water run-on to the construction site (Show calculations and include as Attachment E).

EXAMPLE:

The following are estimates of the construction site:


Construction site area:






171,965 m2

Percentage impervious area before construction:



51.3 % (88,157 m2)


Runoff coefficient before construction (1):



0.68


Percentage impervious area after construction



58.1 % (100,036 m2)


Runoff coefficient after construction (1)




0.73


Anticipated storm water flow on to the construction site (2)

0.96 m3/s (33.8 cfs)


(1) Calculations are shown in Attachment D


(2) Calculations are shown in Attachment E

REQUIRED TEXT:

The following are estimates of the construction site:

Construction site area
     
m2

Percentage impervious area before construction
     
%

Runoff coefficient before construction (1)
     


Percentage impervious area after construction
     
%

Runoff coefficient after construction (1)
     


Anticipated storm water flow on to the construction site (2)
     



(1) Calculations are shown in Attachment D


(2) Calculations are shown in Attachment E

300.4
Project Schedule/Water Pollution Control Schedule

INSTRUCTIONS:

· Provide a project schedule, either written or graphical.  The schedule shall clearly show how the rainy season relates to soil-disturbing and re-stabilization activities.  The schedule shall contain an adequate level of detail to show major activities sequenced with implementation of construction site BMPs, including:

· project start and finish dates

· rainy season dates

· annual certifications

· mobilization dates

· mass clearing and grubbing/roadside clearing dates

· major grading/excavation dates

· special dates named in other permits such as Fish and Game and Army Corps of Engineers Permits

· dates for submittal SWPPP Amendments required by the Special Provisions

· annual submittal of rainy season implementation schedule as required by the project’s Special Provisions

· dates for implementation of pre-rainy season temporary soil stabilization and temporary sediment control BMPs, if required by the project’s Special Provisions

· rainy season implementation schedule

· deployment of temporary soil stabilization BMPs

· deployment of temporary sediment control BMPs

· deployment of wind erosion control BMPs

· deployment of tracking control BMPs

· deployment of non-storm water BMPs

· deployment of waste management and materials pollution control BMPs

· non-rainy season implementation schedule

· deployment of temporary soil stabilization BMPs

· deployment of temporary sediment control BMPs

· deployment of wind erosion control BMPs

· deployment of tracking control BMPs

· deployment of non-storm water BMPs

· deployment of waste management and materials pollution control BMPs

· paving, sawcutting, and any other pavement related operations

· major planned stockpiling operations

· dates for other significant long-term operations or activities that may plan non-storm water discharges such as dewatering, grinding, etc.

· final stabilization activities staged over time for each area of the project

EXAMPLE #1:  Written Schedule

Estimate Construction Start:

05/01/2000

Estimate Construction Finish:

4/15/2002

Mobilization of equipment and materials to begin on 05/01/2000

Install ESA fencing 05/01/2000

Store temporary soil stabilization and temporary sediment control products beginning on 05/01/2000.

Install stabilized construction entrance on 05/01/2000

Site preparation: Clearing and grubbing (Phase I) will occur from 5/25/2000-06/30/2000

Submit annual rainy season implementation schedule 9/25/00

Start implementation of temporary soil stabilization and sediment control BMPs on 09/28/00 (before rainy season starts).  Continue to implement and maintain temporary BMPs throughout rainy season.

Complete installation of temporary soil stabilization and sediment control BMPs on 10/5/2000

Rainy season begins October 15, 2000

Earthwork/roadway widening excavation to begin on 06/30/2000 and continue through 02/20/2001

Roadway widening – grading work 07/15/2000 – 02/20/2001.

Schedule soil stabilization subcontractors for application of temporary soil stabilization on disturbed areas and permanent erosion control on areas substantially complete: 09/01/2000

Rainy season ends April 15, 2001

Clearing and grubbing (Phase II) from 05/01/01 through 07/30/2001

SWPPP Annual Certification Due on 6/15/2001

Begin trenching, backfilling and compaction on 7/15/2001

Implement final erosion control (Type D) of substantially completed areas 8/1/2001

Install temporary concrete washout 9/10/2001

Fish and Game Permit starts 09/15/2001

Begin expansion/structure construction/decks/concrete on 9/15/2001

Submit annual rainy season implementation schedule 9/25/01

Prepare soil stabilization and sediment control implementation plan 20 days prior to the rainy season, submit to RE by 09/25/2001

Start implementation of temporary soil stabilization and sediment control BMPs on 09/28/2001 (before rainy season starts).  Continue to implement and maintain temporary BMPs throughout rainy season.

Complete installation of temporary soil stabilization and sediment control BMPs on 10/5/2001

Rainy season starts 10/15/2001

End bridge construction on or before 01/25/2002

End of Fish and Game Permit 01/30/2002

Begin final paving/construction on 2/01/2002.  Continue to apply soil stabilization and sediment controls as needed during construction

Remove concrete washout and restore area to original grade

Schedule subcontractors for application of permanent erosion control 03/01/2002

Start final stabilization, revegetation and landscape by 3/15/2002

Project complete 4/15/2002

EXAMPLE #2: Graphic Schedule.

See the Sample Water Pollution Control Schedule in the following page

REQUIRED TEXT:

CLICK AND TYPE EITHER NARRATIVE PROJECT SCHEDULE OR STATE THAT THE GRAPHIC SCHEDULE IS ON THE FOLLOWING PAGE.  ADD PAGE BREAKS AS NEEDED TO MAKE SURE THAT THE PAGE NUMBERING IS CONSISTENT THROUGHOUT THE DOCUMENT.
300.5
Contact Information/List of Responsible Parties

INSTRUCTIONS:

· Contractor is required to show the Name, Address and Telephone number(s) of the person(s) responsible for water pollution control during construction.

· Duties of the Contractor’s Water Pollution Control Manager (WPCM) include but are not limited to:

· Ensuring full compliance with the SWPPP and the Permit

· Implementing all elements of the SWPPP and Special Provisions, including but not limited to:

· Implementation of prompt and effective erosion and sediment control measures

· Implementing all Non-storm water management, and materials and waste management activities such as: monitoring discharges (dewatering, diversion devices); general site clean-up; vehicle and equipment cleaning, fueling and maintenance; spill control; ensuring that no materials other than storm water are discharged in quantities which will have an adverse effect on receiving waters or storm drain systems; etc.

· Pre-storm inspections

· Post-storm inspections

· Storm event inspections

· Preparing annual compliance certification

· Ensuring elimination of all unauthorized discharges

· The Contractor’s WPCM shall be assigned authority by the Contractor to mobilize crews in order to make immediate repairs to the control measures

· Coordinate with the Engineer to assure all of the necessary corrections/repairs are made immediately, and that the project complies with the SWPPP, the Permit and approved plans at all times.

· If anyone else other than the Contractor’s WPCM is responsible for any of these duties, enter Name, address, telephone number(s) of the person(s) and the duty or duties for which they are responsible and edit the template below as needed.

· Name and Telephone Number(s) of the Contractor’s WPCM (this person shall be someone other than the Construction Superintendent).  The Contractor’s WPCM shall have primary responsibility and significant authority for the implementation, maintenance, inspection and amendments to the approved SWPPP.

REQUIRED TEXT:

The Water Pollution Control Manager (WPCM) assigned to this project is: 

Insert WPCM's Name-then TAB.
Insert Contractor's Company Name-then TAB.
Insert Address 1 then press ENTER to insert Address 2 or TAB to next field.
Insert City, State, ZIP-then TAB.
Insert Telephone Number(s)-then TAB.
The WPCM shall have primary responsibility and significant authority for the implementation, maintenance, inspection and amendments to the approved SWPPP.  Duties of the Contractor’s WPCM include but are not limited to:

· Ensuring full compliance with the SWPPP and the Permit

· Implementing all elements of the SWPPP, including but not limited to:

· Implementation of prompt and effective erosion and sediment control measures

· Implementing all Non-storm water management, and materials and waste management activities such as: monitoring discharges (dewatering, diversion devices); general site clean-up; vehicle and equipment cleaning, fueling and maintenance; spill control; ensuring that no materials other than storm water are discharged in quantities which will have an adverse effect on receiving waters or storm drain systems; etc.

· Pre-storm inspections

· Post-storm inspections

· Storm event inspections

· Preparing annual compliance certification

· Ensuring elimination of all unauthorized discharges

· The Contractor’s WPCM shall be assigned authority by the Contractor to mobilize crews in order to make immediate repairs to the control measures

· Coordinate with the Engineer to assure all of the necessary corrections/repairs are made immediately, and that the project complies with the SWPPP, the Permit and approved plans at all times.

INSERT ADDITIONAL RESPONSIBILITIES AND/OR NAMES HERE OR DELETE THIS LINE
Section 400 
References

INSTRUCTIONS:

· Include a Separator and Tab for Section 400 for ready reference.

· Identify and prepare a list of the documents referenced in the SWPPP.  Project Plans & Specifications, reports, design, and storm water management related documents used to prepare the SWPPP shall also be included in the references.

· Documents that shall be referenced are:

· All permits that apply to the project (Federal, state and local), such as Fish and Game, U.S. Army Corps of Engineers, DTSC Aerially Deposited Lead Reuse Variance, etc.

· Referenced materials may also include:

· On-site project information such as the project plans and specifications, Geotechnical Report, Drainage Report, District-prepared Conceptual SWPPP, other reports provided by the owner, regulatory guidance from federal or state agencies, and published technical specifications

· The reference for each document shall include:

· Complete name of the referenced document

· Number of the document (if applicable)

· Author

· Date Published

· Document date/revision that applies

· Referenced documents shall be kept on-site and be readily available for review.

EXAMPLE:

The following documents are made a part of this SWPPP by reference:

· Project plans and specifications No. xx-xxxx

· State Water Resources Control Board (SWRCB) Order No. 99-06-DWQ, NPDES No. CAS000003, National Pollutant Discharge Elimination System (NPDES) Permit, Statewide Storm Water Permit and Waste Discharge Requirements (WDRs) for the State of California, Department of Transportation.  July 15, 1999.

· State Water Resources Control Board (SWRCB) Order No. 99-08-DWQ, National Pollutant Discharge Elimination System (NPDES) General Permit No. CAS000002, Waste Discharge Requirements (WDRs) for Discharges of Storm Water Runoff Associated with Construction Activity.  August 19, 1999.

· Conceptual Storm Water Pollution Prevention Plan (CSWPPP) prepared for the Division of Toll Bridge Program, Contract No. 04-013014.  Prepared by California Department of Transportation, District 04, Division of Toll Bridge Engineering Program, Environmental Engineering Branch.  October 1999.

· California Regional Water Quality Control Board, Los Angeles Region, Waiver of Clean Water Act Section 401 Water Quality Certification, dated xx/xx/xx.

· US Army Corps of Engineers, Nation wide Permit 26-authorization letter, dated xx/xx/xx.

· California Storm Water Best Management Practices Handbook, March 1993.

· Storm Water Management for Construction Activities – Developing Pollution Prevention Plans and Best Management Practices, USEPA 832-R-92-005, September 1992.

REQUIRED TEXT:

The following documents are made a part of this SWPPP by reference:

· Project plans and specifications No. INSERT NUMBER, dated INSERT DATE, prepared by CALTRANS OR OTHER ENTITY PREPARING THE PS&E.

· State Water Resources Control Board (SWRCB) Order No. 99-06-DWQ, NPDES No. CAS000003, National Pollutant Discharge Elimination System (NPDES) Permit, Statewide Storm Water Permit and Waste Discharge Requirements (WDRs) for the State of California, Department of Transportation (Caltrans), July 1999.

· State Water Resources Control Board (SWRCB) Order No. 99-08-DWQ, National Pollutant Discharge Elimination System (NPDES) General Permit No. CAS000002, Waste Discharge Requirements (WDRs) for Discharges of Storm Water Runoff Associated with Construction Activity, August 1999.

· Caltrans Storm Water Quality Handbooks, Construction Site Best Management Practices Manual, dated November 2000.

· Caltrans Storm Water Quality Handbooks, SWPPP/WPCP Preparation Manual, dated November 2000.

· California Storm Water Best Management Practices Handbook, March 1993

· CLICK AND TYPE OTHER REFERENCES HERE
·      
Section 500 
Body of SWPPP

500.1
Objectives

INSTRUCTIONS:

· Include a Separator and Tab for Section 500 for ready reference.

The four primary SWPPP objectives are described in the General Permit and are shown below in the “required text” section.  Pollutant source identification and BMP selections shall be developed in the body of the SWPPP to support the four SWPPP objectives.

· Note: Information on the applicable Permit number and issuing agency is specified in the Special Provisions.

REQUIRED TEXT:

This Storm Water Pollution Prevention Plan (SWPPP) has four main objectives:

· Identify all pollutant sources, including sources of sediment that may affect the quality of storm water discharges associated with construction activity (storm water discharges) from the construction site, and

· Identify non-storm water discharges, and

· Identify, construct, implement in accordance with a time schedule, and maintain Best Management Practices (BMPs) to reduce or eliminate pollutants in storm water discharges and authorized non-storm water discharges from the construction site during construction, and 

· Develop a maintenance schedule for BMPs installed during construction designed to reduce or eliminate pollutants after construction is completed (post-construction BMPs).

This SWPPP conforms with the required elements of Permit No. CAS000003 and with the required elements of General Permit No. CAS000002 issued by the State of California, State Water Resources Control Board (SWRCB).  This SWPPP will be modified and amended to reflect any changes in construction or operations that may affect the discharge of pollutants from the construction site to surface waters, groundwaters, or the municipal separate storm sewer system (MS4).  The SWPPP will also be amended if it is in violation of any condition of the Permit or has not achieved the general objective of reducing pollutants in storm water discharges.  The SWPPP shall be readily available on-site for the duration of the project.

CLICK AND INSERT ADDITIONAL OBJECTIVES HERE OR DELETE THIS LINE
500.2
Vicinity Map

INSTRUCTIONS:

· The General Permit requires that both a vicinity and site map be included in the SWPPP.
· The Vicinity Map shall be a 8-1/2” x 11” color copy of a USGS map or equal and shall extend approximately 400 meters (one-quarter mile) beyond the property boundaries of the construction site (an 11” x 17” may be used if needed).  Insert the vicinity map as Attachment A and place a reference in Section 500.2.
· To meet the site map requirement, insert a reduced copy (8-1/2” x 11” or 11” x 17”) of the project’s Title Sheet in Attachment A and make reference to it in Section 500.2.
· Provide a brief narrative description of the vicinity to support the map in Attachment A.  Describe important features, drainage areas, or receiving waters that could not be shown on the map.

· The vicinity map shall show:
· outline of the site’s perimeter;

· easily identifiable major roadways;

· geographic features or landmarks;

· water bodies within or adjacent to the construction limits;

· construction site perimeter;

· known wells;

· outline of the offsite drainage area(s) that discharge into the construction site;

· identification of anticipated discharge location(s) where the construction site’s storm water discharges to a municipal storm sewer system or other water body;

· other geographic features surrounding the site; and 

· general topography.
REQUIRED TEXT

The construction project vicinity map showing the project location, surface water boundaries, geographic features, construction site perimeter, and general topography, is located in Attachment A. The project’s Title Sheet provides more detail regarding the project location and is also included in Attachment A.

500.3
Pollutant Source Identification and BMP Selection

500.3.1
Inventory of Materials and Activities that May Pollute Storm Water

INSTRUCTIONS:

· List all construction materials that will be used and construction activities that will have the potential to contribute to the discharge of pollutants to storm water.

· List all construction activities that have the potential to contribute sediment to storm water discharges.

· Insert as many bullets as necessary to complete the inventory.

EXAMPLE:

Control practices for each activity are identified in sections 500.3.4 through 500.3.9

The following is a list of construction materials that will be used and activities that will be performed that will have the potential to contribute pollutants, other than sediment, to storm water runoff. Control practices for each activity are identified in the sections 500.3.4 through 500.3.9):

· Vehicle fluids, including oil, grease, petroleum, and coolants 

· Asphaltic emulsions associated with asphalt-concrete paving operations 

· Cement materials associated with PCC concrete paving operations, drainage structures, median barriers, and bridge construction 

· Joint and curing compounds 

· Paints 

· Solvents, thinners 

· Wood products 

· Metals and plated products 

· Fertilizers, herbicides, and pesticides

Construction activities that have the potential to contribute sediment to storm water discharges include:

· Clear and grub operations

· Grading operations

· Soil import operations

· Utility excavation operations

· Landscaping operations

REQUIRED TEXT:

The following is a list of construction materials that will be used and activities that will be performed that will have the potential to contribute pollutants, other than sediment, to storm water runoff (control practices for each activity are identified in the Water Pollution Control Drawings (WPCDs) and/or in sections 500.3.4 through 500.3.9:

·      
·      
·      
·      
·      
·      
·      
Construction activities that have the potential to contribute sediment to storm water discharges include:

·      
·      
·      
·      
·      
·      
·      
·      
Attachment C lists all Best Management Practices (BMPs) that are either minimum requirements or special contract requirements, and all BMPs selected by the Contractor for this project.  Implementation and location of BMPs are shown on the WPCDs in Attachment B.  Narrative descriptions of BMPs to be used during the project are listed by category in each of the following SWPPP sections.

500.3.2
Existing (pre-construction) Control Measures

INSTRUCTIONS:

· Identify the existing control measures in place prior to construction.  Pre-construction control measures may  include any measures used to reduce erosion, sediment or other pollutants in storm water discharges.  Pre-construction control measures may include but not be limited to: Detention basins, infiltration basins, sediment basins, oil water separators, bridge slope protection, rock slope protection, existing erosion control, existing landscaping, lined ditches,  energy dissipaters etc.

EXAMPLE:

The following are existing (pre-construction) control measures encountered within the project site:

· Detention basin located at the southeast end of the project.  This basin was designed as a combination flood control and permanent treatment control measure.  It is anticipated that the basin will be used as a temporary sediment basin during construction, and will be restored to original condition prior to project completion.

· Slopes under the existing bridge are protected with concrete.  No disturbance to these slopes is anticipated.

· There are two existing slopes that have permanent rock slope protection, they are shown on WPCD-6.  No disturbance is anticipated on these slopes.

REQUIRED TEXT:

The following are existing (pre-construction) control measures encountered within the project site:

·      
·      
·      
·      
·      
·      
500.3.3
Nature of Fill Material and Existing Data Describing the Soil

INSTRUCTIONS:

· Describe the conditions of the fill material and the soils at the construction site (i.e. types of soils, groundwater location and conditions, dewatering operations that may be necessary, etc).  A general description can usually be found in the project materials report or geotechnical report.

· Show and/or describe existing site features that, as a result of known past usage, may contribute pollutants to storm water, (e.g., toxic materials that are known to have been treated, stored, disposed, spilled, or leaked onto the construction site).  Review the contract documents and associated environmental documents to determine the known site contaminants and list them in this section.

EXAMPLE:

Existing site features that, as a result of known past usage, may contribute pollutants to storm water, (e.g., toxic materials that are known to have been treated, stored, disposed, spilled, or leaked onto the construction site) include:

· This site includes aerially deposited lead…..located at……..

REQUIRED TEXT:

CLICK AND DESCRIBE CONDITIONS OF FILL MATERIAL(S) AND EXISTING SOILS AT THE PROJECT SITE
Existing site features that, as a result of past usage, may contribute pollutants to storm water (e.g., toxic materials that are known to have been treated, stored, disposed, spilled, or leaked onto the construction site) include:

·      
·      
·      
·      
INSTRUCTIONS:

BMP SELECTION PROCESS

The BMP selection process is an iterative process first identifies the potential sources of pollution and then selects the tools (BMPs) necessary to develop and implement an effective SWPPP.

· Identify all contract required BMPs (indicated as minimum requirements in Attachment C, and any other BMPs required by the special provisions).

· Select BMPs to eliminate or reduce the pollutants identified in the inventory list (Section 500.3.1).  See Section 2 of the Caltrans Storm Water Quality Handbooks, Construction Site Best Management Practices (BMPs) Manual, for instructions for selecting and implementing construction site BMPs and working details for construction site BMPs.  Refer to the BMP Consideration Checklist in Attachment C to select BMPs in each of the following sections:

500.3.4
Soil Stabilization (Erosion Control)

500.3.5
Sediment Control

500.3.6
Tracking Control

500.3.7
Wind Erosion Control

500.3.8
Non-Storm Water Control

500.3.9
Waste Management and Materials Pollution Control

· Show the selected BMPs on the WPCDs.  Use the instructions in Section 500.4 and the SWPPP Checklist (Attachment L) to confirm that all WPCD requirements are included.  Provide a narrative description of the BMPs selected in the appropriate section.

500.3.4
Soil Stabilization (Erosion Control)

INSTRUCTIONS:

· Select temporary soil stabilization BMPs to be used and complete the Temporary Soil Stabilization section of the BMP Consideration Checklist in Attachment C.  See Section 2 of the Caltrans “Storm Water Quality Handbooks, Construction Site Best Management Practices (BMPs) Manual”, for instructions for selecting and implementing construction site BMPs and working details for construction site BMPs.

· Provide introductory paragraphs that define soil stabilization (erosion control), and give a general approach on how temporary soil stabilization BMPs will be implemented on the project.

· List all the temporary soil stabilization BMPs to be used in the project.

· Show selected temporary soil stabilization BMPs on the WPCDs.  Provide a narrative description of temporary soil stabilization BMPs that cannot be adequately identified on the WPCDs.

· Discuss the on-site availability of temporary soil stabilization materials (materials kept for temporary soil stabilization BMPs) and proposed mobilization and implementation of temporary soil stabilization BMPs in the event of a predicted storm.
EXAMPLE:

Soil Stabilization, also referred to as erosion control, is a source control measure that is designed to prevent soil particles from detaching and becoming suspended in the storm water runoff.  Soil stabilization BMPs protect the soil surface by covering and/or binding the soil particles.  This project will incorporate minimum soil stabilization requirements, temporary soil stabilization measures required by the contract documents, and other measures selected by the contractor.  This construction project will utilize and implement the following principles to assure effective temporary and final soil stabilization (erosion control) during construction:

1) Preserve existing vegetation where required and when feasible.

2) Apply temporary soil stabilization (erosion control) to remaining active and non-active areas as required by the Construction Site BMP Manual and the Special Provisions.  Reapply as necessary to maintain effectiveness.

3) Implement temporary soil stabilization measures at regular intervals throughout the defined rainy season to achieve and maintain the contract’s disturbed soil area requirements.  When the project’s Special Provisions require it, temporary soil stabilization BMPs will be implemented 20 days prior to the defined rainy season.

4) Stabilize non-active areas within 14 days of cessation of construction activities.

5) Control erosion in concentrated flow paths by applying erosion control blankets, erosion control seeding, and lining swales as required in the special provisions.

6) Seeding will be applied either during the defined seeding window, and/or to areas deemed substantially complete by the RE during the defined rainy season.

7) At completion of construction, apply permanent erosion control to all remaining disturbed soil areas.

In addition, sufficient quantities of temporary soil stabilization materials will be maintained on-site during the defined rainy season to protect non-stabilized disturbed soil areas prior to predicted rain events Implementation and location of some temporary soil stabilization BMPs are shown on the Water Pollution Control Drawings (WPCDs) in Attachment B.  The following temporary soil stabilization BMPs will be used on this project:

· SS-2, Preservation of Existing Vegetation

· SS-6, Straw Mulch (with tackifier)

· SS-7, Geotextiles, Plastic Covers, & Erosion Control Blankets/Mats

· SS-9, Earth Dikes/Drainage Swales & Lined Ditches

Implementation of Soil Stabilization BMPs

· BMPs will be deployed in a sequence to follow the progress of grading and construction.  As the locations of soil disturbance change, erosion and sedimentation controls will be adjusted accordingly to control storm water runoff at the downgrade perimeter and drain inlets.  BMPs will be mobilized as follows:

Year-round:

· The water pollution control manager will monitor weather using National Weather Service reports to track conditions and alert crews to the onset of rainfall events.

· Disturbed areas will be stabilized, as required by Tables 2-2 and 2-3 of the Construction Site Best Management Practices Manual, with temporary soil stabilization or with permanent erosion control as soon as possible after grading or construction is complete.

During the rainy season:

· Disturbed areas will be stabilized with temporary or permanent soil stabilization (erosion control) before rain events.

· Disturbed areas that are substantially complete will be stabilized with permanent soil stabilization (erosion control) and vegetation (if within seeding window for seed establishment).

· Prior to forecast storm events, temporary soil stabilization BMPs will be deployed and inspected.

During the non-rainy season:

· The project schedule will sequence construction activities with the installation of both soil stabilization and sediment control measures.  The construction schedule will be arranged as much as practicable to leave existing vegetation undisturbed until immediately prior to grading.

Straw Mulch

· Straw mulch will be primarily used throughout the disturbed areas adjacent to excavations and on shallow slopes surrounding the site.  See the WPCDs in Attachment B of this SWPPP for locations where straw mulch will be used.

Geotextiles, Plastic Covers and Erosion Control Blankets/Mats

· Geotextile blankets will be used to provide temporary and long-term stabilization for the flow line of the vegetated swale on the western boundary of the project.

· Polyethylene covers will be used to cover exposed soil and sand stockpiled material areas.  Covers will be placed over stockpiles prior to forecast storm events, and anchored to prevent damage by wind.

REQUIRED TEXT:

Soil stabilization, also referred to as erosion control, consists of source control measures that are designed to prevent soil particles from detaching and becoming suspended in storm water runoff.  Soil stabilization BMPs protect the soil surface by covering and/or binding soil particles.  This project will incorporate minimum temporary soil stabilization requirements, temporary soil stabilization measures required by the contract documents, and other measures selected by the contractor.  This project will utilize and implement the following principles for effective temporary and final soil stabilization during construction:

1) Preserve existing vegetation where required and when feasible.

2) Apply temporary soil stabilization (erosion control) to remaining active and non-active areas as required by the Construction Site BMPs Manual and the Special Provisions.  Reapply as necessary to maintain effectiveness.

3) Implement temporary soil stabilization measures at regular intervals throughout the defined rainy season to achieve and maintain the contract’s disturbed soil area requirements.  When the project’s Special Provisions require it, temporary soil stabilization will be implemented 20 days prior to the defined rainy season.

4) Stabilize non-active areas within 14 days of cessation of construction activities.

5) Control erosion in concentrated flow paths by applying erosion control blankets, erosion control seeding, and lining swales as required in the special provisions.

6) Seeding will be applied either during the defined seeding window, and/or to areas deemed substantially complete by the RE during the defined rainy season.

7) At completion of construction, apply permanent erosion control to all remaining disturbed soil areas.

Sufficient quantities of temporary soil stabilization materials will be maintained on-site to allow implementation in conformance with Caltrans requirements and described in this SWPPP.  This includes implementation requirements for active areas, non-active areas, and areas that require deployment before the onset of rain.

Implementation and locations of temporary soil stabilization BMPs are shown on the Water Pollution Control Drawings (WPCDs) in Attachment B and/or described in this section.  The BMP Consideration Checklist in Attachment C indicates the BMPs that will be implemented to control erosion on the construction site; these are:

· SS-1, Scheduling

· SS-2, Preservation of Existing Vegetation

·      
·      
·      
·      
500.3.5
Sediment Control

INSTRUCTIONS:

Select sediment control BMPs to be used and complete the Temporary Sediment Control BMPs section of the BMP Consideration Checklist in Attachment C.  See Section 2 of the Caltrans “Storm Water Quality Handbooks, Construction Site Best Management Practices (BMPs) Manual”, for instructions for selecting and implementing construction site BMPs and working details for construction site BMPs. 

· Provide introductory paragraphs that defines what is sediment controls and give a general approach on how sediment control BMPs will be implemented at the draining perimeter of disturbed soil areas, at the toe of slopes, at inlets and outfall areas at all times.

· List all the temporary sediment control BMPs to be used in the project.

· Show selected temporary sediment control BMPs on the WPCDs.  Provide a narrative description of temporary sediment control BMPs that cannot be adequately identified on the WPCDs.

· Show BMPs used to divert off-site drainage around and/or through the construction project.

· Discuss the on-site availability of temporary sediment control materials (materials kept for temporary sediment control BMPs) and proposed mobilization and implementation of temporary sediment control BMPs in the event of a predicted storm.
EXAMPLE:

Sediment controls are structural measures that are intended to complement and enhance the soil stabilization (erosion control) measures.  Sediment controls are designed to intercept and filter out soil particles that have been detached and transported by the force of water.  This project will incorporate minimum temporary sediment control requirements, temporary sediment control measures required by the contract documents, and other measures selected by the contractor.  The temporary sediment control BMPs selected are adequate to prevent a net increase of sediment in storm water discharge relative to pre-construction levels.

In addition, sufficient quantities of temporary sediment control materials will be maintained on-site throughout the duration of the project to protect the active disturbed soil areas prior to predicted rain events and for rapid response to failures or emergencies.  Implementation and location of temporary sediment control BMPs are shown on the Water Pollution Control Drawings (WPCDs) in Attachment B.  The following temporary sediment control BMPs will be used on this project:

· SC-1, Silt fence

· SC-4, Check dams

· SC-5, Fiber rolls

· SC-7, Street Sweeping and Vacuuming

· SC-8, Sandbag barrier

· SC-10, Storm Drain Inlet Protection

Implementation of Temporary Sediment Controls

· Temporary sediment control BMPs will be deployed according to the schedule shown in SWPPP section 300.4.

· During the rainy season, temporary sediment controls will be implemented at the draining perimeter of disturbed soil areas, at the toe of slopes, at storm drain inlets and at outfall areas at all times.

· During the non-rainy season, temporary sediment controls will be implemented at the draining perimeter of disturbed soil areas and at storm drain  downstream from disturbed areas before rain events.

· As shown on the WPCDs, silt fences will be deployed along the toe of exterior slopes to filter storm water runoff.

· Storm drain inlet protection will be used at all operational internal inlets to the storm drain system during the rainy season as shown on the WPCDs.

· During the non-rainy season, in the event of a predicted storm, the following temporary sediment control materials will be maintained on-site:  silt fence materials, sandbags for linear barriers, fiber rolls

REQUIRED TEXT:

Sediment controls are structural measures that are intended to complement and enhance the selected soil stabilization (erosion control) measures.  Sediment controls are designed to intercept and settle out soil particles that have been detached and transported by the force of water.  This project will incorporate minimum temporary sediment control requirements, temporary sediment control measures required by the contract documents, and other measures selected by the contractor.  The temporary sediment control BMPs selected are adequate to prevent a net increase of sediment in storm water discharge relative to pre-construction levels.

Sufficient quantities of temporary sediment control materials will be maintained on-site throughout the duration of the project, to allow implementation of temporary sediment controls in the event of predicted rain, and for rapid response to failures or emergencies, in conformance with other Caltrans requirements and as described in this SWPPP.  This includes implementation requirements for active areas and non-active areas before the onset of rain.

Implementation and locations of temporary sediment control BMPs are shown on the Water Pollution Control Drawings (WPCDs) in Attachment B.  The BMP Consideration Checklist in Attachment C indicates all the BMPs that will be implemented to control sediment on the construction site; these are:

· SC-1, Silt Fence

· SC-7, Street Sweeping and Vacuuming

· SC-10, Storm Drain Inlet Protection

·      
·      
·      
·      
·      
500.3.6
Tracking Control

INSTRUCTIONS:

Tracking controls shall be considered and implemented year round and throughout the duration of the project, at all access (ingress/egress) points to the project site where vehicles and/or equipment may track sediment from the construction site onto public or private roadways.

· Select BMPs and provide a narrative description of tracking control BMPs that will be used to reduce sediment tracking onto public or private roads.

· Show on the WPCDs the location of all ingress/egress points to the project site where sediment tracking is likely

· Describe measures to prevent sediment tracking in this section.

· Discuss road-cleaning BMPs.

EXAMPLE:

The following BMPs have been selected to reduce sediment tracking from the construction site onto private or public roads:

· SC-7, Street Sweeping and Vacuuming

· TC-1, Stabilized Construction Entrance/Exit

· TC-2, Stabilized Construction Roadway

· TC-3, Entrance/Outlet Tire Wash

BMPs to Reduce Sediment Tracking

Stabilized Construction Entrance/Exit

· A stabilized construction entrance/exit will be constructed and maintained at construction site entrances and exits as shown on the site map.  

· The site entrance/exit will be stabilized to reduce tracking of sediment as a result of construction traffic. The entrance will be designated and graded to prevent runoff from leaving the site.  Stabilization material will be 6-inch aggregate.  The entrance will be flared where it meets the existing road to provide an adequate turning radius.

Stabilized Construction Roadway

· The construction roadway through the site will also be designated and stabilized to prevent erosion and to control tracking of mud and soil material onto adjacent roads.  The roadway will be clearly marked for limited speed to control dust.  Refer to the WPCDs for entrance/exit and construction roadway locations.  Stabilization material will be 6-inch aggregate.  A regular maintenance program will be conducted to replace sediment-clogged stabilization material with new stabilization material.

Entrance/Outlet Tire Wash

· An entrance/outlet tire wash station will be used to ensure that sediment tracking to public streets is minimized.

Road Cleaning BMPs – Street Sweeping and Vacuuming

Road sweeping and vacuuming will be occur during soil hauling and as necessary to keep street surfaces clear of soil and debris.  Washing of sediment tracked onto streets into storm drains will not occur.
REQUIRED TEXT:

The following BMPs have been selected to reduce sediment tracking from the construction site onto private or public roads:

· SC-7, Street Sweeping and Vacuuming

·      
·      
INSERT NARRATIVE OF ADDITIONAL TRACKING CONTROL PRACTICES HERE OR DELETE THIS LINE
500.3.7
Wind Erosion Control

INSTRUCTIONS:

Wind erosion control BMPs shall be considered and implemented year-round and throughout the duration of the project on all disturbed soils on the project site that are subject to wind erosion, and when significant wind and dry conditions are anticipated during project construction.  The objective of wind controls is to prevent the transport of soil from soil disturbed areas of the project site, offsite by wind.

· Select BMPs and provide a narrative description of BMPs that will be used to control dust during construction operations, including stockpile operations.

EXAMPLE:

The following BMPs have been selected to control dust from the construction site:

· WE-1, Wind Erosion Control

Dust Control

· Potable water will be applied to disturbed soil areas of the project site to control dust and maintain optimum moisture levels for compaction.  The water will be applied using water trucks.  As shown on the project schedule, project soils will be disturbed and exposed from approximately May 1 through December 15.  Water applications will be concentrated during the late summer and early fall months and especially during the embankment construction operations scheduled for July.  The total water to be applied is expected to be between 3,000 and 5,000 m3.

· BMP WE-1, Wind Erosion Control, and BMP NS-1, Water Conservation Practices, will be implemented to provide dust control and prevent discharges from dust control activities and water supply equipment.  Water application rates will be minimized as necessary to prevent runoff and ponding and water equipment leaks will be repaired immediately.

· During windy conditions (forecast or actual wind conditions of approximately 25 mph or greater), dust control will be applied to DSAs, including haul roads to adequately control wind erosion.

· BMP WM-3, Stockpile Management, using silt fences and plastic covers will be implemented to prevent wind dispersal of sediment from stockpiles.

REQUIRED TEXT:

The following BMPs have been selected to control dust from the construction site:

· WE-1, Wind Erosion Control

·      
·      
INSERT NARRATIVE OF ADDITIONAL WIND EROSION CONTROL PRACTICES HERE OR DELETE THIS LINE
500.3.8
Non-Storm Water Control

INSTRUCTIONS:

The Caltrans Statewide NPDES Permit defines non-storm water discharges as follows: “Non-storm water discharges consist of all discharges from a municipal storm water conveyance which do not originate from precipitation events (i.e., all discharges from a conveyance system other than storm water)."

· There are three types of non-storm water discharges as specified in the Permit:

1) Illicit discharges - unplanned

2) Non-prohibited – planned and unplanned

3) NPDES permitted - planned

· Non-storm water discharges into storm drainage systems or waterways, which are not authorized under the Caltrans Permit or authorized under a separate NPDES permit, are prohibited.  Examples of prohibited discharges common to construction activities include:

· Vehicle and equipment wash water, including concrete washout water

· Slurries from concrete cutting and coring operations, PCC grinding or AC grinding operations

· Slurries from concrete or mortar mixing operations

· Blast residue from high-pressure washing of structures or surfaces

· Wash water from cleaning painting equipment

· Runoff from dust control applications of water or dust palliatives

· Sanitary and septic wastes

· Chemical spills of any kind including but not limited to petroleum, paints, cure compounds, etc.

· Discharges of construction materials and wastes, such as fuel or paint, resulting from dumping, spills, or direct contact with rainwater or storm water runoff are also prohibited and shall be addressed in Section 500.3.9, Waste Management and Materials Pollution Control.

· Some non-storm water discharges are authorized under the Caltrans Permit and need not be prohibited unless identified as a source of pollutants.  However, specific control measures may be required to minimize adverse impacts from these discharges.  Some RWQCBs may require a separate NPDES permit or specific monitoring and reporting requirements for authorized discharges.  Check with the RE or the applicable RWQCB for requirements in the project area. Non-storm water discharges exempted by the Caltrans Permit include:

· Flows from riparian habitats or wetlands

· Diverted stream flows

· Springs, rising groundwater, and

· Uncontaminated groundwater infiltration

· Other discharges such as pumped groundwater, irrigation water and water line and hydrant flushing (see Caltrans Permit, Section B, Non-storm Water Discharge Prohibitions, item 3, Conditionally Exempt Discharges, for entire list), are not prohibited if they are identified as not being sources of pollutants to receiving waters or if appropriate control measures (BMPs) to minimize the adverse impacts of such sources are developed and implemented.  Some RWQCBs may require a separate NPDES permit or specific monitoring and reporting requirements for the conditionally exempt discharges.  Check with the RE on what discharges are conditionally exempt.

· Use the following process to identify, quantify, and select BMPs for non-storm water discharges.  List each potential non-storm water discharge and provide the information addressed by each step.  Complete the BMP Consideration Checklist in Attachment C to show selected BMPs.

· Identify all potential non-storm water discharges within the project.  Examine all project activities and determine what discharges will be generated or may be required in order to complete each activity, including mobile-type operations.  Discuss how mobile operations, such as maintenance and fueling for large or stationary equipment, will be addressed.  Examples of common construction activities that may result in non-storm water discharges on a project are:

· vehicle and equipment cleaning, fueling and maintenance

· surface water diversions,

· dewatering operations

· saw-cutting

· drilling

· boring

· AC and PCC grinding

· AC and PCC recycling

· Concrete mixing

· crushing

· bridge cleaning

· blasting

· painting

· hydro-demolition

· mortar mixing

· air-blown mortar, etc.

· Describe each planned non-storm water discharge from the project into the storm drain system or waterway, including flow/quantity and expected pollutants.  If a flow or quantity cannot be determined, then fully describe the nature and extent of the activity such that the quantity can be inferred.  One-time discharges shall be monitored by the WPCM during the time that such discharges are occurring.

· Describe each non-storm water source or activity that may generate a discharge; containment facilities and appurtenances that would be employed; and flow paths of discharge to downstream inlets, drainage facilities, and receiving waters.  Where possible, depict BMP locations on the WPCDs.

· Indicate the time period and frequency of each activity that generates or may generate a discharge. 

· Describe mandatory non-storm water control BMPs and practices required by Caltrans, the RWQCB (such as WDR requirements for projects that reuse Aerially Deposited Lead soils), other permits, or other federal, state, or local agencies.  Provide details and schedules as appropriate.  Include maintenance, inspection, testing, and reporting requirements.  Provide permit information for discharges covered by a separate NPDES permit.

· Describe contractor-selected non-storm water control BMPs and practices to minimize, contain, and dispose prohibited discharges or to minimize adverse impacts of authorized discharges from the project into the storm drain system or waterway.  BMPs within both the Non-Storm Water Management and the Materials Handling and Waste Management categories may be applicable to non-storm water discharges.  Include maintenance, inspection, testing, and reporting procedures, if applicable.

· Indicate how illicit connections and illegal discharges will be handled.

EXAMPLE:

An inventory of construction activities and potential non-storm water discharges is provided in Section 5.3.1.   The BMP Consideration Checklist in Attachment C and the following list indicates the BMPs that have been selected to control non-storm water pollution on the construction site.  A narrative description of each BMP follows.

· NS-1, Water Conservation Practices

· NS-3, Paving and Grinding Operations

· NS-6, Illicit Connection/Illegal Discharge Detection and Reporting

· NS-8, Vehicle and Equipment Cleaning

· NS-9, Vehicle and Equipment Fueling

· NS-10, Vehicle and Equipment Maintenance

· WM-08, Concrete Waste Management

Illicit Connection/Illegal Discharge Detection and Reporting

· The contractor will implement BMP NS-6, Illicit Connection/Illegal Discharge Detection and Reporting throughout the duration of the project.

Paving Operations

· The project will include placement of approximately 80,000 m2 of AC pavement.  Paving locations and adjacent storm drain inlets are shown on WPCDs 2, 3, and 5.  Paving operations will generally be conducted in August and September as shown on the project schedule in Section 300.4.  BMP NS-3, Paving and Grinding Operations, will be implemented to prevent paving materials from being discharged off-site.  Covers will be placed over each inlet adjacent to paving operations.  The covers will consist of scrap carpeting placed over, and tucked under, each inlet grate.  Following paving operations, the area will be swept, inlet covers will be removed, and the inlets will be inspected for paving materials.  

Vehicle and Equipment Operations

· Several types of vehicles and equipment will be used on-site throughout the project, including graders, scrapers, excavators, loaders, paving equipment, rollers, trucks and trailers, backhoes, forklifts, generators, compressors, and traffic control equipment.  BMPs NS-9, Vehicle and Equipment Fueling, and NS-10, Vehicle and Equipment Maintenance will be utilized to prevent discharges of fuel and other vehicle fluids.  Except for concrete washout, which is addressed in Section 500.3.8, vehicle cleaning will not be performed on-site.

· A paved temporary fueling area will be constructed in the contractor's yard as shown on WPCD-4.  All self-propelled vehicles will be fueled off-site or at the temporary fueling area.  Fuel trucks, each equipped with absorbent spill clean-up materials, will be used for all on-site fueling, whether at the temporary fueling area or for mobile fueling elsewhere on the site.  Drip pans will be used for all mobile fueling.  The fueling truck will be parked on the paved fueling area for overnight storage.

· Drip pans or plastic sheeting will be used for all vehicle and equipment maintenance activities that involve grease, oil, solvents, or other vehicle fluids.

· All vehicle maintenance and mobile fueling operations will be conducted at least 15 m away from operational inlets and drainage facilities and on a level graded area.

Concrete Saw-cutting

· The project will include approximately 350 m of concrete saw-cutting at the on- and off-ramp project limits where traffic signal and ramp metering detection loops will be installed.  Saw-cutting locations and adjacent storm drain inlets are shown on WPCDs 2, 3, and 4.  Estimated saw-cutting dates are shown on the schedule in Section 300.4.  Saw-cutting operations will not be conducted during or immediately prior to rainfall events.  Saw-cutting operations are expected to produce about 1.5 m3 of waste slurry consisting of water and fine PCC grit.

· BMP WM-08, Concrete Waste Management, will be implemented to contain and dispose of saw-cutting slurries.  Sandbags will be used to contain the slurry and prevent discharges to the storm drain system.  Once contained by the sandbag barrier, the slurry will be vacuumed and discharged to the concrete washout facility described above.  Dried and cured concrete wastes will be disposed off-site during concrete washout maintenance activities.

REQUIRED TEXT:

An inventory of construction activities and potential non-storm water discharges is provided in Section 5.3.1.   The BMP Consideration Checklist in Attachment C and the following list indicates the BMPs that have been selected to control non-storm water pollution on the construction site.  Implementation and locations of some non-storm water control BMPs are shown on the Water Pollution Control Drawings (WPCDs) in Attachment B.  A narrative description of each BMP follows.

· NS-6, Illicit Connection/Illegal Discharge Detection and Reporting

· NS-8, Vehicle and Equipment Cleaning

· NS-9, Vehicle and Equipment Fueling

· NS-10, Vehicle and Equipment Maintenance

·      
·      
·      
·      
INSERT NARRATIVE OF ADDITIONAL NON-STORM WATER CONTROL PRACTICES HERE OR DELETE THIS LINE
500.3.9
Waste Management and Materials Pollution Control

INSTRUCTIONS:

Waste management consists of implementing procedural and structural BMPs for collecting, handling, storing and disposing of wastes generated by a construction project to prevent the release of waste materials into storm water discharges.  Wastes are going to be generated during construction; however, the methods in which the wastes are collected, stored, and removed will determine the success of the waste management activities.  Construction site wastes can range from residues collected from non-storm water discharges (i.e. paint removal) to general site litter and debris (i.e. empty marker paint cans).

· Materials pollution control (materials handling) consist of implementing procedural and structural BMPs for handling, storing and using construction materials to prevent the release of those materials into storm water discharges.  The amount and type of construction materials to be utilized at the site will be dependent upon the type of construction and the length of the construction period.  The materials may be used continuously, such as fuel for vehicles and equipment, or the materials may be used for a discrete period, such as fertilizer for landscaping.

· Waste management and materials pollution control BMPs shall be implemented to minimize storm water contact with construction materials, wastes and service areas, and to prevent materials and wastes from being discharged off-site.  The primary mechanisms for storm water contact that shall be addressed are:

· Direct contact with precipitation

· Contact with storm water run-on and runoff

· Wind dispersion of loose materials

· Direct discharge to the storm drain system through spills or dumping

· Extended contact with some materials and wastes, such as plated metals and treated wood products can also leach pollutants into storm water.

· Use the following process to identify and select BMPs for waste management and materials pollution control.

· Review construction activities to identify and quantify likely construction materials and wastes.  Identify materials and wastes with special handling or disposal requirements, such as lead contaminated soils, concrete sawing liquids, waste chemicals and empty chemical containers.  (See Section 500.3.1)

· Substitute safer, less polluting products where possible.  Substitution of materials and products require approval pursuant to the Standard Specifications.

· Use the BMP Consideration Checklist in Attachment C to identify Caltrans minimum requirements and additional BMPs selected to address project-specific activities.

· List the selected BMPs and describe proposed facilities for materials storage and waste management (including on-site storage and disposal of waste).  Discuss how each storm water contact mechanism will be addressed. Include schedules, inspection, and maintenance requirements.  Show facility locations and details on the WPCDs where possible.

· Describe proposed waste collection and removal schedules.

EXAMPLE:

An inventory of construction activities, materials, and wastes is provided in Section 5.3.1.   The BMP Consideration Checklist in Attachment C and the following list indicates the BMPs that have been selected to control construction site wastes and materials.  Implementation and locations of some materials handling and waste management BMPs are shown on the Water Pollution Control Drawings (WPCDs) in Attachment B.   A narrative description of each BMP follows.

· WM-1, Material Delivery and Storage

· WM-2, Material Use

· WM-4, Spill Prevention and Control

· WM-5, Solid Waste Management

· WM-6, Hazardous Waste Management

· WM-08, Concrete Waste Management 

Material Delivery, Storage, and Use

· In general, BMPs WM-1 and WM-2 will be implemented to help prevent discharges of construction materials during delivery, storage, and use.  The general material storage area will be located in the contractor's yard as shown on WPCD-4.  A sandbag barrier (BMP SC-8) will be provided around the storage area to prevent run-on from adjacent areas.  Two types of storage/containment facilities will be provided within the storage area to minimize storm water contact with construction materials:

· Two water-tight shipping containers will be used to store hand tools, small parts, and most construction materials that can be carried by hand, such as paint cans, solvents and grease.

· A separate covered storage/containment facility will be constructed adjacent to the shipping containers to provide storage for larger items such as drums and items shipped or stored on pallets.  The containment facility will consist of a 3 m by 6 m raised concrete pad with 120 mm curbed sides.  A wood frame and corrugated tin roof will be constructed to protect the facility from sun and rain.  Corrugated tin sides will be added when necessary to provide additional protection from wind and rain.  The facility will provide about 2 m3 (530 gal) of containment volume.

· Very large items, such as light standards, framing materials, and stockpiled lumber, will be stored in the open in the general storage area.  Such materials will be elevated with wood blocks to minimize contact with run-on.

· Aggregate and base materials will also be stockpiled in the general storage area and will be surrounded with additional sediment controls (i.e., SC-8, Sandbag Barrier).  Plastic covers (SS-7, Geotextiles, Plastic Covers, & Erosion Control Blankets/Mats) will be provided if necessary for wind/dust control.

· Spill clean-up materials, material safety data sheets, a material inventory, and emergency contact numbers will be maintained and stored in the southern shipping container.

Spill Prevention and Control

· BMP WM-4, Spill Prevention and Control, will be implemented to contain and clean-up spills and prevent material discharges to the storm drain system.  Spill prevention is also discussed above in Material Delivery, Storage, and below in the following waste management and equipment maintenance sections.

Waste Management

· BMP WM-5, Solid Waste Management, and BMP WM-6, Hazardous Waste Management will be implemented to minimize storm water contact with waste materials and prevent waste discharges.  Solid wastes will be loaded directly into trucks for off-site disposal.  When on-site storage is necessary, solid wastes will be stored in watertight dumpsters in the general storage area of the contractors yard.  Dumpster locations are shown on WPCD-4.  AC and PCC rubble will be stockpiled in the general storage area and will be surrounded with sediment controls (SC-8, Sandbag Barrier).  Solid waste, including rubble stockpiles, will be removed and disposed off-site at least weekly.  ABC Waste Disposal (License CA9999999) will provide solid waste disposal services.  Hazardous wastes will be stored in the shipping containers or covered containment area discussed above for materials storage.  Hazardous wastes will be appropriate and clearly marked containers and segregated from other non-waste materials.

Contaminated Soil Management

· Contaminated soil management BMPs address the possibility of construction activity near contaminated soils.  The construction site has no known history of contaminated soil or other impairments.  However, employees will be instructed to recognize evidence of contaminated soil, such as buried debris, discolored soil, and unusual odors.

Concrete Residuals and Washout Wastes

· This project includes placement of about 100 m3 of concrete in four separate pours, the largest pour being approximately 40 m3.  The estimated maximum washout volume is 0.10 m3.  Discharges will consist of rinse water and residual concrete (Portland cement, aggregates, admixture, and water).  Estimated pour dates are shown on the project schedule in Section 300.4.  Concrete pours will not be conducted during or immediately prior to rainfall events.

· BMP WM-8, Concrete Waste Management, will be implemented and a below grade concrete washout facility will be constructed and maintained at the contractor's yard as shown on WPCD-4.  All excess concrete and concrete washout slurries will be discharged to the washout facility for drying.  The minimum-sized washout, at 3m x 3m x 1m deep, will provide more than sufficient volume to contain concrete washout wastes and waste collected from concrete saw-cutting operations, discussed below.  BMP maintenance, waste disposal, and BMP removal will be conducted as described in WM-08.  Dried-off concrete will be used as fill material if permitted by the RE.

Sanitary and Septic Wastes

· The contractor will implement BMP WM-9, Sanitary and Septic Waste Management, and portable toilets will be located and maintained at the contractors yard for the duration of the project.  Specific locations are shown on WPCD-4.  Weekly maintenance will be provided each Wednesday by ABC Sanitation (license CA0Q45W) and wastes will be disposed off-site.  The toilets will be located away from concentrated flow paths and traffic flow.

REQUIRED TEXT:

An inventory of construction activities, materials, and wastes is provided in Section 5.3.1.   The BMP Consideration Checklist in Attachment C and the following list indicates the BMPs that have been selected to handle materials and control construction site wastes.  A narrative description of each BMP follows.

· WM-1, Material Delivery and Storage

· WM- 2, Material Use

· WM-4, Spill Prevention and Control

· WM-5, Solid Waste Management

· WM-9, Sanitary/Septic Waste Management

·      
·      
·      
·      
INSERT NARRATIVE OF ADDITIONAL WASTE MANAGEMENT AND MATERIALS POLLUTION CONTROL PRACTICES HERE OR DELETE THIS LINE
500.4
Water Pollution Control Drawings (WPCDs)

INSTRUCTIONS:

Prepare water pollution control drawings (WPCDs) in conformance with these instructions and the requirements of the General Construction Permit requirements for a site map.  Include the WPCDs as Attachment B to the SWPPP.

· Include a cover sheet(s) listing the BMPs that will be used, along with construction notes and a legend.  Use standard symbols as depicted on the BMP fact sheets in the Caltrans Storm Water Quality Handbooks, Construction Site BMP Manual (CSBMPM), or as shown in the Conceptual SWPPP (CSWPPP).
· Include detailed sheets showing construction details for the BMPs that will be used.  Details provided in the CSBMPM may be used as appropriate.  Additional details may be necessary to describe site-specific BMP applications.  Use project layout, grading, stage construction, drainage sheets and/or erosion sheets as base sheets for the WPCDs.  Use section 500.3, “Pollutant Source Identification and BMP Selection” as a guide to pollutant sources and BMPs for construction activities.  Select BMPs that are appropriate for the site and show their locations on the site map.

· The base sheets shall show the construction project in detail, including:

· The construction site perimeter.

· Geographic features within or immediately adjacent to the site.  Include surface waters such as lakes, streams, springs, wetlands, estuaries, ponds, and the ocean.

· Site topography before and after construction.  Include roads, paved areas, buildings, slopes, drainage facilities, and areas of known or suspected contamination.

· Permanent (post-construction) BMPs.  These are usually shown on the project plans.

· Also delineate the following site information:

· Discharge points from the project to off-site storm drain systems or receiving waters

· Tributary areas and drainage patterns across the project area (show using flow arrows) into each on-site storm water inlet or receiving water.

· Tributary areas and drainage patterns to each on-site storm water inlet, receiving water or discharge point.

· Relevant drainage areas outside the site perimeter (Where relevant drainage areas are too large to depict on the drawings, use map notes or inserts illustrating the upstream drainage areas).

· Temporary on-site drainage(s) to carry concentrated flows.

· Drainage patterns and slopes anticipated after major grading activities are completed

· Outline all areas of existing vegetation, soil cover, or native vegetation that will remain undisturbed during the project.

· Outline all areas of soil disturbance (disturbed soil areas, DSAs).  Indicate which areas will be disturbed during the rainy season and which areas will be left exposed during the rainy season.

· Identify location(s) of contaminated or hazardous soils.

· Locate potential non-storm water discharges and activities, such as dewatering operations, concrete saw-cutting or coring, pressure washing, waterline flushing, diversions, cofferdams, and vehicle and equipment cleaning.  If operations can’t be located, provide a narrative description.

· Show proposed locations for all construction site BMPs.  Include additional detail drawings if necessary to convey site-specific configurations.

· Show temporary soil stabilization and temporary sediment control BMPs that will be used during construction.  Including temporary on-site drainage(s) to carry concentrated flows, BMPs implemented to divert off-site drainage around or through the construction site, and BMPs that protect storm water inlets.

· Locate site ingress and egress points and any proposed temporary construction roads.

· Show BMPs to mitigate or eliminate non-storm water discharges

· Show BMPs for waste management and materials pollution control, including, but not limited to storage of soil or waste; construction material loading, unloading, storage and access areas; and areas designated for waste handling and disposal

· Show BMPs for vehicle and equipment storage, fueling, maintenance, and cleaning.

· Show location of all post-construction BMPs.

· The Caltrans Permit states: “The SWPPP shall apply to all areas that are directly related to the construction activity, including but not limited to staging areas, storage yards, material borrow areas and storage areas, access roads, etc., whether or not they reside within the Caltrans rights-of-way.”  Therefore:

· If the Contractor’s yard for the project is not within the Caltrans right-of-way, but is located near the  vicinity of the project, the WPCDs shall show all BMPs to be used at contractor’s yard.

· The WPCDs shall reflect the Contractor’s phasing and/or construction staging, and shall address the entire scope of the contract work.  (The contractor may address certain individual operations at a later date per the SWPPP amendment process established in Sections 200.1 and 200.2)

EXAMPLE:

The Water Pollution Control Drawings can be found in Attachment B of the SWPPP.

REQUIRED TEXT:

The Water Pollution Control Drawings can be found in Attachment B of the SWPPP.

500.5
Construction BMP Maintenance, Inspection and Repair
INSTRUCTIONS:

· The purpose of storm water inspections is to evaluate BMP effectiveness and implement repairs or design changes as soon as feasible.
· Inspections shall be completed by the Contractor’s WPCM.
· Inspections are recommended on a regular basis during dry weather.  The purpose of dry-weather inspections is to ensure proper implementation of BMPs that are not necessarily weather-related.  Examples include non-storm water, waste management, and sediment tracking control BMPs.
· A sample maintenance, inspection, and repair program is shown in Attachment G.
· A checklist is required during each inspection.  A Storm Water Quality Construction Site Inspection Checklist is included as Attachment H in Appendix A.  This checklist shall be used for all inspections unless the project’s Special Provisions require the Contractor to use a different checklist.
· Inspections are required:

· Prior to a forecast storm

· after a rain event that causes runoff from the construction site

· at 24-hour intervals during extended rain events

· at any other time(s) or intervals of time specified in the project Special Provisions

· Completed inspection checklists shall be submitted to the RE within 24 hours of inspection.  Copies of the completed checklists shall be kept with the SWPPP.

· A tracking or follow-up procedure shall follow any inspection that identifies deficiencies in BMPs.

· Include a discussion of the program to inspect and maintain all BMPs as identified in the site plan or other narrative documents throughout the duration of the project.  Insert the complete program as Attachment G.

EXAMPLE:

A program for Maintenance, Inspection and Repair of BMPs is shown in Attachment G.

REQUIRED TEXT

A program for Maintenance, Inspection and Repair of BMPs is shown in Attachment G.

500.6
Post-Construction Storm Water Management

500.6.1
Post-Construction Control Practices

INSTRUCTIONS:

· Post-Construction BMPs are permanent measures installed during construction, designed to reduce or eliminate pollutant discharges from the site after construction is completed.  Caltrans may provide listings, descriptions and special operations and maintenance requirements for post-construction BMPs in the Storm Water Information Handout.

· Provide descriptions of the BMPs employed after all construction phases have been completed at the site (Post-Construction BMPs).  Examples of post-construction measures are:

· infiltration basins,

· detention/retention devices,

· vegetated strips and/or swales,

· biofilters

· permanent erosion control, seeding and planting,

· outlet protection/velocity dissipation devices,

· earth dikes, drainage swales, and lined ditches,

· bridge slope protection,

· rock slope protection,

· mulching,

· verification that interior drains are not connected to a storm sewer system.

EXAMPLE:

The following are the post-construction BMPs that are to be used at this construction site after all construction is complete:

· Outlet protection/velocity dissipation devices at all culvert outlets.

· Rock slope protection in slopes under and adjacent to all bridges.

· All other slopes will be seeded with Erosion Control Type D, planted and protected with wood mulch.

· All drainage swales and dikes will be concrete lined.

· An infiltration basin will be constructed.

REQUIRED TEXT:

The following are the post-construction BMPs that are to be used at this construction site after all construction is complete:

·      
·      
·      
·      
·      
·      
500.6.2
Operation/Maintenance after Project Completion

INSTRUCTIONS:

Describe the following information regarding post-construction BMPs.  Caltrans may provide specific language for any operations and maintenance requirements of post-construction control practices via the Storm Water Information Handout or the resident Engineer.  Any pertinent language provided by Caltrans shall be added by the Contractor to this section of the SWPPP.

· List the parties responsible for long term operation and maintenance of permanent BMPs.  One of three alternatives must be included:  (1) Caltrans regional maintenance staff; (2) a local agency or municipality; or (3) Caltrans maintenance staff and local agency or municipality (if the project maintenance will be shared or a portion of the project is to be maintained by a local agency).  This information may be provided by Caltrans.

· short and long term funding sources for operations and maintenance

EXAMPLE:

The post-construction BMPs that are described above will be funded and maintained as follows:

Short Term Funding: Caltrans District 7 Maintenance

Long Term Funding: Caltrans District 7 Maintenance

The responsible party for the post-construction BMPs is Caltrans District 7 Maintenance

REQUIRED TEXT:

The post-construction BMPs that are described above will be funded and maintained as follows:

Short Term Funding:       
Long Term Funding:       
The responsible party for the long-term maintenance of post-construction BMPs is Enter one of three alternatives listed in the instructions
INSERT ANY ADDITIONAL LANGUAGE PROVIDED BY CALTRANS OR DELETE THIS LINE
500.7
Training

INSTRUCTIONS:

· Individuals responsible for SWPPP preparation, implementation, and permit compliance are required to be trained, and the SWPPP shall document all training.  This includes those personnel responsible for installation, inspection, maintenance, and repair of BMPs.  Describe the types of training that the contractor’s inspection, maintenance, and repair personnel have received or will receive that are directly related to storm water pollution prevention.

· Training may be both formal and informal

· Formal storm water pollution prevention or erosion and sediment control training sessions may include workshops offered by the SWRCB, RWQCB, or other locally recognized agencies or professional organizations.  Contractors are encouraged to contact the RWQCB or the SWRCB to inquire about availability of training.

· The Contractor’s Water Pollution Control Manager (WPCM) and the SWPPP preparer shall have a minimum of 24-hours (3 days) of formal storm water pollution prevention training.

· On-site storm water pollution prevention training shall be conducted on an on-going basis.

· Document storm water training using the sample training log sheet provided as Attachment I.

EXAMPLE:

Informal training will include tailgate site briefings to be conducted bi-weekly and address the following topics:

· Erosion Control BMPs

· Sediment Control BMPs

· Non-Storm Water BMPs

· Waste Management and Materials Pollution Control BMPs

· Emergency Procedures specific to the construction site storm water management

The WPCM attended a three (3) day construction storm water management course given by the County of Los Angeles Storm Water Program in October of 1999.  Other personnel attending tailgate training will document attendance using the form in Attachment I.

If needed, formal training sessions will be selected from one of the following organizations:

· City of Los Angeles Storm Water Program

· County of Los Angeles Storm Water Program

· State of California Regional Water Quality Control Board

· USEPA sponsored training

· Recognized municipal stakeholder organizations throughout California

· Professional organizations and societies in the building and construction field

This SWPPP was prepared by ABC Engineering, under the direction of Mr. John Doe, a registered Professional Engineer in the State of California.

REQUIRED TEXT:

Section 300.5 shows the name of the contractor’s Water Pollution Control Manager (WPCM).  This person has received the following training:

·      
·      
·      
·      
The training log showing formal and informal training of various personnel is shown in Attachment I.

This SWPPP was prepared by INSERT COMPANY, NAME AND REGISTRATION OR QUALIFICATIONS OF THE PERSON THAT PREPARED THE SWPPP.

500.8
List of Subcontractors

INSTRUCTIONS:

· The SWPPP is required to include a list of names of all contractors, (or subcontractors) and individuals responsible for implementation of the SWPPP.  This list shall include telephone numbers and addresses.  Specific areas of responsibility of each subcontractor (type of work to be performed) and emergency contact numbers shall also be included.

· A sample sub-contractor notification letter and log  is provided as Attachment J.  Discuss pertinent conditions in the contractual agreement and/or letter of approval that address subcontractor responsibility for General Permit compliance.

· Include a completed Attachment J in the SWPPP.

EXAMPLE:

All contractors and subcontractors will be notified of the requirement for storm water management measures during the project.  A list of contractors will be maintained and included in the SWPPP.  If subcontractors change during the project, the list will be updated accordingly.  The sub-contractor notification letter and log is included in the SWPPP as Attachment J.

REQUIRED TEXT:

All contractors and subcontractors will be notified of the requirement for storm water management measures during the project.  A list of contractors will be maintained and included in the SWPPP.  If subcontractors change during the project, the list will be updated accordingly.  The sub-contractor notification letter and log is included in the SWPPP as Attachment J.

500.9
Other Plans/Permits

INSTRUCTIONS:

· The SWPPP shall incorporate appropriate elements of other plans or permits required by local, State, or Federal agencies.

· Include a copy of the Caltrans Statewide Permit CAS000003 and the General Permit CAS000002.

· Provide a list of all of the other plans and permits in this section, and describe of any special requirements for each permit.  Insert additional bullets as needed.  Delete bullets if not needed.

· Include a copy of all other plans/permits as Attachment N of the SWPPP.

EXAMPLE:

Following is a list of the plans and permits included in Attachment N of this SWPPP.

· State Water Resources Control Board (SWRCB) Order No. 99-06-DWQ, NPDES No. CAS000003, National Pollutant Discharge Elimination System (NPDES) Permit, Statewide Storm Water Permit and Waste Discharge Requirements (WDRs) for the State of California, Department of Transportation (Caltrans), July 1999.

· State Water Resources Control Board (SWRCB) Order No. 99-08-DWQ, National Pollutant Discharge Elimination System (NPDES) General Permit No. CAS000002, Waste Discharge Requirements (WDRs) for Discharges of Storm Water Runoff Associated with Construction Activity, August 1999.

· California Department of Fish and Game Code section 1601 Streambed Alteration Agreement

· Clean Water Act section 401 Water Quality Certification issued by the State of California as processed through the RWQCB

· U.S. Army Corps of Engineers Clean Water Act section 404 Nationwide Permit

REQUIRED TEXT:

Attachment N includes copies of other local, state, and federal plans and permits.  Following is a list of the plans and permits included in Attachment N:

· State Water Resources Control Board (SWRCB) Order No. 99-06-DWQ, NPDES No. CAS000003, National Pollutant Discharge Elimination System (NPDES) Permit, Statewide Storm Water Permit and Waste Discharge Requirements (WDRs) for the State of California, Department of Transportation (Caltrans), July 1999.

· State Water Resources Control Board (SWRCB) Order No. 99-08-DWQ, National Pollutant Discharge Elimination System (NPDES) General Permit No. CAS000002, Waste Discharge Requirements (WDRs) for Discharges of Storm Water Runoff Associated with Construction Activity, August 1999.

· INSERT NAME(S), DATE(S) AND SOURCES OF OTHER LOCAL, STATE OR FEDERAL PLANS OR PERMITS HERE AND IN THE FOLLOWING BULLETS.  DELETE LINES IF NOT NEEDED
·      
·      
·      
Section 600 
Monitoring Program and Reports
600.1
Site Inspections

INSTRUCTIONS:

· Include a Separator and Tab for Section 600 for ready reference.

· The site shall be inspected:

· Prior to a forecast storm

· after a rain event that causes runoff from the construction site

· at 24-hour intervals during extended rain events

· as specified in the project Special Provisions

· BMPs shall be evaluated for adequacy and proper implementation and whether additional BMPs are required in accordance with the terms of the Permits.

· Implementation of non-storm water discharge BMPs shall be verified and their effectiveness evaluated.

· One time discharges of non-storm water shall be inspected when such discharges occur.

· The results of the inspections and assessments shall be recorded on the Storm Water Quality Construction Site Inspection Checklist included in Appendix A to the “SWPPP and WPCP Preparation Manual”, Attachment H.  This checklist shall be used for all inspections unless the project’s Special Provisions require the Contractor to use a different checklist.

· A copy of each completed Storm Water Quality Construction Site Inspection Checklist shall be provided to the RE and a copy attached to the on-site SWPPP.  A tracking or follow-up procedure shall follow any inspection that identifies deficiencies in BMPs.

REQUIRED TEXT:

The contractor will inspect the site prior to a forecast storm, after a rain event that causes runoff from the construction site, at 24-hour intervals during extended rain events, and as specified in the project Special Provisions.  The results of all inspections and assessments will be documented and copies of the completed inspection checklists will be maintained with the SWPPP.  Site inspections conducted for monitoring purposes will be performed using the inspection checklist shown in Attachment H.

The name(s) and contact number(s) of the assigned inspection personnel are listed below:

Assigned inspector: NAME OF INSPECTOR
Contact phone: TELEPHONE NUMBER
600.2
Discharge Reporting
INSTRUCTIONS:

· Discharges will be reported in writing to the Resident Engineer verbally upon discovery and in writing within 7 days of occurrence.  A sample form for reporting discharges is shown in Attachment K.

· Note:
USEPA has issued regulations that define Reportable Quantity (RQ) levels for oil and hazardous substances.  These regulations are found in the Code of Federal Regulations at 40 CFR Part 110, Part 117, or Part 302.

· For example, an oily sheen in storm water runoff as a result of a spill or release is an exceedance of a RQ level.  The RQ level for dieldrin, a pesticide, is 1 kilogram.  A spill or release of one or more kg of dieldrin is an exceedance of the RQ threshold.
REQUIRED TEXT:

If a discharge occurs or if the project receives a written notice or order from any regulatory agency, the contractor will immediately notify the Engineer and will file a written report to the RE within 7 days of the discharge event, notice, or order.  Corrective measures will be implemented immediately following the discharge, notice or order.  A sample discharge form is provided in Attachment K.

The report to the RE will contain the following items:

· The date, time, location, nature of operation, and type of unauthorized discharge, including the cause or nature of the notice or order,

· The control measures (BMPs) deployed before the discharge event, or prior to receiving notice or order,

· The date of deployment and type of control measures (BMPs) deployed after the discharge event, or after receiving the notice or order, including additional measures installed or planned to reduce or prevent re-occurrence, and

· An implementation and maintenance schedule for any affected BMPs

600.3
Record Keeping and Reports

REQUIRED TEXT:

Records shall be retained for a minimum of three years for the following items:

· Site inspections

· Compliance certifications

· Discharge reports
· Approved SWPPP document and amendments







