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CGP Requires Year-Round Perimeter Controls 
 
Construction projects are now required to install and maintain effective temporary sediment 
perimeter controls year-round.  Inactive stockpiles must have temporary sediment perimeter 
controls.  Typical perimeter controls are silt fence and fiber rolls. There may be some conditions 
where gravel bag berms or straw bales are used for perimeter control. 
 
The perimeter control requirement also applies to inactive stockpiles at the project site.  Inactive 
stockpiles are defined as stockpiles that are not scheduled to be used for at least 14 days. Periodic 
inspection and removal of accumulated sediment is necessary to maintain the effectiveness of 
perimeter control BMPs.  
  
Temporary Perimeter Control:  Inspection and Maintenance 
 
• INSPECT  sediment control BMPs before, during, and after each storm event, 

and weekly year-round. 
• CORRECT a specific deficiency if found during the site inspection. Include necessary 

corrective action on the inspection checklist or stormwater site inspection report.  
• MAINTAIN BMPs by removing sediment as required by the contract special provisions. 

Typically, sediment should be removed when the accumulated depth reaches one-third of the 
barrier height or original volume. 

 
Guidance 
Construction Procedure Directive (CPD) 10-4 provides guidance and Contract Change 
Order (CCO) language to implement the new CGP on going projects, including year-round soil 
stabilization and sediment control best management practices in place of current rainy season 
requirements.  http://www.dot.ca.gov/hq/construc/CPDirectives/cpdindex.htm.  
 
Standard Special Provisions (SSP) 07-345, Water Pollution Control, has been 
revised to incorporate the new requirements of the CGP. Projects advertised after July 1, 2010, 
covered by the new CGP, will include this revised SSP.  
http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2006-SSPs/Updates/2010-06_updates/ 
 

Water Quality Dispatch is a periodic update of stormwater and related water quality news for the 
Department.  Verify information before taking action on these bulletins. WQdispatch@dot.ca.gov or call 
(916) 653-3738 with questions or suggestions for new topics. Posted online: 
http://www.dot.ca.gov/hq/env/stormwater/publicat/index.htm  


