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Topsoil
Silt (ML)
very dense, light gray, dry
Silt with sand (ML)
loose, grayish-brown, moist, fine grained sand
     Becomes firm

Silty sand (SM)
medium dense, light grayish-brown, moist, fine grained sand
     Becomes fine to medium
Sand with silt (SP-SM)
dense, gray, moist, poorly graded

Silt with sand (ML)
medium dense, dark brown, moist, fine grained sand

Silty sand to sandy silt (SM/ML)
medium dense, dark gray, moist, fine grained sand

     Becomes blue-gray, fine to medium grained sand

Fat clay (CH)
very stiff, blue-gray, moist

Silty sand (SM)
medium dense, blue-gray, moist, medium grained sand

Sandy lean clay (CL)
stiff, dark gray, moist, fine to medium grained sand
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LL=33; PI=7
SA: 62%<#200
pH=7.2; O.M.=2.8%
CEC=0.156 me/g

WA: 26%<#200

SA: 8%<#200

SA: 86%<#200
LL=35; PI=9

Driller indicates
clayey soil

Approximate
Surface Elevation

Groundwater
Level(s)

M. Smith

See Site Plan

Hammer
Data

Cascade DrillingCME 85 Drilling
Contractor

Date(s)
Drilled
Drilling
Method

63.5 kg, 762mm dropNot encountered

Location

Checked By

Sampling
Method(s)

Drill Rig
Type

Drill Bit
Size/Type

Borehole
Backfill See Well Construction Figure

Hollow-Stem Auger

P. Salter

ModifiedCalifornia/SPT

4/5/02 Logged By

15.7 meters254mm auger bit

33.0 m MSL

Total Depth
of Borehole
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Figure 710-3f-4

Project Location:   I-710, Florence Avenue Interchange
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18-3@50'
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Clayey sand to sandy lean clay (SC/CL)
dense, brown, moist, fine to medium grained sand

Sand with silt (SW-SM)
dense, yellowish-brown, moist, medium to coarse grained
sand,
well graded, with trace gravel up to 0.25" diameter

Lean clay (CL)
stiff, light brown, moist

Bottom of boring at 15.7 meters
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Figure 710-3f-4

Project Location:   I-710, Florence Avenue Interchange
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