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Use only on State-financed seal coat projects.

Add to SSP 05-010.

1.  Edit for proper seal coat section.

Attention is directed to "Maintaining Traffic," "Temporary Pavement Delineation" and "Seal Coat" of these special provisions.
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Before applying asphaltic emulsion or binder that would obliterate existing traffic stripes, the Contractor shall place temporary raised pavement markers on the existing traffic stripes as specified in "Temporary Pavement Delineation" of these special provisions.
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Before obliterating any pavement delineation (traffic stripes, pavement markings, and pavement markers) that is to be replaced on the same alignment and location, as determined by the Engineer, the pavement delineation shall be referenced by the Contractor, with a sufficient number of control points to reestablish the alignment and location of the new pavement delineation.  The references shall include the limits or changes in striping pattern, including one- and 2-way barrier lines, limit lines, crosswalks and other pavement markings.  Full compensation for referencing existing pavement delineation shall be considered as included in the contract prices paid for new pavement delineation and no additional compensation will be allowed therefor.

4.*  Edit to include type of paving and unit of measurement.

Prior to applying __________, the Contractor shall cover all manholes, valve and monument covers, grates, or other exposed facilities located within the area of application, using a plastic or oil resistant construction paper secured to the facility being covered by tape or adhesive.  The covered facilities shall be referenced by the Contractor, with a sufficient number of control points to relocate the facilities after the __________ has been placed.  After completion of the __________ operation, all covers shall be removed and disposed of in a manner satisfactory to the Engineer.  Full compensation for covering manholes, valve and monument covers, grates, or other exposed facilities, referencing, and removing temporary cover shall be considered as included in the contract price paid per __________ for __________, and no additional compensation will be allowed therefor.

5.  Paras 5 & 6: Delete "and pavement markings" if not included on the project.

Wherever final sweeping or brooming of the seal coat surface has been completed, permanent traffic stripes and pavement markings shall be completed within 10 days.
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Attention is directed to Section 9‑1.06, "Partial Payments," of the Standard Specifications.  For progress payment purposes, the Department will retain 50 percent of the estimated value of seal coat work done that has not received permanent traffic stripes and pavement markings.

