07-900_A03-09-01_DU

Page 3 of 3

 XE "07-900_A03-09-01_DU" 
Page 1 of 3
This special provision is to establish a pilot program for the purpose of reducing the emissions from off-road, heavy-duty equipment used during the construction phase of road improvement projects.

This program applies only to equipment with diesel engines between 50 hp and 750 hp.  A soft metric conversion was used.

The RE File should emphasize that final evaluation of emission reduction will use the Construction Equipment Emission Plan methodology submitted by the Contractor (see Para 6).  Before approving the Contractor's plan, the RE should be in agreement with the methodology.

Include supplemental funds for emissions reduction incentive program in the amount that is the LESSER of the maximum calculated amount using the formula in Para 9, or $250,000.  The supplemental funds included for this pilot program are excluded from the limits for supplemental work specified in the PS&E Guide.

10‑1.__  EMISSIONS REDUCTION INCENTIVE PROGRAM

The Contractor shall participate in a program for the purpose of reducing emissions of nitrogen oxides (NOx) during the construction phase of this contract.  Work performed under this program shall conform to these special provisions.  Participating in this program shall not relieve the Contractor from the responsibility of conforming to the plans and specifications for this contract.
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This program shall apply only to off-road, heavy-duty equipment powered by diesel engines with a rating between 37.3 and 559.3 kilowatts {50 and 750 horsepower}.  The Contractor shall receive an incentive payment for achieving a reduction in emissions as specified herein.

3

The Contractor shall provide for a reduction in NOx emissions to receive an incentive payment, by one of the following methods:

1.
More than 20 percent of the off-road, heavy-duty diesel equipment used during construction of the project shall be controlled equipment, based on fuel consumption.

2.
NOx emissions produced by off-road, heavy-duty diesel equipment during construction of the project shall be reduced to a NOx emission level less than that of a fleet utilizing 20 percent controlled equipment.
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Off-road, heavy-duty diesel equipment is defined as any self-propelled vehicle used for construction purposes, using diesel fuel, having a manufacturer's maximum gross vehicle weight rating of 2 721.5 kg {6,000 pounds} or more, with a power rating between 37.3 and 559.3 kilowatts {50 and 750 horsepower}, and moves only occasionally over highways, or which because of length, height, width, or weight, may not move over the public highways unladen without a permit conforming to the requirements of the California Vehicle Code.
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Controlled equipment is defined as equipment powered by a California Air Resources Board certified off-road diesel engine.  Certification shall be considered to mean the engine has a label attached in conformance to the requirements of the California Code of Regulations, Title 13.
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At least 10 days prior to starting work, the Contractor shall submit a Construction Equipment Emission Plan (CEEP) to the Engineer.  The plan will indicate the method used to achieve the emission reduction.  If method 2 as specified above, is selected, the Contractor shall describe in the plan how the emissions reduction will be determined.  The Engineer will review and approve, or return the plan to the Contractor for additional information within 10 days of receiving the plan.  The Contractor shall re-submit the plan within 7 days after receiving the Engineer's request for additional information.  With the Engineer's written approval, the Contractor may start work during the re-submittal period.  Data sheets shall be maintained and submitted as specified herein if work begins before the CEEP has been approved.
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The CEEP shall include data sheets that will be submitted to the Engineer biweekly, signed by an authorized representative of the Contractor.  The data sheets shall be maintained on a daily basis and include the following information for all off-road, heavy-duty diesel equipment used:

1.
Equipment identifying number conforming to the provisions in Section 5-1.10, "Equipment and Plants," of the Standard Specifications

2.
Equipment make and model

3.
Engine type and year

4.
Engine power rating

5.
Engine modifications

6.
Hours of operation

7.
Fuel usage

8.
A signed statement containing the following language:

The undersigned,

________________________________________________

Name





Date

________________________________________________

Title

hereby certifies that the information provided herein is true and correct.

8.  The maximum possible incentive will be the LESSER of $250,000 or the result of the equation in Para 9 when A=1.0.

The Engineer will review the CEEP and make an initial determination whether the Contractor will meet or exceed the 20 percent controlled equipment utilization.  If the Engineer's initial determination concludes the Contractor will meet or exceed the 20 percent controlled equipment utilization or equivalent, the Engineer will release 50 percent of the maximum possible incentive calculated for the contract with the first progress payment after approval of the CEEP, conforming to the provisions in Section 9-1.06, "Partial Payments," of the Standard Specifications.
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The total amount of payment due the Contractor under this incentive program will be based on the percent of emissions reduction attained, and will be determined as a percentage of the total contract value based on the following equation:

X=(A-0.2)B/40

where:

X
=
incentive payment due the Contractor

A
=
percent emission reduction or percent controlled vehicles used, based on time of use and amount of fuel used for off-road, heavy-duty diesel equipment (expressed as a decimal)

B
=
total contract value including extra work, not including incentive payment for emissions reduction.

If A < 0.20, then X = 0.

10

The total payment for emission reduction incentive program shall not exceed $250,000.
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At completion of the contract, the information collected in the data sheets submitted by the Contractor will be evaluated and used to make a final determination whether the Contractor has met or exceeded the 20 percent emissions reduction.  Based on this evaluation, adjustments to the calculated incentive payment will be made.  The final incentive amount, less the initial payment made upon approval of the CEEP, will be paid upon completion of this final determination.
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Based on the final determination of percent emission reduction, any excess payment previously made for emission reduction incentive program to the Contractor will be deducted from moneys due or to become due the Contractor.

