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Use when applicable.  Add to SSP 15-010.

ABANDON WATER WELL

Existing water wells where shown on the plans to be abandoned, shall be abandoned as specified in these special provisions.

 2

Wells shall be abandoned after completion of clearing and grubbing in the area of the well involved, but prior to starting earthwork operations, except as otherwise specified in these special provisions.

3

The Contractor shall submit a "Notice of Intent" to the Department of Water Resources prior to starting work and also submit the "Water Well Drillers Reports" to the Department of Water Resources within 30 days after completion of the work in conformance with the provisions of the California Water Code, Sections 13750 through 13755.  A copy of the above reports shall be submitted to the Engineer concurrently with submittal to the Department of Water Resources.

4

If the Engineer orders preliminary work, such as removing obstructions or materials that would interfere with filling or sealing the well or removing casing or lining below the grading plane, the preliminary work will be paid for as extra work as provided in Section 4‑1.03D of the Standard Specifications.

5

After completion of preliminary work, material permitted to enter the well that will obstruct or interfere with filling and sealing of the well involved shall be removed by the Contractor at the Contractor's expense.

6

Filler materials shall be clay, silt, sand, gravel, crushed stone, native soils or mixtures thereof.  Material containing organic matter shall not be used.

7

Filler materials shall be placed in such a manner that will assure no jamming or bridging of the material.

8

Sealing materials shall be neat cement, cement grout, concrete, bentonite clays, silt and clays, well proportioned mixes of silts, sands, and clays (or cement) or native soils and natural material having a coefficient of permeability of less than 30 meters {100 feet} per year.  Used drilling muds shall not be used.

9

Neat cement shall be composed of 50 kilograms {110 pounds} of cement per 22 to 30 liters {6 to 8 gallons} of clean water.  Cement grout shall be composed of not more than 2 parts of sand to one part of cement with 22 to 30 liters {6 to 8 gallons} of clean water per 50 kilograms {110 pounds} of cement.  Concrete shall be produced from commercial quality aggregates and cement and shall contain not less than 350 kilograms of cement per cubic meter {590 pounds of cement per cubic yard}.

10

Concrete shall be placed in one continuous operation by methods that prevent free fall, dilution, or separation of aggregates and cement.
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At the time of placement, the volume of material placed in the well shall be verified to be at least equal to the volume of the empty hole.

Use Paras 12, 13 & 14 when abandon well is to be paid for on the basis of the quantity of filler and sealing material.

12

Filler material and sealing material will be measured by the cubic meter {cubic yard}, in the vehicle, in conformance with the provisions in Section 9‑1.01, "Measurement of Quantities," of the Standard Specifications.

13

The contract prices paid per cubic meter {cubic yard} for filler material (well abandonment) and per cubic meter {cubic yard} for sealing material (well abandonment) shall include full compensation for furnishing all labor, materials, tools, equipment, and incidentals, and for doing all the work (except preliminary work ordered by the Engineer) involved in abandoning water wells, as shown on the plans, as specified in the Standard Specifications and these special provisions, and as directed by the Engineer.

14

Full compensation for compiling and furnishing reports shall be considered as included in the contract prices paid per cubic meter {cubic yard} for filler material (well abandonment) and sealing material (well abandonment) and no additional compensation will be allowed therefor.

15.  Use if unit basis is used.

Abandon water well will be measured and paid for by the unit from actual count of wells abandoned.  Full compensation for compiling and furnishing reports shall be considered as included in the contract unit price paid for abandon water well and no additional compensation will be allowed therefor.

