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Use only in highway planting projects.

Use when applicable.  Insert in Section 10‑1.  Do NOT USE in Section 10‑2.

Include Standard Plan H8 for Maintenance Vehicle Pullout.

Do NOT use this SSP for highway construction projects.  It is permissible to use Standard Plan H8 for Maintenance Vehicle Pullout, but the special provisions for earthwork and the structural section shall be made up from the normal non-landscape SSPs for construction projects.

When a dike or curb is to be removed, add special provisions and details.

Add special provisions for imported borrow, if required, when maintenance vehicle pullout is to be constructed in an existing embankment area and borrow material is required.  If there is other earthwork on the project, borrow special provisions may not be required in this section.

10‑1.__  MAINTENANCE VEHICLE PULLOUT

Maintenance vehicle pullouts shall be constructed as shown on the plans and in conformance with these special provisions.

2

EARTHWORK

Earthwork shall conform to the provisions in Section 19, "Earthwork," of the Standard Specifications and these special provisions.

3

The grading plane shall not be more than 15 mm {0.05‑foot} above the grade established by the Engineer.

4

A relative compaction of not less than 95 percent shall be obtained for a minimum depth of 150 mm {0.5‑foot} below the grading plane. 

5.  Use when there is surplus excavated material.

Surplus excavated material shall become the property of the Contractor and shall be disposed of outside the highway right of way in conformance with the provisions in Section 7‑1.13, "Disposal of Material Outside the Highway Right of Way," of the Standard Specifications.

6.  Use when soil sterilization is required, include SSP 39-251.   Otherwise delete.

SOIL TREATMENT

A soil sterilant shall be applied to those areas that are to receive asphalt concrete.  Soil sterilant and the application thereof shall conform to the provisions in "Soil Treatment" of these special provisions.

7

AGGREGATE BASE

Aggregate for aggregate base shall conform to the provisions specified for 19‑mm {3/4 inch}, Maximum, aggregate grading in Section 26‑1.02A, "Class 2 Aggregate Base," of the Standard Specifications.

8

Aggregate base shall be a minimum of 150 mm {0.5‑foot} thick.  Aggregate base shall be spread and compacted in conformance with the provisions in Section 26‑l.04, "Spreading," and Section 26‑l.05, "Compacting," of the Standard Specifications.

9.  Use Para 9 when SSP 39-250 is included.  Delete Para 10.

ASPHALT CONCRETE

Asphalt concrete for maintenance vehicle pullouts shall be a minimum 80 mm {0.25‑foot} thick in compacted thickness and shall conform to the provisions in "Asphalt Concrete" of these special provisions, except the aggregate shall conform to the 12.5 mm {1/2 inch} maximum grading.

10.  Use when no asphalt concrete special provisions are in Section 10-1.  Delete Para 9.

ASPHALT CONCRETE

Asphalt concrete for maintenance vehicle pullouts shall be a minimum 80 mm {0.25‑foot} thick and shall conform to the following material requirements:

A.
Asphalt concrete shall be produced at a central mixing plant.

B.
Paving asphalt and aggregates shall be commercial quality.

C.
The amount of asphalt binder to be mixed with the aggregate shall be between 5 percent and 10 percent by mass of the dry aggregate.  The exact amount will be determined by the Engineer.

D.
The aggregate shall have a Sand Equivalent value of not less than 30.

E.
The aggregate shall conform to the 12.5‑mm {1/2 inch} Maximum grading specified for Type B asphalt concrete in Section 39‑2.02, "Aggregate," of the Standard Specifications.

11

A Certificate of Compliance for the asphalt concrete shall be furnished to the Engineer in conformance with the provisions in Section 6‑1.07, "Certificates of Compliance," of the Standard Specifications.

12

Asphalt concrete shall be spread at a temperature of not less than 121°C {250° F}.  Spreading shall be performed by methods that will produce an asphalt concrete surfacing of uniform smoothness and texture.

13

Asphalt concrete shall be placed and compacted over the aggregate base in 2 or more layers of approximately equal thickness.

14

Asphalt concrete shall be compacted with a power roller.  Where power rollers cannot be operated, compaction shall be obtained by hand rollers or by an impactor.

Use Paras 15 & 16 when more than one maintenance vehicle pullout is to be constructed and the maintenance vehicle pullouts are not the same size or shape.  Delete Paras 17 & 18.

15

MEASUREMENT

Maintenance vehicle pullouts will be measured and paid for by the square meter {square yard} as determined from the dimensions shown on the plans for the surface area of asphalt concrete in the maintenance vehicle pullouts or from other dimensions that may be ordered in writing by the Engineer.

16*.  Delete "soil treatment," if not required.

PAYMENT

The contract price paid per square meter {square yard} for maintenance vehicle pullout shall include full compensation for furnishing all labor, materials, tools, equipment, and incidentals, and for doing all the work involved in constructing maintenance vehicle pullouts, complete in place, including earthwork, soil treatment, aggregate base, and asphalt concrete, as shown on the plans, as specified in the Standard Specifications and these special provisions, and as directed by the Engineer.

Use Paras 17 & 18, use when only one maintenance vehicle pullout is to be constructed or when more than one maintenance vehicle pullout is to be constructed and the maintenance vehicle pullouts are the same size and shape.  Delete Paras 15 & 16.

17

MEASUREMENT.

The quantity of maintenance vehicle pullouts will be measured by the unit as determined from actual count in place.

18*.  Delete "soil treatment," if not required.

PAYMENT

The contract unit price paid for maintenance vehicle pullout shall include full compensation for furnishing all labor, materials, tools, equipment, and incidentals, and for doing all the work involved in constructing maintenance vehicle pullouts, complete in place, including earthwork, soil treatment, aggregate base, and asphalt concrete, as shown on the plans, as specified in the Standard Specifications and these special provisions, and as directed by the Engineer.

