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Use when applicable.

10‑1.__  AGGREGATE BASE

Aggregate base shall be Class 3 and shall conform to the provisions in Section 26, "Aggregate Bases," of the Standard Specifications and these special provisions.
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The restriction that the amount of reclaimed material included in Class 3 aggregate base not exceed 50 percent of the total volume of the aggregate used shall not apply.  Aggregate for Class 3 aggregate base may include reclaimed glass.  Aggregate base incorporating reclaimed glass shall not be placed at locations where surfacing will not be placed over the aggregate base.

3*.  Add grading and quality requirements for Class 3 aggregate base.  If the alternative gradings specified in Section 26-1.02B are to be used, delete the Grading Requirements Table.

Aggregate for Class 3 aggregate base shall conform to the following requirements:

Grading Requirements (Percentage Passing)


________Maximum

Sieve Sizes
Operating Range
Contract Compliance

50‑mm {2"}



37.5‑mm {1 1/2"}



25‑mm {1"}



19‑mm {3/4"}



4.75‑mm {No. 4}



600‑µm {No. 30}



75‑µm {No. 200}



Quality Requirements

Tests
Operating Range
Contract Compliance

Sand Equivalent



Resistance (R‑value)



4.  Use when durability index is a requirement.

The aggregate shall not be treated with lime, cement or other chemical material before the Durability Index test is performed.  Untreated reclaimed asphalt concrete and portland cement concrete will not be considered to be treated with lime, cement or other chemical material for purposes of performing the Durability Index test.

