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Use when applicable.

10‑1.__  ASPHALT REJUVENATING AGENT

Asphalt rejuvenating agent shall be applied to new asphalt concrete pavement in conformance with the provisions for fog seal coat in Section 37, "Bituminous Seals," of the Standard Specifications and these special provisions.
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The asphalt rejuvenating agent shall be composed of a petroleum resin oil base uniformly emulsified with water and shall conform to the following requirements:

Test
Test Method
Requirements 

Viscosity, 25°C, SFS
AASHTO T 59
15-40 

Miscibility Test* 
AASHTO T 59
No coagulation

Sieve Test**,  percent 
AASHTO T 59
0.10 max.

Particle Charge Test
AASHTO T 59
Positive

Residue, percent 
California Test 351
60 min.

Tests on Residue:



Viscosity, 60°C, m2/S x 10-6 
AASHTO T 201
100-200 

Asphaltenes, percent
California Test 352
0.75 max.

* Test procedure:  AASHTO T 59 to be modified by using 0.02 normal calcium chloride solution in place of distilled water.

** Test procedure:  AASHTO T 59 to be modified by using distilled water in place of 2 percent sodium oleate solution.
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If asphalt rejuvenating agent is used prior to sampling and testing, as provided in Section 6‑1.07, "Certificates of Compliance," of the Standard Specifications, a Certificate of Compliance shall accompany each copy of the test report for each shipment to each job.  In addition to the required signature of the vendor or the vendor's representative certifying compliance with job requirements, the certificate shall show the shipment number, type of material, refinery, consignee, destination, quantity, contract number or purchase order number and date of shipment.
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Asphalt rejuvenating agent furnished without a Certificate of Compliance shall not be used in the work until the Engineer has had sufficient time to make appropriate tests and has approved the asphalt rejuvenating agent for use.
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Before spreading, water shall be added to, and mixed with, the asphalt rejuvenating agent at the approximate rate of one part water, by volume, to 2 parts rejuvenating agent.  The combined mixture of asphalt rejuvenating agent and water shall be spread at the rate of from 0.2 liter to 0.7 liter per square meter {0.05 to 0.15‑gallon per square yard} of surface covered.  The exact rate of application will be determined by the Engineer.
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Asphalt rejuvenating agent will be measured and paid for by the tonne {ton} as asphalt rejuvenating agent in the same manner provided for asphaltic emulsion in Section 37‑1.08, "Measurement," and Section 37‑1.09, "Payment," of the Standard Specifications.
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No adjustment of compensation will be made for any increase or decrease in the quantity of asphalt rejuvenating agent required, regardless of the reason for the increase or decrease.  The provisions in Section 4‑1.03B, "Increased or Decreased Quantities," of the Standard Specifications shall not apply to the item of asphalt rejuvenating agent.

