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Add one or more of these miscellaneous clauses to SSP 39‑010 when required.

1*.  Use when prime coat is required and the quantity involved is less than one tonne.  Specify MC or SC and grade of liquid asphalt in the blank space.  If prime coat is required and quantity is one tonne or more, use contract pay item and delete Para 1.

A prime coat of liquid asphalt, _____ shall be applied. 

2.  Use when asphalt concrete (miscellaneous area) locations to be paid for as place asphalt concrete (miscellaneous area) are designated on the plans.  Delete Para 3 when Para 2 is used.

The miscellaneous areas to be paid for at the contract price per square meter {square yard} for place asphalt concrete (miscellaneous area), in addition to the prices paid for the materials involved, shall be limited to the areas listed on the plans.

3*.  Use when asphalt concrete (miscellaneous area) locations to be paid for as place asphalt concrete (miscellaneous area) are designated in the special provisions.  Delete Para 2 when Para 3 is used.

The miscellaneous areas to be paid for at the contract price per square meter {square yard} for place asphalt concrete (miscellaneous area), in addition to the prices paid for the materials involved, shall be limited to ditches, overside drains, aprons at the ends of drainage structures, _______ ______________________________________________.

4*

In median areas adjacent to slotted median drains, each layer of asphalt concrete shall not exceed ___ mm {___‑foot}, maximum compacted thickness.

5

Aggregate for asphalt concrete dikes shall be in conformance with the provisions for 9.5‑mm {3/8 inch} Maximum grading in Section 39‑2.02, "Aggregate," of the Standard Specifications.

6

If the Contractor selects the batch mixing method, asphalt concrete shall be produced by the automatic batch mixing method in conformance with the provisions in Section 39‑3.03A(2), "Automatic Proportioning," of the Standard Specifications.

7*

If the finished surface of the asphalt concrete on Route ____ traffic lanes does not meet the specified surface tolerances, the surfacing shall be brought within tolerance by either (1) abrasive grinding (with fog seal coat on the areas which have been ground), (2) removal and replacement or (3) placing an overlay of asphalt concrete.  The method will be selected by the Engineer.  The corrective work shall be at the Contractor's expense.

8

If abrasive grinding is used to bring the finished surface to the specified surface tolerances, additional grinding shall be performed, as necessary, to extend the area ground in each lateral direction so that the lateral limits of grinding are at a constant offset from, and parallel to, the nearest lane line or pavement edge, and in each longitudinal direction so that the grinding begins and ends at lines normal to the pavement centerline, within any ground area.  Ground areas shall be neat rectangular areas of uniform surface appearance.  Abrasive grinding shall conform to the provisions in the first paragraph and the last 4 paragraphs in Section 42‑2.02, "Construction," of the Standard Specifications.

9*.  Use ONLY when chain wear may be a concern, otherwise delete Para.  Delete "Except for open graded asphalt concrete, " if there is no open graded asphalt concrete on the project.

Except for Open Graded asphalt concrete, in addition to the provisions listed in Section 39, "Asphalt Concrete," of the Standard Specifications, the asphalt concrete shall conform to the following quality requirement when mixed with the asphalt used on the job in the amount determined to be optimum by California Test 367:

Test
California Test
Requirement

Surface Abrasion
360
Loss not to exceed 0.4g/cm2

