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Use when the existing asphalt concrete and a portion of the underlying base are to be replaced without damaging the base to remain in place.

Plans must show limits of existing asphalt concrete to be replaced and typical section of replacement.

10‑1.__  REPLACE ASPHALT CONCRETE SURFACING

This work shall consist of removing existing asphalt concrete surfacing and underlying base material and replacing the removed surfacing and base material with new asphalt concrete as shown on the plans and in conformance with these special provisions.

2

The exact limits of asphalt concrete surfacing to be removed and replaced will be determined by the Engineer.

3

Existing asphalt concrete surfacing and underlying base material removed during a work period shall be replaced before the time the lane is to be opened to public traffic in conformance with the provisions in "Maintaining Traffic" of these special provisions.

4

The outline of the asphalt concrete to be removed shall be cut on neat lines with a power-driven saw to a minimum depth of 50 mm {0.15‑foot} before removing the surfacing.  Surfacing and base shall be removed without damage to surfacing that is to remain in place.  Damage to pavement which is to remain in place shall be repaired to a condition satisfactory to the Engineer or the damaged pavement shall be removed and replaced with new asphalt concrete if ordered by the Engineer.  Repairing or removing and replacing pavement damaged outside the limits of pavement to be replaced shall be at the Contractor's expense and will not be measured nor paid for.

5

Removed materials shall be disposed of outside the highway right of way in conformance with the provisions in Section 7‑1.13, "Disposal of Material Outside the Highway Right of Way," of the Standard Specifications.

6

The material remaining in place, after removing surfacing and base to the required depth, shall be graded to a plane, watered, and compacted.  The finished surface of the remaining material shall not extend above the grade established by the Engineer.

7

Areas of the base material which are low as a result of over excavation shall be filled, at the Contractor's expense, with asphalt concrete.

8.  Add SSP 39-010 with editing.

Asphalt concrete shall conform to the provisions for asphalt concrete in "Asphalt Concrete" of these special provisions except for payment.

9

The quantity of replace asphalt concrete surfacing to be paid for will be measured by the cubic meter {cubic yard}.  The volume to be paid for will be calculated on the basis of the dimensions shown on the plans adjusted by the amount of any change ordered by the Engineer.

10

The contract price paid per cubic meter {cubic yard} for replace asphalt concrete surfacing shall include full compensation for furnishing all labor, materials (including asphalt concrete), tools, equipment, and incidentals, and for doing all the work involved in replacing asphalt concrete surfacing, complete in place, as shown on the plans, as specified in the Standard Specifications and these special provisions, and as directed by the Engineer.

11

If the aggregates for the asphalt concrete did not meet the "Contract Compliance" requirements for Sand Equivalent or gradation and if the Contractor requests the material be accepted on the basis of a penalty, in conformance with the provisions in the Section 39‑2.02, "Aggregate," of the Standard Specifications, and the Engineer approves the request, the penalty shall be $4.58 per cubic meter {$3.50 per cubic yard}.

