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Use for cast-in-place prestressed [CIP P/S] box girder structures.

Include SSP 50-510 when this SSP is used.

Cost Reduction Incentive PROPOSALS FOR CAST‑IN‑PLACE PRESTRESSED BOX GIRDER BRIDGES
Except as provided herein, cast‑in‑place prestressed box girder bridges shall be constructed in conformance with the details shown on the plans and the provisions in Section 50, "Prestressing Concrete," and Section 51, "Concrete Structures," of the Standard Specifications. 

2

If the Contractor submits cost reduction incentive proposals for cast-in-place prestressed box girder bridges, the proposals shall be in conformance with the provisions in Section 5‑1.14, "Cost Reduction Incentive," of the Standard Specifications and these special provisions.

3

The Engineer may reject any proposal which, in the Engineer's judgment, may not produce a structure which is at least equivalent to the planned structure.

4

At the time the cost reduction incentive proposal (CRIP) is submitted to the Engineer, the Contractor shall also submit 4 sets of the proposed revisions to the contract plans, design calculations, and calculations from an independent checker for all changes involved in the proposal, including revisions in camber, predicted deck profile at each construction stage, and falsework requirements to the Office of Structure Design, Documents Unit, P.O. Box 942874, Sacramento, CA 94274-0001 (1801 30th Street, Sacramento, CA 95816), telephone (916) 227‑8230.  When notified in writing by the Engineer, the Contractor shall submit 12 sets of the CRIP plan revisions and calculations to the Office of Structure Design for final approval and use during construction.  The calculations shall verify that all requirements are satisfied.  The CRIP plans and calculations shall be signed by an engineer who is registered as a Civil Engineer in the State of California.

5

The CRIP plans shall be either 279 mm x 432 mm {11 inch x 17 inch}, or 559 mm x 864 mm {22 inch x 34 inch} in size.  Each CRIP plan sheet and calculation sheet shall include the State assigned designations for the contract number, bridge number, full name of the structure as shown on the contract plans, and District-County-Route-Kilometer Post {Post Mile}.  Each CRIP plan sheet shall be numbered in the lower right hand corner and shall contain a blank space in the upper right hand corner for future contract sheet numbers.

6

Within 3 weeks after final approval of the CRIP plan sheets, one set of the corrected good quality prints on 75-g/m2 {20 pound} (minimum) bond paper, 559 mm x 864 mm {22 inch x 34 inch} in size, of all CRIP plan sheets prepared by the Contractor for each CRIP shall be furnished to the Office of Structure Design, Documents Unit.

7*.  Enter estimated review time from Office of Structure Design [OSD].

Each CRIP shall be submitted prior to completion of 25 percent of the contract working days and sufficiently in advance of the start of the work that is proposed to be revised by the CRIP to allow time for review by the Engineer and correction by the Contractor of the CRIP plans and calculations without delaying the work.  The Contractor shall allow a minimum of ____ weeks for the review of a CRIP.  In the event that several CRIPs are submitted simultaneously, or an additional CRIP is submitted for review before the review of a previously submitted CRIP has been completed, the Contractor shall designate the sequence in which the CRIPs are to be reviewed.  In this event, the time to be provided for the review of any proposal in the sequence shall be not less than the review time specified herein for that proposal, plus 2 weeks for each CRIP of higher priority which is still under review.

8

Should the review not be complete by the date specified in the Contractor's CRIP, or such other date as the Engineer and Contractor may subsequently have agreed to in writing and if, in the opinion of the Engineer, the Contractor's controlling operation is delayed or interfered with by reason of the delay in review of CRIP plans and calculations, an extension of time commensurate with the delay in completion of the work thus caused will be granted as provided in Section 8‑1.07, "Liquidated Damages," of the Standard Specifications except that the provisions in Section 8‑1.09, "Right of Way Delays," of the Standard Specifications shall not apply.

9

Permits and approvals required of the State have been obtained for the structures shown on the plans.  Proposals which result in a deviation in configuration may require new permits or approvals.  The Contractor shall be responsible for obtaining the new permits and approvals before the Engineer will reach a decision on the proposal.  Delays in obtaining permits and approvals will not be reason for granting an extension of contract time.

10

All proposed modifications shall be designed in conformance with the bridge design specifications and procedures currently employed by the Department.  The proposal shall include all related, dependent or incidental changes to the structure and other work affected by the proposal.  The proposal will be considered only when all aspects of the design changes are included for the entire structure.  Changes, such as but not limited to, additional reinforcement and changes in location of reinforcement, necessary to implement the CRIP after approval by the Engineer, shall be made at the Contractor's expense.

11

Modifications may be proposed in (1) the thickness of girder stems and deck slabs, (2) the number of girders, (3) the deck overhang dimensions as specified herein, (4) the amount and location of reinforcing steel, (5) the amount and location of prestressing force in the superstructure, and (6) the number of hinges, except that the number of hinges shall not be increased.  The strength of the concrete used may be increased but the strength employed for design or analysis shall not exceed 42 MPa {6,100 pounds per square inch}.

12

Modifications proposed to the minimum amount of prestressing force which must be provided by full length draped tendons are subject to the provisions in "Prestressing Concrete" of these special provisions.

13

No modifications will be permitted in (1) the foundation type, (2) the span lengths or (3) the exterior dimensions of columns or bridge superstructure, except that the overhang dimension from face of exterior girder to the outside edge of roadway deck may be uniformly increased or decreased by 25 percent on each side of the box girder section.  Fixed connections at the tops and bottoms of columns shown on the plans shall not be eliminated.

14

The Contractor shall be responsible for determining construction camber and obtaining the final profile grade as shown on the plans.

15

The Contractor shall reimburse the State for the actual cost of investigating CRIPs for cast-in-place prestressed box girder bridges submitted by the Contractor.  The Department will deduct this cost from any moneys due, or that may become due the Contractor under the contract, regardless of whether or not the proposal is approved or rejected.

