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The use of creosote in State waters is subject to the approval of the Department of Fish & Game or other permitting agency.  Check the project permits prior to final editing of this spec.

10‑1.__  TIMBER CRIB WALLS

Timber crib walls shall be constructed as shown on the plans and in conformance with the provisions in Section 57, "Timber Structures," of the Standard Specifications, and these special provisions.

2.  If required, put a clause in "Order of Work" making ordering crib wall timber a first order of work.  If not required delete this paragraph.  Contract may need to have a delayed start if there is not enough time for crib wall timber to be ordered and treated.

Attention is directed to the section, "Order of Work," in these special provisions regarding crib wall timber.

3

Crib walls shall consist of a series of rectangular cells composed of timber headers, stretchers, and blocks.

4

Timbers shall be full sawn, No. 1 grade Douglas fir-Larch.

5

Timber shall be pressure treated after fabrication with creosote, creosote-coal tar solution, creosote-petroleum solution (50‑50) or pentachlorophenol (Type A or C).  Only one type of preservative shall be used for treating the timber for each separate installation.  The application of preservative treatment shall be that recommended for below ground use.

6

The members shall be handled in such a manner that prevents damage.  Members that are damaged during handling and placing shall be removed and replaced with new members by the Contractor at the Contractor's expense.

7

Crib walls shall be placed to the lines and grades established by the Engineer.  The foundation for crib walls shall be excavated as shown on the plans and shall conform to the provisions in Section 19, "Earthwork," of the Standard Specifications, and in "Earthwork" of these special provisions.  The foundation shall be approved in writing by the Engineer before any crib members are placed.

8

Structure backfill for crib walls shall conform to the provisions in Section 19‑3.06, "Structure Backfill," of the Standard Specifications.

9

Timber crib walls will be measured by the square meter {square foot} for the type or types shown in the Engineer's Estimate.  The square meter {square foot} area will be measured on the batter at the outer face for the height from the bottom of the bottom stretcher to the top of the top stretcher and for a length measured from end to end of each section of wall.

10

The contract price paid per square meter {square foot} for timber crib wall shall include full compensation for furnishing all labor, materials, tools, equipment, and incidentals, and for doing all the work involved in constructing timber crib walls, except excavation and backfill, complete in place, as shown on the plans, as specified in the Standard Specifications and these special pro​visions, and as directed by the Engineer.

11

Excavation and backfill for timber crib walls will be measured and paid for by the cubic meter {cubic yard} as structure excavation (crib wall) and structure backfill (crib wall), respectively.

