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Insert into the section of special provisions specifying the metal involved when galvanized surfaces are to be painted.  Provide for payment.

Galvanized surfaces usually are not painted.

Exposed galvanized surfaces shall be prepared and painted in conformance with the provisions in Section 59‑3, "Painting Galvanized Surfaces," of the Standard Specifications and these special provisions.
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Exposed areas of galvanized surfaces shall receive a minimum of 2 finish coats of paint conforming to either the requirements for White Tintable Finish Paint-Waterborne, Formula PWB‑164B, or an exterior grade latex paint formulated for use on properly prepared surfaces and conforming to the following:

A.


Property
Value
ASTM Designation

Pigment content, percent
24 max.
D 3723

Nonvolatile content, mass percent
49 min.
D 2369

Consistency, KU
75 min. to 90 max.
D 562

Fineness of grind, Hegman
less than 25‑µm {one mil}
D 1210

Drying time at 25°C {77° F}, 50% RH, 100‑µm {4‑mil} wet film: 

Set to touch, minutes

Dry through, hours
30 max.

1 max.
D 1640

Adhesion
4A
D 3359, Procedure A

B.
No visible color change in the finish coats shall occur when tested in conformance with the requirements in ASTM Designation:  G 53 using FS 40 UV‑B bulbs for a minimum of 38 cycles.  The cycle shall be 4 hours of ultraviolet (UV) exposure at 60°C {140° F} and 4 hours of condensate exposure at 40°C {104° F}.

C.
The vehicle shall be an acrylic or modified acrylic copolymer with a minimum of necessary additives.
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The total dry film thickness of all applications of the first finish coat shall be not less than 50 µm {2 mils}.
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Except as approved by the Engineer, a minimum drying time of 12 hours shall be allowed between finish coats.

5*.  Edit if color is NOT Ranch Green, No. 24491.

The second finish coat color shall match Federal Standard 595B, No. 24491.  The total dry film thickness of all applications of the second finish coat shall be not less than 50 µm {2 mils}.
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The 2 finish coats shall be applied in 2 or more applications to a total dry film thickness of not less than 100 µm {4 mils} nor more than 200 µm {8 mils}.

