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Use when Class 3 Permeable Material is recommended by Office of Roadway Geotechnical Engineering.

Include SSP S8-M81 when Para 5 is used.

10‑1.__  PERMEABLE MATERIAL

Permeable material shall conform with the details shown on the plans, and to the provisions in Section 68‑1, "Underdrains," of the Standard Specifications, and these special provisions.
2.  Use Paras 2 through 4 when Class 3 permeable material is used.  Approval of the Office of Roadway Geotechnical Engineering is required for editing.

Class 3 permeable material shall conform to the following grading requirements:

Grading Requirements

Sieve Sizes
Percentage Passing

37.5-mm {1 1/2"}
100

25-mm {1"}
88-100

19-mm {3/4"}
52-85

9.5-mm {3/8"}
15-38

4.75-mm {No. 4}
0-16

2.36-mm {No. 8}
0-6

3.

Class 3 permeable material shall have a Durability Index of not less than 40.

4.

At least 90 percent by mass of Class 3 permeable material shall be crushed particles as determined by California Test 205.

5*.  Edit as necessary.  When all subparagraphs are deleted, delete "and the following:"

Filter fabric for use with permeable material shall conform to the provisions for filter fabric for underdrains in Section 88, "Engineering Fabrics," of the Standard Specifications and the following:

A.
The subgrade and trench to receive the filter fabric, immediately prior to placing, shall conform to the compaction and elevation tolerance specified for the material involved.

B.
Filter fabric shall be handled and placed in conformance with the manufacturer's recommendations.

C.
The fabric shall be aligned and placed in a wrinkle-free manner.

D.
Within 72 hours after the filter fabric has been placed, the fabric shall be covered with the planned thickness of overlying material as shown on the plans.

