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Use when Contractor-furnished Model 170 cabinets without traffic signal equipment are required.

1*.  Edit title as required and fill in blank to match designations used on the plans.

10‑3.__  CONTROLLER CABINETS

The _____ cabinets shall conform to the provisions in Section 86‑3.03, "Model 170 and Model 2070 Controller Assemblies," of the Standard Specifications and these special provisions.

2*.  Use for Model 332 type cabinets.  Edit for required equipment.

Cabinets shall be Type 1 and shall consist of a Type 1 housing (A or B), a mounting cage 1, and the following listed equipment.  The equipment shall conform to the provisions of Chapter 6 of the Traffic Signal Control Equipment Specifications (TSCES) for Model 332 or 334 cabinets.

A.
Service panel No. 1

B.
Power distribution assembly

C.
______________________

D.
______________________

3*.  Use for Model 336 type cabinets.  Edit for required equipment.

Where shown on the plans, cabinets shall be Type 2 which shall consist of a Type 2 housing, a mounting cage 2, and the following listed equipment.  The equipment shall conform to the provisions in Chapter 6 of the Traffic Signal Control Equipment Specifications (TSCES) for Model 336 cabinets.

A.
Service panel No. 2

B.
Power distribution assembly

C.
______________________

D.
______________________

4.  Delete if the police panel is required.

Police panels will not be required.

5*.  Use if cabinets contain Contractor-furnished electrical/electronic equipment and testing at the Transportation Laboratory is required.  Provide sufficient time in delayed start or in working days for 30 days testing at the Transportation Laboratory.  Fill in blank to match designation on the plans.

Prior to shipping to the project site, each _______ cabinet shall be submitted to the Transportation Laboratory for acceptance testing.  The costs of transportation to and from the Laboratory shall be at the Contractor's expense.

 6*.  Use for Model 336 type cabinets when the steel pedestal mount is desired in lieu of a raised concrete pedestal.  Edit as appropriate.

Type 2 cabinets shall be the pedestal mount type as shown in the Traffic Signal Control Equipment Specifications (TSCES).

7*.  Use 2nd or 3rd sentence if Model 336 type cabinets are to be used.  Use the 3rd sentence if Para 6 is used.  Delete sentences that do not apply.

Foundations for Type 1 housing shall conform to the details in the plans for Model 332 and 334 cabinets.  Foundations for Type 2 cabinets shall conform to the details in the plans for Type M or Type 336 cabinets.  Foundations for Type 2 cabinets shall conform to the details in the plans for Type G cabinets.

8*.  Use when required and fill in blank to match the cabinet designation on the plans.

The Engineer shall be notified when each _______ cabinet is ready for the functional test.  The functional test will be conducted by State forces.

9.  Listed are suggested circuit breakers.  Edit as required for the work.

The following equipment shall be provided with each power distribution assembly:

A.
Two each of Duplex NEMA Type 5‑20R controller receptacle

B.
One each of 30 A, 1‑pole, 120 V (ac) Main circuit breaker

C.
One each of 15 A, 1‑ pole, 120 V (ac) circuit breaker

D.
Two each of 20 A, 1‑ pole, 120 V (ac) circuit breaker

10

Six steel supporting angles extending from the front to the back rails shall be supplied to support the State-furnished fixed shelf and 2 Contractor‑furnished shelves.  The shelf shall be attached to the top of 2 supporting angles with 4 screws.  The front of the shelf shall abut the front member of the mounting cage.  The shelves shall be arranged as shown on the plans.  The angles shall be designed to support a minimum of 23 kilograms {50 pounds} each.  The horizontal side of each angle shall be a minimum of 76 mm {3 inches}.  The angles shall be vertically adjustable.

11

Three terminal blocks shall be furnished as shown on the plans.  Terminal blocks shall conform to the requirements in Chapter 6, Section 5, Subsection 6.5.3, "Terminal Blocks," Paragraph 5.3.1 of the TSCES, except that the screw size shall be 8‑32.

