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USE WITH 2006 STANDARDS.

Use this specification when the project includes steel pipe for CISS piles, unfilled pipe piles (including when the option to use steel pipe piling is allowed per the plans or standard plans),or permanent steel casings for CIDH piles.  Use with S8-W04 and S8-W09.  Include SSP 49-350 in the special provisions.

STEEL PIPE PILING QUALIFICATION AUDIT

1

The Contractor shall submit documentation that one of the following steel pipe piling qualification audits has been successfully completed before welding operations are performed, other than field welding, for steel pipe piling:

A.
"Class R Steel Pipe Piling Qualification Audit"

B.
"Class N Steel Pipe Piling Qualification Audit"

2

An audit shall have been completed for each pipe pile diameter, thickness, grade of steel, and class of piling to be supplied for this project.  The procedures for requesting and completing the audit are available at:

http://www.dot.ca.gov/hq/esc/Translab/OSM/smbresources.htm

3

An audit that was approved by the Department no more than 3 years prior to the award of the contract will be acceptable for the entire period of this contract provided the Engineer determines the audit was for the same type of work that is to be performed on this contract.

4

A list of facilities that have successfully completed the audit and are authorized to provide material for this contract is available at:
http://www.dot.ca.gov/hq/esc/Translab/OSM/smdocuments/Internet_auditlisting.pdf

5

Successful completion of an audit shall not relieve the Contractor of the responsibility for furnishing materials or producing finished work of the quality specified in these special provisions and as shown on the plans.
