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USE WITH 2006 STANDARDS.

Excluding seal coat, surfacing, and seismic projects, use on all projects with an estimated contract cost of $750,000 or more and 50 working days (WD) or more.  Use 70 WD minimum when Sat, Sun & Holidays are counted as working days.  Do not count plant establishment days.

INCLUDE Std Plan T7 in project plans.

NOTE:  When projects are located within city or urban areas, District must ensure space is available for signs.

1*.  Specify quantity and type of signs.  Specify Type 1 for conventional highway; Type 2 for freeway & expressway.

10‑1.00  CONSTRUCTION PROJECT INFORMATION SIGNS

Before any major physical construction work readily visible to highway users is started on this contract, the Contractor shall furnish and erect __ Type __ Construction Project Information signs at the locations designated by the Engineer.

2

The signs and overlays shall be of a type and material consistent with the estimated time of completion of the project and shall conform to the details shown on the plans.

3

The sign letters, the border and the Department's construction logos shall conform to the colors (non‑reflective) and details shown on the plans, and shall be on a white background (non‑reflective).  The colors blue and orange shall conform to PR Color Number 3 and Number 6, respectively, as specified in the Federal Highway Administration's Color Tolerance Chart.

4*.  Specify type of funding.  If County funds are involved (i.e. cooperative agreement provided), specify type of county funding.  Otherwise, delete "_________ County Transportation Funds."  If project has no Federal funding, delete "Federal Highway Trust Funds."

The sign message to be used for fund types shall consist of the following, in the order shown:

	FEDERAL HIGHWAY TRUST FUNDS

	STATE HIGHWAY FUNDS

	______________________ COUNTY TRANSPORTATION FUNDS


5*.  Specify applicable type of project.  Select only one type of project heading.  Determine type of project to use from applicable work descriptions in following table:

	
	Type of Project:
	Work Descriptions:

	
	Highway Construction
	Construct Expressway, Freeway, Shoulders, Structure, HOV Lane, Ramp, Interchange, Left Turn Lane, Truck Escape Ramp, or Weigh Station;  Widen Freeway, Roadway or Shoulders;  Realign Roadways.

	
	Highway Repair
	Clean & Paint Overhead Sign Structure;  Crack, Seal & Grind Pavement;  Pavement Markings;  Pavement Rehabilitation;  Ramp Repaving;  Replace Culverts, Drainage Systems, Railroad Crossings, or Sign Structures;  Retrofit Curb Ramps.

	
	Highway  Improvement
	Channelization;  Changeable Message Signs;  Highway Advisory Radio System;  Median Barrier;  Motorist Aid Communication System;  Ramp Metering;  Retaining & Sound Walls;  Signal Modification;  Signals & Lighting;  Traffic Signals;  Traffic Count Stations; Traffic Operations System;  Slope Protection;  Thrie Beam Barrier;  Realign Curve;  Modify Interchange, or Gore;  Reconstruct Interchange.

	
	Bridge Construction
	Replace, Remove or Widen Bridge; Construct Overcrossing, Pedestrian Overcrossing, Overhead, Undercrossing, Sidehill Viaduct, or Interchange Connectors.

	
	Bridge Repair
	Clean and Paint Bridge;  Clean and Replace Joint Seals;  Upgrade Joints Seals;  Modify Bridge Railing;  Raise Bridge;  Replace Bridge Bearings;  Rehabilitate Bridge Decks;  Tunnel Rehabilitation.

	
	Roadside Work
	Erosion Control;  Highway Planting & Irrigation;  Replacement Planting;  Revegetation;  Irrigation Upgrade;  Planting;  Restoration and Irrigation;  Maintenance Station;  Landscape Maintenance Station;  Maintenance Yard & Building;  Pumping Plant;  Roadside Rest Area;  Vista Point;  Park & Ride Lot;  Transit Station;  Truck Inspection Facility;  Truck Scale;  Right of Way Fence Upgrade;  Biological or Habitat Enhancement;  Treat Contaminated Water Supply.


The sign message to be used for type of work shall consist of the following:

	HIGHWAY CONSTRUCTION

	HIGHWAY REPAIR

	HIGHWAY IMPROVEMENT

	BRIDGE CONSTRUCTION

	BRIDGE REPAIR

	ROADSIDE WORK
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The sign message to be used for the Year of Completion of Project Construction will be furnished by the Engineer.  The Contractor shall furnish and install the "Year" sign overlay within 10 working days of notification of the year date to be used.

7

The letter sizes to be used shall be as shown on the plans.  The information shown on the signs shall be limited to that shown on the plans.

8

The signs shall be kept clean and in good repair by the Contractor.

9

Upon completion of the work, the signs shall be removed and disposed of outside the highway right of way in conformance with the provisions in Section 7‑1.13 of the Standard Specifications.

10.  When there is no item for CAS, replace "contract lump sum price paid for construction area signs" with "prices paid for the various contract items of work involved".

Full compensation for furnishing, erecting, maintaining, and removing and disposing of the construction project information signs shall be considered as included in the contract lump sum price paid for construction area signs and no additional compensation will be allowed therefor.

