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USE WITH 2006 STANDARDS.

Use when applicable.

Add to SSP 15‑010.  Edit as appropriate.

SALVAGE METAL BEAM GUARD RAILING

Existing metal beam guard railing, where shown on the plans to be salvaged, shall be removed and salvaged.

2*.  Use when location is different than that specified on SSP 15‑010.  Include location where salvaged materials are to be stockpiled.  If a location is NOT specified here or elsewhere in the special provisions, hauling outside the project limits must be paid for as extra work.

Salvaged metal beam guard railing materials shall be hauled to ______________________ ______________________________________________________________________________ ______________________________________________________________________________ and stockpiled.

3.  Use when anchors or steel foundation tubes are to be removed as part of the salvage metal beam guard railing item.  Edit locations of anchor removal when required.

Existing concrete anchors or steel foundation tubes shall be completely removed and disposed of.  Full compensation for removing and disposing of concrete anchors or steel foundation tubes shall be considered as included in the contract price paid per linear foot for salvage metal beam guard railing and no separate payment will be made therefor.

4.  Use when project has cable anchor assemblies or terminal anchor assemblies or steel foundation tubes on salvaged metal beam guard railing.

Full compensation for removing cable anchor assemblies, terminal anchor assemblies or steel foundation tubes shall be considered as included in the contract price paid per linear foot for salvage metal beam guard railing and no separate payment will be made therefor.

