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USE WITH 2006 STANDARDS.

Insert after Section 10‑1.  Include SSPs 20‑200 thru 20‑930 in this Section 10‑2.

Do NOT include erosion control, irrigation crossover, extend irrigation crossover, water supply lines (Bridge), rock blanket, decomposed granite or any roadway work in this Section 10‑2.

SECTION 10‑2  HIGHWAY PLANTING AND IRRIGATION SYSTEMS

10‑2.01  GENERAL

The work performed in connection with highway planting and irrigation systems shall conform to the provisions in Section 20, "Erosion Control and Highway Planting," of the Standard Specifications and these special provisions.

2.  Use only when the Contractor may need access to existing irrigation control equipment.

The Contractor shall notify the Engineer not less than 72 hours prior to requiring initial access to the existing irrigation controllers.  When the Engineer determines that access to the controllers is required at other times, arrangements will be made to provide this access.

Use either Paras 3 & 4 OR Paras 3 & 5 when watering cannot be performed during normal hours due to fluctuations in water pressure or supply, otherwise delete all 3 paras.  USE Paras 3 & 5 when Highway Planting is a lump sum pay item, use Paras 3 & 4 when it is not.  [NEVER EDIT PARA 4 OR 5.]

3

When fluctuations of water pressure and water supply are encountered during normal working hours, plants shall be watered at other times, as often, and in sufficient amounts as conditions may require to keep the soil and plant roots moist during the life of the contract.

4.

Full compensation for watering plants outside normal working hours shall be considered as included in the contract unit prices paid for the plants involved and the contract lump sum price paid for plant establishment work and no additional compensation will be allowed therefor.

5

Full compensation for watering plants outside normal working hours shall be considered as included in the contract lump sum prices paid for highway planting and plant establishment work and no additional compensation will be allowed therefor.

Delete Paras 6 thru 10 when progress inspections are not required.  "Progress inspections" should only be used as a District option.
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PROGRESS INSPECTIONS

Progress inspections will be performed by the Engineer for completed highway planting and irrigation system work at designated stages during the life of the contract.

7

Progress inspections will not relieve the Contractor of responsibility for installation in conformance with the special provisions, plans and Standard Specifications.  Work within an area shall not progress beyond each stage until the inspection has been completed, corrective work has been performed, and the work is approved, unless otherwise permitted by the Engineer.

8

The requirements for progress inspections will not preclude additional inspections of work by the Engineer at other times during the life of the contract.

9

The Contractor shall notify the Engineer, in writing, at least 4 working days prior to completion of the work for each stage of an area and shall allow a minimum of 3 working days for the inspection.

10.  Delete items of work that will not be part of the contract and reletter the following items that remain.

Progress inspections will be performed at the following stages of work:

A.
During pressure testing of the pipelines on the supply side of control valves.

B.
During testing of low voltage conductors.

C.
Before planting begins and after completion of the work specified for planting in Section 20‑4.03, "Preparing Planting Areas," of the Standard Specifications.

D.
Before plant establishment work begins and after completion of the work specified for planting in Section 20‑4.05, "Planting," of the Standard Specifications.

E.
At intervals of one month during the plant establishment period.

