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USE WITH 2006 STANDARDS.

Add to SSP 20‑250 when required.

REMOVE EXISTING PLANTS FOR TRENCHING

Removing existing plants for trenching shall conform to the provisions in Section 20‑5.026, "Remove Existing Plants for Trenching," of the Standard Specifications and these special provisions.

2*.  Edit as required for work involved.  Delete "applying preemergents" when Para 9 is deleted.

Removing existing plants for trenching work shall consist of removing and replacing ground cover, pruning trees and shrubs within trench locations, applying preemergents and disposing of removed ground cover and prunings.

3.  Use when replacement of ground cover is NOT required.

Replacement of removed ground cover within the maximum 6‑foot width, as specified in Section 20‑5.026, "Remove Existing Plants for Trenching," of the Standard Specifications, will not be required.

4.  Use when replacement of ground cover is required.

Replacement of removed ground cover within the maximum 6‑foot width, as specified in Section 20‑5.026, "Remove Existing Plants for Trenching," of the Standard Specifications, will be required, except for trenches within 6‑foot of fences, curbs, dikes or shoulders.

5

Trees and shrubs adjacent to dikes, walks, fences, guard railing, and pavement edges may be pruned back 10 feet from these facilities to facilitate trenching work.  When trenching is to be performed adjacent to other trees and shrubs that cannot be avoided, the trees and shrubs may be pruned upon receipt of prior written approval of the Engineer.

6

Pruning shall include removal of deadwood, suckers, and broken or bruised branches one inch or larger in diameter.  Pruning shall conform to the provisions in Section 20‑4.055, "Pruning," of the Standard Specifications.

7*.  Delete last 2 sentences when chipping option is NOT to be provided.

Removed ground cover and pruned materials shall be disposed of in conformance with the provisions in Section 7‑l.13, "Disposal of Material Outside the Highway Right of Way," of the Standard Specifications.  At the Contractor's option, removed ground cover and prunings may be reduced to chips.  Chipped materials shall be spread within the highway right of way where designated by the Engineer.

8

Shrubs adjacent to dikes, fences, guard railing, and the edge of pavement within the 10‑foot pruned area designated above, that in the opinion of the Engineer should be removed after pruning, shall be removed and disposed of.  Removing and disposing of the shrubs not otherwise provided for will be paid for as extra work as provided in Section 4‑1.03D,"Extra Work," of the Standard Specifications.

9.  Use when preemergent pesticides are to be used.  Insert SSP 20–430 in Section 10‑2 when Para 9 is used.  Edit Para 2 when Para 9 is deleted.

One application of a preemergent pesticide shall be applied to trenched areas in existing ground cover areas and to trenched areas adjacent to fences, curbs, dikes and shoulders.  The Engineer will determine when the preemergent pesticide shall be applied.

