20-751_E_A07-01-11

Page 2 of 2

 XE "20-751_E_A07-01-11" 
Page 1 of 2
USE WITH 2006 STANDARDS.

Add to SSP 20‑750.

Include Standard Plan H8.

Use item code 208421, Backflow Preventer Assembly Enclosure.

BACKFLOW PREVENTER ASSEMBLY ENCLOSURE

Enclosures shall be fabricated of structural steel angles and flattened expanded metal and shall be installed over backflow preventer assemblies on a portland cement concrete pad as shown on the plans and in conformance with these special provisions.

2

Expanded metal for sides, ends and top panels shall be fabricated from 9-gage minimum thickness, sheet steel.  The flattened expanded metal openings shall be approximately 3/4-inch x 1-3/4-inch in size.

3

Expanded metal panels shall be attached to the 3/16-inch thick steel angle frames by a series of welds, not less than 1/4-inch in length and spaced not more than 4-inches on center, along the edges of the enclosure.

4

Lock-guard shall be made of a minimum thickness of 3/16-inch cold rolled steel.

5
Padlocks will be furnished by the Engineer.
6

Enclosures shall be galvanized, after fabrication, in conformance with the provisions in Section 75-1.05, "Galvanizing," of the Standard Specifications.

7

Hold down bolt assemblies shall be galvanized and shall be installed when the portland cement concrete pad is still plastic.  Nuts shall be hexagonal and washers shall be the lock type.

8.  Editing of color is allowed.

Enclosures shall be painted by the manufacturer with one application of a commercial quality pre-treatment, vinyl wash primer and a minimum of one application of a commercial quality, exterior enamel for metal.  The finish color shall be a tan to light brown closely matching Federal Standard No. 595B, Color No. 20450.

9.  Editing of color is allowed.  Delete the last sentence "Stainless steel enclosures shall be powder coated a tan to light brown color closely matching Federal Standard 595B, Color No. 20450, by the manufacturer" if a powder coat finish is not required.

All parts of the backflow preventer assembly enclosure, including hold down assemblies, may be constructed of stainless steel instead of standard steel materials specified above.  Stainless steel enclosures shall conform to the provisions herein except galvanizing, priming and painting shall not be required.  Stainless steel enclosures shall be powder coated a tan to light brown color closely matching Federal Standard 595B, Color No. 20450, by the manufacturer.

10

Lock-guard for stainless steel enclosures shall be 12-gage stainless steel, Type 304.

Delete Paras 11 and 12 when Irrigation System Cost Break-Down is used in SSP 20-201 or 20-202.  Include "Backflow Preventer Assembly Enclosure" in the Cost Break-Down.

Use Paras 11 and 12 when backflow preventer assembly enclosures are paid for as a separate contract item.
11

The quantity of backflow preventer assembly enclosures will be measured by the unit as determined from actual count in place.

12

The contract unit price paid for the backflow preventer assembly enclosure shall include full compensation for furnishing all labor, materials, tools, equipment, and incidentals, and for doing all the work involved in furnishing and installing a backflow preventer assembly enclosure, complete in place, including constructing the portland cement concrete pad, as shown on the plans, as specified in the Standard Specifications and these special provisions, and as directed by the Engineer.
