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USE WITH 2006 STANDARDS.

Add to SSP 20‑600.

Show size of cam coupler assembly on plans next to the symbol or in an irrigation note.

Include Standard Plan H7 for Cam Coupler Assembly details.

CAM COUPLER ASSEMBLY

Cam coupler assemblies shall be fabricated as shown on the plans and in conformance with these special provisions.
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Cam coupler assemblies shall consist of the following:

A.
Cam coupler,

B.
Dust cap,

C.
Check valve,

D.
Pipes,

E.
Fittings,

F.
Portland cement concrete support, and

G.
Valve box with woven wire cloth and gravel.
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Cam couplers shall be manufactured of brass or bronze.
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Cam coupler assemblies shall withstand a cold water working pressure of 150 psi.

Delete Paras 5 and 6 when Irrigation System Cost Break-Down is used in SSP 20‑201 or 20‑202.  Include "Cam Coupler Assembly" in the Cost Break‑Down.

Use Paras 5 and 6 when cam coupler assemblies are paid for as separate contract item.  
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The quantity of cam coupler assemblies will be measured by the unit as determined from actual count in place.

6.  Include Item 208562, "Cam Coupler Assembly."

The contract unit price paid for cam coupler assembly shall include full compensation for furnishing all labor, materials, tools, equipment, and incidentals, and for doing all the work involved in cam coupler assembly, complete in place, as shown on the plans, as specified in the Standard Specifications and these special provisions, and as directed by the Engineer.

