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USE WITH 2006 STANDARDS.

Use when rumble strips are to be constructed in concrete pavement.  DO NOT USE IF RUMBLE STRIPS ARE TO BE CONSTRUCTED ON HMA PAVEMENT.

If stage construction prohibits forming the rumble strips in the concrete pavement because of stage construction patterns, use SSP 40‑210.

Use Contract Item Code:  401081 Shoulder Rumble Strip (Concrete Pavement, Rolled‑in Indentations)

10‑1.__  SHOULDER RUMBLE STRIP (CONCRETE PAVEMENT, ROLLED‑IN INDENTATIONS)

This work shall consist of constructing shoulder rumble strips by forming indentations in concrete pavement as shown on the plans and as specified in these special provisions.

2

Shoulder rumble strips shall be constructed in the concrete pavement just prior to initial set.  Indentations shall be formed without displacement of adjacent concrete.

3

Shoulder rumble strips shall not be constructed on structures or approach slabs.

4

Indentations shall not vary from the specified dimensions shown on the plans by more than 10 percent.  Rumble strips shall be constructed within 2 inches of the required alignment.  Equipment used to construct the rumble strips shall be equipped with a sighting device that will enable the operator to maintain the alignment of the rumble strip.

5

Finished rumble strips not meeting specified tolerances, shall be brought within tolerance by either abrasive grinding, or removal and replacement.  The corrective method will be selected by the Engineer.  Ground surface areas shall be neat and uniform in appearance.  The corrective work shall be at the Contractor's expense.

6

Shoulder rumble strip (concrete pavement, rolled in indentations) will be measured by the station along each shoulder, on which the rumble strip is constructed, parallel with the adjacent traffic lane, without deductions for gaps between the indentations.

7

The contract price paid per station for shoulder rumble strip (concrete pavement, rolled‑in indentations) shall include full compensation for furnishing all labor, materials, tools, equipment, and incidentals, and for doing all the work involved in constructing the shoulder rumble strip (concrete pavement, rolled‑in indentations), complete in place, as shown on the plans, as specified in the Standard Specifications and these special provisions, and as directed by the Engineer.

