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USE WITH 2006 STANDARDS.

Use for Junction Structures, Std Drawing XS 17‑010.

10-1.__  JUNCTION STRUCTURES

This work shall consist of constructing reinforced concrete junction structures in conformance with the details shown on the plans, the provisions in Section 51, "Concrete Structures," of the Standard Specifications, and these special provisions.

2.  If excavated material cannot be used on job, include SSP 19-040 with earthwork special provisions.

Earthwork shall conform to the provisions in Section 19, "Earthwork," of the Standard Specifications.

3

Reinforcing bars shall be low‑alloy steel deformed bars conforming to the requirements in ASTM Designation:  A 706/A 706M or ASTM Designation:  A 615/A 615M, Grade 60.

4

Measurement and Payment

Structural concrete, junction structure will be measured and paid for in conformance with the provisions in Sections 51‑1.22, "Measurement," and 51‑1.23, "Payment," of the Standard Specifications and these special provisions.  No deduction will be made for the volume of structural concrete occupied by pipe collars or pipe openings.
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The contract price paid per cubic yard for structural concrete, junction structure shall include full compensation for all structure excavation and structure backfill and for furnishing and placing all bar reinforcing steel necessary to construct the junction structures, complete in place, as shown on the plans, as specified in the Standard Specifications and these special provisions, and as directed by the Engineer.

