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USE WITH 2006 STANDARDS.

Use under membrane waterproofing on deteriorated bridge decks.

10‑1.__  SLURRY LEVELING COURSE

A slurry leveling course shall be applied to all rough‑surfaced bridge decks designated on the plans to be covered with the slurry leveling course.

2

The slurry leveling course shall consist of a mixture of 2 parts of undiluted asphaltic emulsion mixed with 3 parts by volume of aggregate.

3

Asphaltic emulsion shall be commercial quality Grade QS1h or CQS1h or other grade as approved by the Engineer.

4

The aggregate shall be a commercial quality sand that passes a No. 30 sieve.

5

Slurry seal may be mixed in continuous pugmill mixers, or in other approved types of mixers that produce a uniform and homogeneous mixture.

6

Additional water may be blended into the slurry to improve mixing and spreading properties provided that the added water plus the surface moisture on the aggregate does not exceed 20 percent, by volume, of the undiluted emulsion.

7

All surfaces of the bridge and other improvements which are not to receive slurry leveling course shall be protected from spatter and stains.

8

The slurry shall be spread on water dampened but puddle free concrete surfaces with squeegees, brooms of suitable stiffness, or other methods approved by the Engineer.  The slurry shall be applied at a rate which is sufficient to fill local depressions in the deck without appreciable filling over high deck areas.  Open joints, drains, access openings, and sliding surfaces shall be masked or covered during application of the slurry.

9

Slurry leveling course will be measured and paid for by the gallon of undiluted asphaltic emulsion used in producing the slurry which is actually used in the work.  When additional water is blended into the emulsion, the quantity of emulsion used will be measured prior to the addition of the water.

10

The contract price paid per gallon of slurry leveling course shall include full compensation for furnishing all labor, materials (including aggregate), tools, equipment, and incidentals, and for doing all the work involved in placing the slurry leveling course, complete in place, as shown on the plans, as specified in these special provisions, and as directed by the Engineer.

