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USE WITH 2006 STANDARDS.

Use with 2006 Standard Plan A78K.

Use when Transition Railing (Type DTB) is included in the project for connection of concrete barrier or railing to double thrie beam barrier.

10‑1.__  TRANSITION RAILING (TYPE DTB)

Transition railing (Type DTB) shall be furnished and installed in conformance with details shown on the plans, the provisions in Section 83‑2, "Barriers," of the Standard Specifications and these special provisions.

2

The 10‑gage rail elements shall conform to the requirements of Class B, Type 1 thrie beam guard railing as shown in AASHTO Designation:  M 180.  End caps shall conform to the requirements of Class A, Type 1 thrie beam guard railing as shown in AASHTO Designation:  M 180.

3.  Use when project is located within 0.5‑mile of coast.  Delete Para 2.

The 10‑gage rail elements shall conform to Class B, Type 2 thrie beam guard railing as shown in AASHTO Designation:  M 180.  Other rail elements including end caps shall conform to the requirements of Class A, Type 2 thrie beam guard railing as shown in AASHTO Designation:  M 180.
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Surplus excavated material remaining after the transitional railing (Type DTB) has been constructed shall be disposed of in a uniform manner along the adjacent roadway where designated by the Engineer.

5

The contract unit price paid for transition railing (Type DTB) shall include full compensation for furnishing all labor, materials, tools, equipment, and incidentals, and for doing all the work involved in furnishing and installing transition railing (Type DTB), complete in place, including drilling holes for wood posts, driving posts, backfill, and disposal of surplus material, as shown on the plans, as specified in the Standard Specifications and these special provisions, and as directed by the Engineer.

