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USE WITH 2006 STANDARDS.

10‑3.__  NUMBERING ELECTRICAL EQUIPMENT

1.  Use if inventory/identification numbers are shown on the plans but are to be placed by State forces.  Delete Paras 2 thru 9.

The placement of numbers on electrical equipment will be done by others.

Paras 2 thru 9:  Use if inventory/identification numbers are shown on the plans and are to be placed by the Contractor.

2.  Edit for materials used.

Self‑adhesive reflective numbers and edge sealer shall be Contractor‑furnished.

3.  Delete reference to edge sealer if not used.

The numbers and edge sealer shall be placed on the equipment where designated by the Engineer.

4.  Delete if not applicable.

Where new numbers are to be placed on existing or relocated equipment, the existing numbers shall be removed.

5.  Delete reference to edge sealer if not used.

Reflective numbers shall be applied to a clean surface.  Only the edges of the numbers shall be treated with edge sealer.

6.  Edit for electrical components used.

Where shown on the plans, 5‑digit, self‑adhesive equipment numbers shall be placed for all electroliers, soffit lighting, sign lighting, and service pedestals.  On service pedestals, the numbers shall be placed on the front door.  On electroliers, the numbers shall be placed as shown on the plans.

7.  Use if signs are to be mounted on overcrossings or if soffit luminaires are used and edit accordingly.

Numbers for illuminated signs mounted on overcrossings or for soffit luminaires shall be placed on the nearest adjacent bent or abutment at approximately the same station as the sign or soffit luminaire.  Where no bent or abutment exists near the sign or soffit luminaire, the number shall be placed on the underside of the structure adjacent to the sign or soffit luminaire.  Arrangement of numbers shall be the same as those used for electroliers.

8.  Delete if not applicable.

Numbers for overhead sign bridges shall be placed on both posts.

9.  Delete if not applicable.

Numbers for wood poles shall be 3‑inch embossed aluminum fastened to the pole with 1‑1/4‑inch aluminum nails.  Numbers for wood poles shall be furnished by the Contractor.

