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USE WITH 2006 STANDARDS.

Use for project conditions that require temporary sediment control or tracking control by providing street sweeping.

To calculate the Street Sweeping pay item price in the BEES use $350 times the number of sweepers, times the total number of days that soil disturbance activities (such as clearing and grubbing, grading, etc.) may cause sediment tracking as defined in the "Storm Water Quality Handbooks PPDG."

Include contract item 074041, Street Sweeping.

1.  Edit to replace "Storm Water Pollution Prevention Plan (SWPPP)" with "Water Pollution Control Program (WPCP)" if SSP 07‑340 is used.
10.1__STREET SWEEPING

Street sweeping shall be conducted where sediment is tracked from the job site onto paved roads, as described in the approved Storm Water Pollution Prevention Plan (SWPPP) in accordance with "Water Pollution Control" of these special provisions, and as directed by the Engineer.

2.  Edit to replace "SWPPP" with "WPCP" if SSP 07‑340 is used.

Street sweeping shall be one of the water pollution control practices for sediment control.  The SWPPP shall include the use of street sweeping.  Street sweeping shall be performed in accordance with Section 4, SC‑7 in the Construction Site Best Management Practices Manual of the Caltrans Storm Water Quality Handbooks.

3.  Consult with Construction Storm Water Coordinator for the quantity of sweepers to be on the job site at all times.  Edit the number of sweepers if required.  Edit to replace "SWPPP" with "WPCP" if SSP 07‑340 is used.
The number of street sweepers shall be as designated in the approved SWPPP.  The Contractor shall maintain at least one sweeper on the job site at all times during the period that sweeping work is required.  Sweepers shall be self‑loading, motorized, and shall have spray nozzles.  Sweepers may include a vacuum apparatus.
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Street sweeping shall start at the beginning of clearing and grubbing and shall continue until completion of the project, or as directed by the Engineer.  Street sweeping shall be performed immediately after soil disturbing activities occur or offsite tracking of material is observed.  Street sweeping shall be performed so that dust is minimized.  If dust generation is excessive or sediment pickup is ineffective as determined by the Engineer, the use of water or a vacuum will be required.

5.  Edit to replace "SWPPP" with "WPCP" if SSP 07‑340 is used.

At the option of the Contractor, collected material may be temporarily stockpiled in accordance with the approved SWPPP.  Collected material shall be disposed of at least once per week.
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Material collected during street sweeping operations shall be disposed of in conformance with Section 7‑1.13, "Disposal of Material Outside The Highway Right Of Way," of the Standard Specifications.
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MEASUREMENT AND PAYMENT

The contract lump sum price paid for street sweeping shall include full compensation for furnishing all labor, materials, tools, equipment, and incidentals and for doing all the work involved in street sweeping, including disposal of collected material, as shown on the plans, as specified in the Standard Specifications, these special provisions, and as directed by the Engineer.

