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USE WITH 2006 STANDARDS.

10‑1.__  CHAIN LINK FENCE (TYPE CL‑6, SLATTED)

Chain link fence (Type CL‑6, slatted) consisting of chain link fence (Type CL‑6) with wood or plastic slats inserted vertically in the chain link fabric shall conform to the provisions in Section 80, "Fences," of the Standard Specifications and these special provisions.

2

Chain link fence fabric shall be woven from 9‑gage galvanized steel wire.  Mesh openings in the chain link fence fabric shall be approximately 3‑1/4 inches vertically and 5‑1/4 inches horizontally.

3

Wood slats shall consist of clear redwood or light to medium weight wood produced by the species Shorea (Meranti).  Wood slats shall be not less than 1/4 inch thick and approximately 2‑5/16 inches wide with a length sufficient to fill the vertical opening of the fabric.  The slats shall be inserted vertically in the mesh openings so that the slats fit snugly and shall be fastened in a manner to prevent easy removal or displacement.

4*.  Edit for color of slats.

Plastic slats shall be manufactured from a high density virgin polyethylene with ultraviolet inhibitors, shall be _________ in color, and shall conform to the following:

A.
Plastic slats shall have a flat tubular cross section with a wall thickness of approximately 0.03‑inch; depth of approximately 0.325‑inch; width of approximately 2.38 inches; and a length equal to the designated fence height.

B.
The plastic slats shall have the following material specifications:

	Property
	Value 
	ASTM Designation

	Melt Index
	0.24
	D 1238

	Density
	0.951
	D 1505

	Low Temperature Brittleness
	‑76° F
	D 746

	Tensile Strength
	3,700 psi
	D 638


