Standard Special Provision Update

July 6, 2007

2006 SSPs used with 2006 Standard Plans:

S1-020, Amendments to the Standard Specifications, approved 07-06-07.  This revision includes a revision to Section 51-1.17A(4) allowing the manual application method for methacrylate crack treatment.

S5-630, Relations with California Regional Water Quality Control Board, approved 07-06-07.  This revision clarifies the provisions for withholds and allows the Contractor the option to get a bond instead of withholds.

07-340, Water Pollution Control, approved 07-06-07.  This revision includes a new requirement for employee training on water pollution control, allows the Contractor to suspend inspections of water pollution control practices during plant establishment period, and includes other minor corrections throughout.

07-345, Water Pollution Control, approved 07-06-07.  This revision includes a new requirement for employee training on water pollution control, allows the Contractor to suspend inspections of water pollution control practices during plant establishment period, and includes other minor corrections throughout.

07-346, Construction Site Management, approved 07-06-07.  This revision deletes the requirement for application of herbicides and pesticides (old paragraph 20).

19-910, Material Containing Naturally Occurring Asbestos, approved 07-06-07.  This revision corrects BEES item codes in the lead instructions.

20-015, Erosion Control (Netting), approved 07-06-07.  This is a new SSP for erosion control netting.
20-030, Erosion Control (Type C), approved 07-06-07.  This revision includes a correction to the instructions of paragraph 23.

20-040, Erosion Control (Type D), approved 07-06-07.  This revision includes a new paragraph (35) for when of erosion control netting is used with erosion control (Type D).
51-350, Falsework, approved 07-06-07.  This revision relocates paragraph on certification of falsework and addresses comment from Office of Structures Construction on welding certification.

70-015, Drainage Inlet Marker, approved 07-06-07.  This revision corrects the Web site location of DI marker detail in the lead instructions.

51-350, Concrete Barrier, approved 07-06-07.  This revision eliminates the requirement of silane treatment in Climate Area III.
