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USE WITH 2006 STANDARDS

Miscellaneous "Order of Work" Paras for planting and seeding work, and for irrigation work.

Add to SSP 05‑010 or to other "Order of Work" SSPs as required.

1.  Use when plants are to be grown for this project.

Some plants required for this project may not be readily available and may have to be grown specifically for this project.  Within 30 days after the contract has been approved, furnish to the Engineer a statement from the vendor that the order for the plants to be grown for this contract, including inspection plants and replacement plants, has been received and accepted by the vendor.  The statement from the vendor must include the names, sizes, and quantities of plants ordered and the anticipated dates of delivery.  Notify the Engineer in writing when the vendor has started to grow the plants.

2.  Use on Highway Planting projects if plants are required.

Within 30 days after the contract has been approved, furnish the Engineer a statement from the vendor that the order for the plants required for this contract, including inspection plants, has been received and accepted by the vendor.  The statement from the vendor must include the names, sizes, and quantities of plants ordered and the anticipated date of delivery.

3.  Use on Highway Construction projects if plants are required.  Edit as required for short duration contracts.

At least 60 days before planting the plants, furnish the Engineer a statement from the vendor that the order for the plants required for this contract, including inspection plants, has been received and accepted by the vendor.  The statement from the vendor must include the names, sizes, and quantities of plants ordered and the anticipated date of delivery.

4.  Use when plants are required.

Place orders for replacement plants with the vendor at the appropriate time so that the roots of the replacement plants are not in a root-bound condition.

5.  Use only on Highway Planting projects.

For progress payment purposes, the Department will withhold 50 percent of the estimated value of highway planting work done until a statement from the vendor that the order for the plants required for this contract is submitted to the Engineer.

6. Use when SSP 20‑010, SSP 20‑030, SSP 20‑040, SSP 20‑050, SSP 20‑055 or SSP 20–530 is used and seed is required, but do not use when only barley or ryegrass seed is specified.  Edit days as required for short duration contracts.

At least 60 days before applying seeds, furnish the Engineer a statement from the vendor that the order for the seed required for this contract has been received and accepted by the vendor.  The statement from the vendor must include the names and quantity of seed ordered and the anticipated date of delivery.

7.  Use when SSP 20‑030, SSP 20‑040, SSP 20-041, SSP 20-047, SSP 20‑050, SSP 20-056, SSP 20‑055 or SSP 20‑530 is used; otherwise delete.  Edit as required.

The Engineer designates ground locations of erosion control by directing the placing of stakes or other suitable markers before application of erosion control materials as specified under "Erosion Control (Type C)," "Erosion Control (Type D)," "Erosion Control (Type BFM)," "Erosion Control (Drill Seed)," "Erosion Control (Compost Blanket)," "Erosion Control (Hydraulic Matrix)", "Compost, Incorporate" or "Wild Flower Seeding," of these special provisions.

8.  Use when SSP 20‑252 is used; otherwise delete.  Do not use with SSP 20‑251 when "Maintain Existing Planted Areas" is paid for as Extra Work.

Before the start of irrigation work, check for deficiencies of existing plants that are to remain in place as specified under "Maintain Existing Planted Areas" of these special provisions.

9.  Use when SSP 20‑301 is used; otherwise delete.

Locate existing irrigation water line crossovers and conduits before performing work on the irrigation system as specified under "Locate Existing Crossover and Conduits" of these special provisions.
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Unless otherwise shown on the plans or specified in these special provisions, conduits to be jacked or drilled or installed by the open trench method for water line crossovers and sprinkler control crossovers must be installed before the installation of other pipe supply lines.

11.  Use only on Highway Planting projects when SSP 20‑300 is used and when checking of existing irrigation facilities is required; otherwise delete Para.

Before the start of irrigation work, check existing irrigation facilities that are to remain in place, as specified under "Existing Highway Irrigation Facilities" of these special provisions.

12.  Use only on Highway Construction projects when checking of existing irrigation facilities is required and add SSP 20‑304; otherwise delete Para.

Do not perform clearing, grubbing, and earthwork operations in areas where existing irrigation facilities are to remain in place until existing irrigation facilities have been checked for proper operation as specified under "Existing Highway Irrigation Facilities" of these special provisions.

13.  Use only on Highway Construction projects when SSP 20‑110 is used; otherwise delete.

Locate existing conduits to be extended as specified under "Extend Irrigation Crossovers" of these special provisions before the start of other work in these areas.

14.  Use when irrigation systems contain electrical components (other than electrical service only); otherwise delete.

Submittal of working drawings for electrical components must comply with Section 20‑5.027B, "Wiring Plans and Diagrams," of the Standard Specifications.

15.  Use when SSP 20‑625 requires irrigation components to be installed in the enclosure cabinet prior to field installation; otherwise delete.

Preinstall irrigation components in the irrigation controller enclosure cabinet before field installation as specified under "Irrigation Controller Enclosure Cabinet" of these special provisions.

