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USE WITH 2006 STANDARDS.

Add to SSP 05‑010

1.  Use if there is slope paving to be constructed on the project.

Attention is directed to "Slope Paving" of these special provisions regarding constructing a 4' x 6' test panel prior to placing the permanent slope paving.

2.  Use if there are curb ramp detectable warning surfaces to be installed on the project.

Attention is directed to "Miscellaneous Concrete Construction" of these special provisions regarding constructing a 2' x 2' test panel prior to constructing curb ramps with detectable warning surfaces.

3.  Use if there are sound walls with precast reinforced concrete panels to be constructed on the project.

Attention is directed to "Sound Wall (Precast Concrete Panel)" of these special provisions regarding constructing a 3' x 3' test panel prior to constructing the precast reinforced concrete panels for the sound wall.

4.  Use if there are sound walls with timber panels to be constructed on the project.

Attention is directed to "Sound Wall (Timber)" of these special provisions regarding furnishing a 2' x 2' test panel prior to constructing the sound wall of wood panels, plywood sheets or framed plywood panels.

5.  Use if there are diaphragm bolsters to be constructed on the project.

Attention is directed to "Diaphragm Bolster" of these special provisions regarding constructing 2 preconstruction shotcrete test panels prior to performing shotcrete work if shotcrete is substituted for cast-in-place concrete for the diaphragm bolsters.

6.  Use if there is a fire plan for the project.

Attention is directed to "Fire Plan" of these special provisions regarding cooperating with local fire prevention authorities and implementing the fire plan established for this project.

7.  Use when SSP 40‑020 is included in the project.

Attention is directed to "Replace Concrete Pavement (Rapid Strength Concrete)" of these special provisions in regards to providing Pre‑Operation Conference and the Just‑In‑Time Training prior to commencing pavement replacement operations.

8.  Use when SSPs S5‑760 and 07‑446 are used.

Attention is directed to "Environmentally Sensitive Area" and "Temporary Fence (Type ESA)" of these special provisions.  Prior to beginning work, the boundaries of the Environmentally Sensitive Areas (ESA) shall be clearly delineated in the field.  The boundaries shall be delineated by the installation of temporary fence (Type ESA).

