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USE WITH 2006 STANDARDS.

Use for project conditions that require street sweeping to 1) control sediment in conjunction with other tracking controls and 2) control sediment, particulate matter, debris, and trash that may be tracked off site.

This item is not intended to replace the main residue collection requirements considered as included in construction operations such as grooving, Grinding, or asphalt concrete planing.

To calculate the Street Sweeping pay item price in the BEES use $400-500 times the number of sweepers, times the total number of days that soil disturbance activities (such as clearing and grubbing, grading, etc.) may cause sediment tracking as defined in the "Storm Water Quality Handbooks PPDG."  Typically, a single sweeper is needed for one day per week.

Use BEES item 074041, Street Sweeping.

10-1.__  STREET SWEEPING
GENERAL
Summary

1

This work includes street sweeping.

Para 2 and 3.  Replace "SWPPP" with "WPCP" if SSP 07-340 is used.

2

The SWPPP must describe and include the use of street sweeping as a water pollution control practice for sediment control and tracking control.

Submittals
3

At least 5 business days before starting clearing and grubbing, earthwork, or other activities with the potential for tracking sediment or debris, submit:

1.
Number of sweepers described in the SWPPP

2.
Type of sweeper technology

Quality Control and Assurance
4

Retain and submit records of street sweeping including:

1.
Quantity of sweeping waste disposal

2.
Sweeping times and locations

CONSTRUCTION

Street Sweepers

5

Sweepers must use one of these technologies:

1.
Mechanical sweeper followed by a vacuum-assisted sweeper

2.
Vacuum-assisted dry (waterless) sweeper

3.
Regenerative-air sweeper

Operation
6.  Edit if different locations are anticipated.

Street sweeping must be done at:

1.
Paved roads at job site entrance and exit locations

2.
Paved areas within the job site that flow to storm drains or water bodies

7.  Edit if different operations are anticipated.

Street sweeping must be done:

1.
During clearing and grubbing activities

2.
During earthwork activities

3.
During trenching activities

4.
During roadway structural section activites

5.
When vehicles are entering and leaving the job site

6.
After soil disturbing activities

7.
After observing offsite tracking of material

8.  Edit if a shorter response time is needed or if a longer time is allowed.  Consult with Construction Storm Water Coordinator for sweeping frequency.

Increase the estimate due to requiring the sweeper at more of the Contractor's operations. If you require the Contractor to provide the sweeper within 1 hour of a request from the RE the costs will increase.  Add additional cost in the range of $50,000 to $125,000.

Monitor paved areas and roadway within the jobsite.  Street sweeping must be done:

1.
Within 1 hour, if sediment or debris is observed during activities that require sweeping

2.
Within 24 hours, if sediment or debris is observed during activities that do not require sweeping

9.  Consult with Construction Storm Water Coordinator for the quantity of sweepers to be on the job site at all times.  Edit the number of sweepers if required.  

At least 1 sweeper must be on the job site at all times when sweeping work is required. The sweeper must be in good working order.

10

Perform street sweeping to minimize dust.  If dust generation is excessive or sediment pickup is ineffective, use water or a vacuum.

11.  Replace "SWPPP" with "WPCP" if SSP 07-340 is used.

You may stockpile collected material on the jobsite according to the approved SWPPP.  Dispose of collected material at least once per week.

12

Material collected during street sweeping must be removed and disposed of under Section 7-1.13, "Disposal of Material Outside the Highway Right of Way," of the Standard Specifications.

13.  Edit if a different inspection schedule is needed.

Your WPCM must inspect paved roads at job site access points:

1.
Daily if earthwork and other sediment or debris generating activities occur daily

2.
Weekly if earthwork and other sediment or debris generating activities do not occur daily

3.
When the National Weather Service predicts precipitation with a probability of at least 30 percent

14

MEASUREMENT AND PAYMENT

The contract lump sum price paid for street sweeping includes full compensation for furnishing all labor, materials, tools, equipment, and incidentals and for doing all the work involved in street sweeping, including disposal of collected material, as shown on the plans, as specified in the Standard Specifications, these special provisions, and as directed by the Engineer.

