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USE WITH 2006 STANDARDS.

Add to SSP 54-130 to prepare decks for a methacrylate overlay.  To prepare decks for other overlays, add to 15-880.
REMOVE ASPHALT CONCRETE SURFACING is a separate item.

When slurry or chip seal contrast treatment is known to exist on the bridge deck, include SSP 15-310 and edit to match type of treatment to be removed.

DISTRICT to add specifications to remove existing traffic stripes, pavement markings, pavement markers, and for temporary pavement delineation, new traffic stripes, pavement markings, and pavement markers.

CLEAN BRIDGE DECK

This work includes abrasive blast cleaning the portland cement concrete bridge deck.

General

2.  District to insert title.

Traffic stripes, pavement markings, and pavement markers must be removed under "____" of these special provisions before cleaning the deck surface.

Construction

3

Abrasive blast clean the deck surface.  Sweep the deck surface clean.  Blow loose material from cracks using high-pressure air.

4

The deck surface must be dry when abrasive blast cleaning is performed.  Laitance, surface contaminants, and foreign material must be removed from the bridge deck surface.

5.  Use only where high volume or high-speed traffic exists.

Remove dust and residue from abrasive blast cleaning using a vacuum attachment operating concurrently with blasting equipment when abrasive blast cleaning within 10 feet of public traffic.

6

If the deck surface becomes contaminated before placing methacrylate resin, abrasive blast clean the contaminated area and sweep the deck clean
7

Dispose of removed materials under Section 7-1.13, "Disposal of Material Outside the Highway Right of Way," of the Standard Specifications.

Measurement and Payment

8

Clean bridge deck will be measured and paid for by the square foot of deck surface cleaned.

9

The contract price paid per square foot for clean bridge deck includes full compensation for furnishing all labor, materials, tools, equipment, and incidentals, and for doing all work involved in cleaning the bridge deck, including removing contrast treatment except slurry or chip seal contrast treatment, complete in place, as shown on the plans, as specified in the Standard Specifications and these special provisions, and as directed by the Engineer.

10.  Use when 15-310 is NOT included in the project.

Removal of slurry or chip seal contrast treatment will be paid for as extra work as specified in Section 4-l.03D, "Extra Work," of the Standard Specifications.
