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USE WITH 2006 STANDARDS.

Use for channels or swales with low velocities.

Layer thickness must be shown on plans.

Use BEES item code 720107 "Rock Slope Protection (Granular Material)."

10-1.__  ROCK SLOPE PROTECTION (GRANULAR MATERIAL)

GENERAL

Summary

1.  Delete "geosynthetic fabric and" if rock slope protection fabric is not shown on the plans.

This work includes placing geosynthetic fabric and granular material for rock slope protection.

2

Comply with specifications for rock slope protection under Section 72-2 "Rock Slope Protection," of the Standard Specifications.

MATERIALS

3

Granular material for rock slope protection (granular material) must be gravel, crushed gravel, rock, crushed rock, or any combination thereof.
4.  Use one of the following tables and delete the other tables.

Grading for granular material must comply with the requirements in this table:

Use this table for 7-inch thick cobble and gravel layer.

	Sieve Sizes
	Percentage Passing

	5-inch
	100

	4-inch
	90 - 100

	3-inch
	25 - 40

	2-inch
	0 - 10


Use this table for 5-inch thick gravel with cobble layer.

	Sieve Sizes
	Percentage Passing

	4-inch
	100

	3-inch
	90 - 100

	2-inch
	25 - 40

	1-inch
	0 - 10


Use this table for 4-inch thick gravel layer.

	Sieve Sizes
	Percentage Passing

	3-inch
	100

	2-inch
	90 - 100

	1-inch
	25 - 40

	3/4-inch
	0 - 10


5

Granular material must contain at least 90 percent crushed particles under California Test 205.

6.  Delete if rock slope protection fabric is not shown on the plans.

Geosynthetic fabric for rock slope protection (granular material) must be Class 8, as specified in Section 88-1.06 "Channel and Shore Protection," of the Standard Specifications.

CONSTRUCTION

7.  Delete if rock slope protection fabric is not shown on the plans.

Install geosynthetic fabric for rock slope protection (granular material) under Section 72-2.025 "Rock Slope Protection Fabric," of the Standard Specifications.

8

Section 72-2.03 "Placing," of the Standard Specifications does not apply to rock slope protection (granular material).

9

You may place granular material by dumping.  After dumping, you may spread granular material with a bulldozer or other suitable equipment.  During spreading activity, do not crack, shove or displace granular material.

MEASUREMENT AND PAYMENT

10

Rock slope protection (granular material) is measured and paid for by the cubic yard in the same manner specified for rock slope protection in Section 72-2 "Rock Slope Protection," of the Standard Specifications.

