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USE WITH 2006 STANDARDS.

Include SSPs 49-200 and 49-310, and edit appropriately when cast-in-drilled-hole concrete piling is greater than or equal to 24 inches in diameter AND greater than 5 feet in length.

Edit para 1 for other types of standards.

10-3.__  CAST-IN-DRILLED-HOLE CONCRETE PILE FOUNDATIONS

GENERAL

Summary

This work includes constructing cast-in-drilled-hole concrete pile foundations for traffic signal and lighting standards.

2.  Add "and "Piling" of these special provisions" when piling is greater than or equal to 24 inches in diameter AND greater than 5 feet in length.

Comply with Section 86-2.03, "Foundations," of the Standard Specifications.

MATERIALS

3

Concrete must contain not less than 590 pounds of cementitious material per cubic yard.

CONSTRUCTION

4

For standards located in sidewalk areas, the pile foundation must be:

1.
Placed to final sidewalk grade before the sidewalk is placed

2.
Square for the top 4 inches

5*.  Use when sleeve nuts are required.  Edit for type of standard. 

Use sleeve nuts on Type 1-A     1-B     standards.  The bottom of the base plate must be flush with finished grade.

PAYMENT

6

Payment for cast-in-drilled-hole concrete pile foundations shall conform to the provisions in Section 86-8, "Payment," of the Standard Specifications.
