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	SSP No.
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	Update


Standard Special Provision Update

July 30, 2010
2006 SSPs used with 2006 Standard Plans:

	SSPNo
	Effective Date
	Description
	Update



	SN-026
	C07-30-10
	Special Notice
	Cancelled.  This special notice, which was used to alert contractors of the implementation of electronic contract addenda, is no longer needed.

	S1-020H
	A07-30-10
	Amendments to the May 2006 Standards Specifications
	Section 51-1.13 is revised to improve joints between girder stem and deck.

	07-340
	A07-30-10
	Water Pollution Control 
	This revision adds editing instructions for some paragraphs.  Additional minor edits were made for consistency in terminology, formatting, and wording.

	07-345
	A07-30-10
	Water Pollution Control
	This revision adds editing instructions for some paragraphs.  Additional minor edits were made for consistency in terminology, formatting, and wording.

	20-020
	A07-30-10
	Move-In/Move-Out (Erosion Control)
	Revised due to changes in the Construction general Permit which no longer references the "rainy season."

	20-030
	A07-30-10
	Erosion Control (Punched Straw)
	Revised due to the changes in the Construction General Permit which no longer references the "rainy season."

	20-040
	A07-30-10
	Erosion Control (Hydroseed) 
	Revised due to the changes in the Construction General Permit that no longer references the "rainy season."

	20-041
	A07-30-10
	Erosion Control (Bonded Fiber Matrix)
	Revised due to the changes in the Construction General Permit which no longer references the "rainy season."

	20-047
	A07-30-10
	Erosion Control (Polymer Stabilized Fiber Matrix)
	Revised due to the changes in the Construction General Permit which no longer references "rainy season."

	37-020
	C07-30-10
	Hot-Applied Seal Coat (Polymer Modified Asphalt)
	The Division of Pavement Management requested cancellation of this ssp, because a subgroup of the division has created an nssp to be used instead.

	39-050
	A07-30-10
	Hot Mix Asphalt
	The Division of Pavement Management recommends a change to the main instructions to clarify when this ssp is to be used.

	39-780
	C07-30-10
	Cold Foam In-Place Recycling
	Cancelled due to lack of adequate guidance for use of SSP.

	49-340
	B07-30-10
	Mass Concrete for Cast-In-Place Concrete Piles
	Revised to match the changes made to Section 90 last year.  Changed requirements for use of supplementary cementitious materials.

	51-331
	B07-30-10
	Mass Concrete 
	Revisioed to match changes made to section 90 last year. Deleted the materials section of the ssp.

	51-480
	B07-30-10
	Precast Prestressed Concrete Bridge Members 
	Revision due to changes in section 51-1.13. Horizontal joints between the girder stem and deck have been failing.


